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PIER 2 COLUMN DETAILS

PIER 2 CROSS BEAM PLAN AND ELEVATION

PIER 3 FOOTINGS

PIER 3 COLUMN DETAILS

PIER 3 & PIER 4 COLUMN PINS

BB019 - BB020 PIER 3 CROSS BEAM PLAN AND ELEVATION

BB021 - BB022

PIER 4 FOOTINGS

PIER 2 FOOTINGS

PIER 4 COLUMN DETAILS

BB029

BB025 - BB026 PIER 4 CROSS BEAM PLAN AND ELEVATION

PIER 4 CROSS BEAM DETAILSBB027 - BB028

ELASTOMERIC BEARING DETAILS

           

           

           

           

           

           

           

           

           

           

           

           

SIGN SPECIFICATIONS

SIGN DETAILS

SB01

SB02

SB03

SB04

SB05

SB06

SB07

SB08

SB09

SB10

SB11

SB12

SB13

SB14

SB15

SB16

SB17

SB18

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #01

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #02

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #03

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #04

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #05

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #06

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #07

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #08

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #01

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #11

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #02

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #03

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #04

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #05

SB19

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #06

MONOTUBE SIGN STRUCTURES LAYOUT - SIGN BRIDGE #07

MONOTUBE SIGN STRUCTURES GENERAL NOTES

MONOTUBE SIGN BRIDGE < 60' SPAN, DETAILSSB20 - SB21

MONOTUBE SIGN BRIDGE 60' - 75' SPAN, DETAILSSB22 - SB23

MONOTUBE SIGN BRIDGE 75' - 90' SPAN, DETAILSSB24 - SB25

MONOTUBE CANTILEVER STRUCTURAL DETAILSSB26 - SB27

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #09

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #10

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #13

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #14

MONOTUBE SIGN STRUCTURES LAYOUT - CANTILEVER #15

MONOTUBE SIGN STRUCTURES LAYOUT - FUTURE CANTILEVER #16

MONOTUBE SIGN STRUCTURES LAYOUT - BALANCED CANTILEVER #1SB18A

SB18B

SB18C

SB18D

SB18E

SB28 - SB29 MONOTUBE BALANCED CANTILEVER DETAILS

SB101

SB102

SB103

SB104

SB105

SB106

SB107

SB108

SB201

SB202

SB203

BRIDGE MOUNTED SIGN BRACKET NO. 1 - GEOMETRY

BRIDGE MOUNTED SIGN BRACKET NO. 2 - GEOMETRY

BRIDGE MOUNTED SIGN BRACKET DETAILSSB204 - SB206

MONOTUBE SIGN STRUCTURES FOUNDATION TYPE 1 - SHAFT DETAILS

MONOTUBE SIGN STRUCTURES CANTILEVER # 01, 03, 07 - CAP DETAILS

MONOTUBE SIGN STRUCTURES SIGN BRIDGE #05 - COLUMN DETAILS

MONOTUBE SIGN STRUCTURES FUTURE CANTILEVER ANCHOR BOLTS

MONOTUBE SIGN STRUCTURES FOUNDATION TYPE 1 - CAP DETAILS

MONOTUBE SIGN STRUCTURES - SINGLE SLOPE TRAFFIC BARRIER SHAPE CAP - 1

MONOTUBE SIGN STRUCTURES -  SINGLE SLOPE TRAFFIC BARRIER SHAPE CAP - 2

MONOTUBE SIGN STRUCTURES - SINGLE SLOPE TRAFFIC BARRIER TRANSITION

SN01 - SN43 SIGN PLAN

SD01 - SD08

SR01 - SR15

SL01 - SL02 SIGN RELOCATION SPECIFICATIONS

SIGN REMOVAL SPECIFICATIONS

SS01 - SS29

TSD16

TSD17

TSD18

TYPE 334L/334D RM/DS EQ

RM/DS DISPLAY PANEL AND RELAYS

RM/DS WIRING HARNESSES

RAMP METER INPUT FILES

TSD24

TSD25

TSD27

TSD28

TSD19 - TSD23

DATA STATION INPUT FILES

LOOP DETAILS

WAVETRONIX DETAIL

TSD26 RAMP METER SIGNAL DETAIL

POLE MOUNTING DETAILS

TSD34

TSD29 - TSD31 ITS BREAKER SCHEDULES

ITS CABINET FOUNDATION DETAIL

TSD35 ITS CABINET AND PAD DETAIL

ITS CABINET PAD DETAILSTSD36 - TSD39

1023

1024

1025

1031

1032

1033

1034

1035

1039

1040

1026 - 1030

1036 - 1038

1041 - 1044

VOLUME 7

1045 - 1046

1047 - 1061

1062 - 1092

1093 - 1135

1136 - 1143

1144

1145

1146

1147

1148

1149

1150

1151

1152

1153

1154

1155

1156

1157

1158

1159

1160

1161

1162

1163

1164

1165

           

           

           

1166

1167

1178

1168 - 1169

1170 - 1171

1172 - 1173

1174 - 1175

           1176 - 1177

1179

1180

1181

1182

1183

1184

1185

1186

1187

1188

1189 - 1191

VOLUME 8

1192

1193

1194

1195

1196

1200

1203

1204

1205

1206

1207

1208

1209

1214

1215

1220

1197 - 1199

1201 - 1202

1210 - 1211

1212 - 1213

1216 - 1217

1218 - 1219

BRIDGE MOUNTED SIGN BRACKET NO. 1 & 2 - LAYOUT
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M. PANICK

M. PANICK

BERKELEY ON-RAMPS

BB101 PLAN AND ELEVATION

BB102

FOOTING PLAN

BB104

BB103

GENERAL NOTES AND TYPICAL SECTION

PIER 1 PLAN AND ELEVATION

PIER 1 SECTIONS AND DETAILS

BB108

BB109

BB105 - BB107

PIER 2 FOOTINGS

PIER 2 COLUMN DETAILS

PIER 2 CROSS BEAM PLAN AND ELEVATION

PIER 2 CROSS BEAM DETAILS

BB111

PIER 2 COLUMN PINS

BB112

ELASTOMERIC BEARING DETAILSBB113

SUPERSTRUCTURE CONSTRUCTION SEQUENCE

FRAMING PLAN

GIRDER DETAILS

PARTIAL DEPTH INTERMEDIATE DIAPHRAGM DETAILS

BB114

BB115

BB121

BB122

BB116 - BB120

PIER 1 END DIAPHRAGM

BERKELEY OFF-RAMPS

BB201 PLAN AND ELEVATION

BB202

FOOTING PLAN

BB204

BB203

GENERAL NOTES AND TYPICAL SECTION

BB206

PIER 2 PLAN AND ELEVATION

BB208

BB209

BB210

PIER 2 SECTIONS AND DETAILS

BB214

BB215

BB222

PIER 1 CONSTRUCTION SEQUENCE

BB205 PIER 1 FOOTINGS

PIER 1 COLUMN DETAILS

PIER 1 COLUMN PINS

PIER 1 CROSS BEAM PLAN AND ELEVATION

PIER 1 CROSS BEAM DETAILS

BB211 - BB213

ELASTOMERIC BEARING DETAILS

SUPERSTRUCTURE CONSTRUCTION SEQUENCE

BB216 FRAMING PLAN

BB217 - BB221 GIRDER DETAILS

PIER 2 END DIAPHRAGM

PARTIAL DEPTH INTERMEDIATE DIAPHRAGM DETAILSBB223

           

           

           

           

           

           

           

           

BB123

BB124

BB125

BB126 DECK REINFORCING DETAILS

TYPICAL SECTION - DECK REINFORCING

PLAN - BRIDGE DECK REINFORCING TOP MAT

PLAN - BRIDGE DECK REINFORCING BOTTOM MAT

BB224

BB225

BB226

BB227

PLAN - BRIDGE DECK REINFORCING BOTTOM MAT

PLAN - BRIDGE DECK REINFORCING TOP MAT

TYPICAL SECTION - DECK REINFORCING

DECK REINFORCING DETAILS

BARRIER, RAILING & MISCELLANEOUS GENERAL PLANBB057 - BB058

BB059 - BB062 42" SIGNLE SLOPE BARRIER DETAILS

BB063 - BB065 42" PEDESTRIAN BARRIER DETAILS

BB066 - BB067 42" SINGLE SLOPE & PEDESTRIAN BARRIER CONDUIT DETAILS

BB068 - BB069 42" MEDIAN BARRIER DETAILS

BB070 ITS AREA BARRIER DETAILS

BB071 - BB072 SECURITY BARRIER DETAILS

BB073 - BB074 PEDESTRIAN RAILING

BB075 - BB076 BP RAILING

BB077 THROW FENCE

BB078 ITS CONDUIT SUPPORTS PIER 4

BB079 CONDUIT SUPPORTS UNDER DECK

BB080 ITS TOPPING SLABS PLANS AND SECTIONS

ITS TOPPING SLABS DETAILSBB081 - BB083

BB084 - BB086 APPROACH SLAB DETAILS

BB087 - BB089 BAR LIST

BB127 EXPANSION JOINT DETAILS COMPRESSION SEAL

BB128 - BB131 TRAFFIC BARRIER - SINGLE SLOPE 42" DETAILS

BB132 - BB133 SECURITY BARRIER DETAILS

APPROACH SLAB DETAILSBB134 - BB135

BB138

BB136 - BB137 SIGN MOUNT DETAILS

BAR LIST

BB110 - BB110A

BB207 - BB207A

BB228 EXPANSION JOINT DETAILS COMPRESSION SEAL

BB229 - BB232 TRAFFIC BARRIER - SINGLE SLOPE 42" DETAILS

BB233 - BB234 APPROACH SLAB DETAILS

BB235 - BB236 SIGN MOUNT DETAILS

BB237

BB238

THROW FENCE

BB030 SUPERSTRUCTURE CONSTRUCTION SEQUENCE

BB031 - BB032 FRAMING PLAN

BB033 - BB038 GIRDER DETAILS

BB039 END DIAPHRAGMS AT PIERS 1 AND 5

BB040

BB041

PARTIAL DEPTH INTERMEDIATE DIAPHRAGM DETAILS

FULL DEPTH INTERMEDIATE DIAPHRAGM DETAILS

BB042 CIP EDGE BEAM AT CANTILEVER GIRDERS

BB055 EXPANSION JOINT PLAN

BB056 EXPANSION JOINTS DETAILS

BB043

BB044

BB045

BB046

BB047

BB048

BB049 - BB050

BB051

BB052 - BB053

BB054

BRIDGE DECK REINFORCING SPAN 1 & 2 BOTTOM MAT

BRIDGE DECK REINFORCING SPAN 1 & 2 TOP MAT

BRIDGE DECK REINFORCING SPAN 2, 3 & 4 BOTTOM MAT

BRIDGE DECK REINFORCING SPAN 2, 3 & 4 TOP MAT

BRIDGE DECK REINFORCING SPAN 4 BOTTOM MAT

BRIDGE DECK REINFORCING SPAN 4 TOP MAT

TYPICAL SECTION - DECK REINFORCING SPAN 1 & 2

TYPICAL SECTION - DECK REINFORCING SPAN 3

TYPICAL SECTION - DECK REINFORCING SPAN 4

DECK REINFORCING DETAILS
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BT021

BT022
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FRAMING PLAN
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THORNE LOW BRIDGE

BT101 PLAN AND ELEVATION

BT102

FOOTING PLAN

BT104

BT103

GENERAL NOTES AND TYPICAL SECTION

PIER 1 PLAN AND ELEVATION

PIER 1 SECTIONS AND DETAILS

BT107

BT105 - BT106

SUPERSTRUCTURE CONSTRUCTION SEQUENCE

BT110

BT111

BT112

BT118

BT119

PIER 2 PLAN AND ELEVATION

PIER 2 SECTIONS AND DETAILSBT108 - BT109

ELASTOMERIC BEARING DETAILS

FRAMING PLAN

GIRDER DETAILSBT113 - BT117

EDGE BEAM DETAIL

END DIAPHRAGMS

BT120 FULL DEPTH INTERMEDIATE DIAPHRAGM DETAILS

BT018 PIER 3 COLUMN DETAILS

PIER 3 CROSS BEAM PLAN AND ELEVATION

PIER 3 CROSS BEAM DETAILS

BT019

BT020

BT023

BT024 - BT028

BT029 PIER 1 END DIAPHRAGMS

PIER 4 END DIAPHRAGMSBT030

PARTIAL DEPTH INTERMEDIATE DIAPHRAGM DETAILSBT031

BT032 FULL DEPTH INTERMEDIATE DIAPHRAGM DETAILS

EDGE BEAM DETAILBT033 - BT034

           

           

BT121

BT122

PLAN BRIDGE DECK REINFORCING

TYPICAL SECTION - DECK REINFORCING

           

BT035 PLAN - BRIDGE DECK REINFORCING SPAN 1 & 2 - BOTTOM MAT

PLAN - BRIDGE DECK REINFORCING SPAN 1 & 2 - TOP MATBT036

BT037 PLAN - BRIDGE DECK REINFORCING SPAN 2 & 3 - BOTTOM MAT

PLAN - BRIDGE DECK REINFORCING SPAN 2 & 3 - TOP MATBT038

BT039 TYPICAL SECTIONS - DECK REINFORCING SPAN 1, SPAN 2 & SPAN 3

BT040 DECK REINFORCING DETAILS

BT041

BT042

EXPANSION JOINTS DETAILS

BARRIER, RAILING & MISCELLANEOUS GENERAL PLAN

           

BT043 - BT044 42" SINGLE SLOPE BARRIER DETAILS

BT045 - BT047B 42" PEDESTRIAN BARRIER DETAILS 

           

BT048 - BT049 42" SINGLE SLOPE & PEDESTRIAN BARRIER CONDUIT DETAILS

BT050 - BT051 42" MEDIAN BARRIER DETAILS

BT052 TRANSITION BARRIER DETAILS

BT053 CURB DETAILS

BT054 - BT055 BP RAILING

BT056 THROW FENCE

BT057 - BT058 PIER 1 APPROACH SLAB DETAILS

BT059 - BT060 PIER 4 APPROACH SLAB DETAILS

BT061 - BT063 SIGN MOUNT DETAILS

BT064 - BT065 BAR LIST

BT123 EXPANSION JOINT DETAILS COMPRESSION SEAL

BT124 - BT127 TRAFFIC BARRIER - SINGLE SLOPE 42" DETAILS

BT128 - BT130 APPROACH SLAB DETAILS

BT131 BAR LIST

THORNE HIGH BRIDGE

BT001 PLAN AND ELEVATION

BT002

BT005

BT003

PIER 1 PLAN AND ELEVATION

PIER 1 SECTIONS AND DETAILS

BT008

BT006 - BT007

PIER 4 PLAN AND ELEVATION

PIER 4 SECTIONS AND DETAILS

GENERAL NOTES AND GEOMETRY

TYPICAL SECTIONS

BT004 FOOTING PLAN

NOT USED

BT009 

BT010 - BT011

PIER 2 FOOTINGSBT012

BT013 PIER 2 COLUMN DETAILS

BT014 PIER 2 CROSS BEAM PLAN AND ELEVATION

BT015 PIER 2 CROSS BEAM DETAILS

BT016 PIER 3 CONSTRUCTION SEQUENCE

PIER 3 FOOTINGSBT017
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NOISE WALL 
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12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
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DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.
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SAWCUT

SR5 223+98.18 TO SR5 224+01.19

ARE CREATED
THAT NO VOIDS
TO BE PLACED SUCH
(PEA GRAVEL)
AASHTO GRADING NO. 8

4

END COLUMN
NOISE WALL

6.2'

EXISTING PAVEMENT

2

0.15'
1

(NBCD 23+39.18 TO NBCD 23+42.50)

(MR 324+02.21 TO MR 324+05.35)

SHLD
8.5'

SHLD

2:1
3

VARIES

4'

6

8.2'-8.5'
VARIES

EXISTING PAVEMENT

2

1
0.15'

0.20'

1.40'
3

2

0.15'
1

6.2'

SAWCUT

0.45'-0.55'

SR5 223+81.44 TO SR5 223+98.18

(NBCD 23+22.41 TO NBCD 23+39.18)

(MR 323+85.46 TO MR 324+02.21)

0.45'-0.55'

SR5 SB

SEE 

GROUND
EXISTING

2.5'-4'

HOV

HOV

HOV

4:1

NST

NST 2:1 SR5 220+00.00 TO SR5 220+61.00

NST 3:1 SR5 217+50.00 TO SR5 220+00.00

NST 4:1 SR5 210+28.80 TO SR5 217+50.00

2:1

NST

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS02

ROADWAY SECTIONS

N. SCHRADER

10/21/20

07/23/19REV 4 - RFI0165

8

REV 5 - RFI0184 09/30/19

10/14/19REV C - FINAL REVIEW

REV 6 - RFI0306 11/11/19

REV D - FINAL REVIEW

REV 7 - RFI0587 12/01/20

REV 8 - RFI0615 03/04/21

8

8

9
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

12/3/2020

4:17:40 PM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_ML_03.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 224+17.82 TO SR5 235+29.76

GP

11'

GP

11'

2
0.55'

11'

GP

11'

SHLD

2

3

1

0.85'

0.15'

0.75'

4'

`
MR

SHLD

10'

EXISTING PAVEMENT

8
SAWCUT*

COLLECTOR-DISTRIBUTOR
SR5 NB RAMP /

6

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

RAMPGORE SHLD

`
NBCD

GP

11'

EXISTING PAVEMENT
EXISTING PAVEMENT

1
0.15'

2

31

0.85'

0.15' 0.75'

SAWCUT*

SR5 224+17.82 TO SR5 224+80.20

1
0.15'

2

3

0.85'

0.75'

2

3

1

0.60'

0.15'

0.70'

11'

SHLD

4'

`
MR

8

EXISTING PAVEMENT

SR5 224+29.84 TO SR5 229+81.91

2
0.55'

ROADWAY SECTION SR5-NB-E

(MR 324+19.97 TO MR 335+39.00)

13.7'-16.1'
VARIES

SAWCUT

RAMP SHLD

1

`
NBCD

GP

11'

EXISTING PAVEMENTEXISTING PAVEMENT

1
0.15'

2

31

0.85'

0.15' 0.75'

SAWCUT*

SR5 224+80.20 TO SR5 228+23.10

2
0.55'

3'
SAWCUT6

SHLD

10'

SHLD

2

3

1

0.60'

0.15'

0.70'

NOT TO SCALE

SAWCUT

EXISTING GROUND

(NBCD 23+56.12 TO NBCD 24+19.64)

(MR 324+19.97 TO MR 324+83.67)

4'-4.7'
VARIES

ON SHEET PVD01

SEE BUTT JOINT DETAIL 

PLANING
5

2%

(NBCD 24+19.64 TO NBCD 27+75.71)

(MR 324+83.67 TO MR 328+28.15)

14.3'-18.1'
VARIES

EXISTING PAVEMENT

`
NBCD

2%

3'

`
SR5

SEE SR5 SB

6

7

4

2'

2:1

SAWCUT**

`
SR5

SEE SR5 SB

6
7

4

2'

2:1

SAWCUT

(MR 324+32.00 TO MR 329+89.65)

13.2'-14.3'
VARIES

VARIES

VARIES

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

SPALLS
0.67' QUARRY

SPALLS
0.67' QUARRY

GRADING DETAIL
PVD87 FOR
SEE SHEET

VARIES
VARIES

VARIES
VARIESVARIES

VARIES

VARIES VARIES
VARIES

9

6

`
NW4

4'

4

0.15'
1

0.20'
2

3
1.40'

VARIES
2:1

9

`
NW4

4'

4

0.15'
1

0.20'
2

3
1.40'

VARIES
2:1

3'

7'

SAWCUT

8'-10.2'
VARIES

NO VOIDS ARE CREATED
TO BE PLACED SUCH THAT
(PEA GRAVEL)
AASHTO GRADING NO. 8

CONCRETE CAP

0.25' CDF OR COMMERCIAL CONCRETE

NO VOIDS ARE CREATED
TO BE PLACED SUCH THAT
(PEA GRAVEL)
AASHTO GRADING NO. 8

6

3'

7'

SAWCUT

CONCRETE CAP

COMMERCIAL CONCRETE
0.25' CDF OR

GROUND
EXISTING

8'-10.2'
VARIES

9

6

`
NW4

4'

4

0.15'
1

0.20'
2

3
1.40'

2:1

CONCRETE CAP

EXIST
MATCH

SAWCUT***

7'-11.3'
VARIES

COMMERCIAL CONCRETE
0.25' CDF OR

ARE CREATED
THAT NO VOIDS
TO BE PLACED SUCH
(PEA GRAVEL)
AASHTO GRADING NO. 8

GROUND
EXISTING

0.5' FROM EDGE OF EXISTING PAVEMENT SR5 229+64.42 TO SR5 232+78.33

7' FROM NW4 SR5 232+78.33 TO SR5 235+29.76 

*** SAWCUT 7' FROM NW4 SR5 228+23.10 TO SR5 229+64.42

1
0.15'

1
0.15'

2
0.55'

1
0.15'

2
0.55' 0.15'

2
0.55'-0'

VARIES

3'-4.4'
VARIES

GRADING DETAIL
PVD87 FOR
SEE SHEET

HOV

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA10/21/20

C. CONRAD

RS03

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/04/19REV 1 - RFI0073

04/25/19REV 2 - RFI0075 & RFI0077

09/13/19REV 3 - RFI0212

5

REV 4 - RFI0387 01/23/20

5

REV C - FINAL REVIEW

REV 5 - RFI0587 12/01/20

 

12/10/20
10

1456

AS-BUILT



 

12/10/20
11

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

3/4/2021

12:29:15 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

GP

11'

GP

11'

2

11'

GP

11'

SHLD

2

3

0.85'

0.75'

`
MR

SHLD

EXISTING PAVEMENT

1
0.15'

2

3

0.85'

0.75'

`
SR5

SEE SR5 SB

4:1 4:1

COLLECTOR-DISTRIBUTOR

SR5 NB RAMP /

GP

11'

SHLD

1
0.15'

SR5 244+10.03 TO SR5 248+06.02

11'

SHLD

2

3

0.85'

0.75'

0.15'
1

0.15'
1

SR5 250+54.38 TO SR5 260+00.00

GP

11'

GORE

1
0.15'

SR5 251+42.21 TO SR5 253+48.94

EXISTING PAVEMENT

EXISTING PAVEMENT

51

GP

11'

1
0.15'

SR5 253+48.94 TO SR5 255+69.75

EXISTING PAVEMENT

SHLDRAMP

`
NBCD

SEE SR5 SB

3

`
SR5

ROADWAY SECTION SR5-NB-H

RAMP SHLD

4'-9'
VARIES

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAYSAWCUT**

5'-9.7'
VARIES

SAWCUT**SAWCUT**

GORE

12'

VARIES 12'-27.6'

GP

SR5 255+69.75 TO SR5 260+00.00

EXISTING PAVEMENT

SHLD

8.7'-9.6'
VARIES

RAMP

`
NBCD

1

0'-18'
VARIES

SR5 241+22.43 TO SR5 260+00.00

NOT TO SCALE

9.7'-10.4'
VARIES

`
NBCD

EXISTING PAVEMENT

SAWCUT

`
NBCD

COLLECTOR-DISTRIBUTOR

SR5 NB RAMP /

EXISTING PAVEMENT

(MR 341+31.07 TO MR 345+01.52)

EXISTING PAVEMENT

5'-10'
VARIES

0'-15.5'
VARIES

0'-9'
VARIES

GP

11'

SHLD

1
0.15'

SR5 248+06.02 TO SR5 251+42.21

EXISTING PAVEMENT

9.7'-10.4'
VARIES `

COLLECTOR-DISTRIBUTOR

SR5 NB RAMP /

EXISTING PAVEMENT

NBCD

VARIES

SEE BUTT JOINT DETAIL ON SHEET PVD01

PLANING

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

VARIES

20.4'-23'
VARIES

2

5
SEE BUTT JOINT DETAIL ON SHEET PVD01

PLANING

6

6

12.4'-20.7'
VARIES

4'-6.5'
VARIES

8'

6'-12.4'
VARIES

8'-9.6'
VARIES

3

3

ANGLE POINT
1'

VARIES VARIES

VARIES
VARIES

VARIES

VARIES

VARIES

VARIES VARIES

VARIES

2

0'-0.15' SR5 259+25.00 TO SR5 260+00.00

1
0.15'

0'-0.15' SR5 259+25.00 TO SR5 260+00.00

1
0.15'

1
0.15'

0'-0.15' SR5 259+25.00 TO SR5 260+00.00

0.15'

0.15'

PULLOUT DETAILS AND GRADING
SEE SHEET PVD93 FOR ITS 

PULLOUT DETAILS AND GRADING
SEE SHEET PVD93 FOR ITS 

HOV

HOV

4:1

NST

4:1

NST

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

C. CONRAD

RS05

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

01/18/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/25/19REV 1 - RFI0075 & RFI0077

4

12/19/19REV 2 - RFI0367

10/21/20REV C - FINAL REVIEW

REV 3 - RFI0587 12/01/20

REV 4 - RFI0615 03/04/21

4

12
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

3/4/2021

12:42:03 PM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_06.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SEE SR5 SB

EXISTING PAVEMENT

11'

GP

11'

GP

11'

GP

`
SR5

SHLD

SAWCUT*

0.15'

2

3

0.85'

0.75'

1

SHLD

2

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

SEE SR5 SB 11'

2

3

0.85'

`
SR5

SHLD

4'

SAWCUT

2

0.15'
1

SEE SR5 SB 11'

`
SR5

SHLD

SAWCUT

SHLD

1
0.15'

SR5 260+00.00 TO SR5 261+64.00

SR5 264+75.61 TO SR5 268+97.62

SR5 260+00.00 TO SR5 264+75.61

2

EXISTING PAVEMENT

EXISTING PAVEMENT

EXISTING PAVEMENT

GP

SAWCUT*

0.15'

2

3

0.85'

0.75'
1

SHLD

2:1

11' 2.5'

BEGIN

SR5 260+00.00 SR5 281+00.00 0.15'

THICKNESS

SR5 281+00.00 SR5 281+25.00

SR5 260+00.00 TO SR5 312+00.00

2

EXISTING PAVEMENT

ROADWAY SECTION SR5-NB-I

6

11'

THIS SHEET

SEE TABLE

VARIES EXISTING GROUND
0.15' MIN

VARIES

THIS SHEET

SEE TABLE

VARIES

VARIES 17.8'-20.4'

GP

EXISTING GROUND

EXISTING GROUND

10'-14'
VARIES

2:1

9

THIS SHEET

SEE TABLE

VARIES

SR5 264+70.08 TO SR5 303+01.58

8'-8.7'
VARIES

SAWCUT*

0.15'

2

3

0.85'

0.75'

1

SHLD

2:1

2.5'

1

EXISTING PAVEMENT

4

SR5 261+64.00 TO SR5 264+70.08

GP

VARIES 11'-17.1' 8'-10'
VARIES

7

0.15'

10'-14'

NOT TO SCALE

5'

3

EXISTING GROUND

9

3.5'

2' MIN

7

4:1
3:1

EXISTING GROUND

2' MIN

11'

SR5 281+25.00 SR5 312+00.00 0.25'

END

0.15'-0.25'

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

SAWCUT**

5'

6

6

2

THIS SHEET

SEE TABLE

VARIES

4'

5'

SEE SR5 SB

`
SR5

SHLD

2

6

0.25' MIN

VARIES

11'

EXISTING PAVEMENT

SR5 293+97.60 TO SR5 297+47.54

4'-7.3'
VARIES

5'-8.3'
VARIES

6

10

3

`
NW5

`
NW5

0.75'
3

0.85'
2

1
0.15'

6'

SAWCUT

7

2.5'

4

4:1

SR5 305+60.00 TO SR5 312+00.00

SELECT BORROW

SELECT BORROW

SR5 303+00.00
SR5 261+64.00 TO

VARIESVARIES

VARIES

VARIES

VARIES

VARIES

VARIES

VARIES

PAD GRADING
FOR CABINET

SEE ITS PLANS

0.15'
1

2
0.15'

2
0.15'

0.15'
1

0.75'

0.15'
1

0.15'
1

1
0.15'

LEVELING COURSE THICKNESS

2.5'-4'
VARIES

FOR ITS PULLOUT DETAILS AND GRADING
SEE SHEETS PVD96 AND PVD97

HOV

HOV

HOV

HOV

4:1

NST

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS06

ROADWAY SECTIONS

N. SCHRADER

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/25/19REV 1 - RFI0075 & RFI0077 & RFI0094

10/17/19REV 2 - RFI0269

12/16/19REV 3 - RFI0346

5

10/21/20REV C - FINAL REVIEW

REV 4 - RFI0587 12/01/20

REV 5 - RFI0615 03/04/21

13
1456

AS-BUILT



 

12/10/20
14

1456

AS-BUILT



 

12/10/20
15

1456

AS-BUILT



 

12/10/20
16

1456

AS-BUILT



 

12/10/20
17

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

8:56:49 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_11.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SHLD

`
SR5

SEE SR5 SB

6

SAWCUT*

EXISTING PAVEMENT

2

3

0.85'

0.75'
0.15'

1

2

THIS SHEET

SEE TABLE

VAR

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

SR5 370+00.00 TO SR5 388+45.00

BEGIN

SR5 370+00.00 SR5 376+00.00

THICKNESS

SR5 376+00.00 SR5 376+75.00

GP GP GP SHLD

6

2:1

SR5 383+03.00 TO SR5 385+54.83

6

2:1

ROADWAY SECTION SR5-NB-O

EXISTING GROUND

VARIES 4'-8' VARIES 11'-12'

VARIES

VARIES 11'-12' VARIES 11'-12' VARIES 11'-12'

VARIES

4'

10

SEE TXMR

NOT TO SCALE

7
2.5'

2:1

2' MIN

EXISTING GROUND

6.5'

2:1

0.15'
1

2

THIS SHEET

SEE TABLE

VAR

THIS SHEET

SEE TABLE

VAR
2

0.35' MIN.

VARIES 5'-9'

0.15'

0.85'

0.75'
3

2

1

1'

SAWCUT

END

SR5 376+75.00 SR5 388+45.00 0.20' MIN.

0.35'-0.20' MIN.
SHLD

SEE SR5 SB

6

`
SR5

4'-8'
VAR

5'-9'
VAR

PAVEMENT
EXISTING

0.15'
1

THIS SHEET

SEE TABLE

VAR
2

SR5 380+57.00 TO SR5 383+58.00

GORE RAMP SHLD

VARIES

12'

3

0.85'

0.75'
0.15'

1

VARIES

`
MRTX

PIVOT POINT
PROFILE AND

4

2

24.5'-30.7'
VAR

7
2.5'

4:1
2:1 2' MIN

12

11'

ITS CABINET GRADING

SEE ITS PLANS FOR

2%

0.75'

SHLD

3

2
0.85'

0.15'
1

3'-11'
VAR

4:1

SEE MRTX

SR5 371+22.31 TO SR5 374+87.00

4

13'-18.9'
VAR

13'

2%

0.75'
3

2
0.85'

0.15'
1

SHLD

13'

6

EXISTING GROUND

SHLD

13'

2%

0.75'
3

0.85'
2

0.15'
1

SEE STRUCTURE PLANS
SENTINEL

SR5 379+24.29 TO SR5 379+35.79 

SR5 378+66.38 TO SR5 378+77.74

2:1

6

SHLD

13'

2%

0.75'
3

0.85'
2

0.15'
1

3' CONCRETE CAP

SELECT BORROW

SEE BRIDGE PLANS
BRIDGE ABUTMENT

EXISTING GROUND

SR5 382+67.00 TO SR5 383+03.00

SR5 378+77.74 TO SR5 379+24.29

2%

2

3
0.75'

0.85'

0.15'
1

13'

SHLD

6

2%

2

3
0.75'

0.85'

0.15'
1

13'

SHLD

SR5 385+54.83 TO SR5 388+00.00

2:1
NSTVARI

ES

SEE TXMR

EXISTING GROUND

6

2%

2

3
0.75'

0.85'

0.15'
1

13'

SHLD

SR5 388+00.00 TO SR5 388+45.00

SEE TXMR

EXISTING GROUND

4:1

2%

GROUND
EXISTING

GROUND
EXISTING

SR5 370+00.00 TO SR5 371+22.31

8'

LEVELING COURSE THICKNESS

0.75'0.15'

4:1

3

2
0.85'

1

2%

SHLD

2.5'13' 8.5'

SHLD

12

EXISTING GROUND

SR5 375+53.66 TO SR5 377+80.00

4:1
NST 
VAR 

GRADING DETAILS

SEE PVD80 FOR 

VARIES

SR5 377+83.17 TO SR5 378+66.38

SR5 379+35.79 TO SR5 382+67.00

2'

2:1

NST

VAR

GRADING DETAILS

SEE PVD80 FOR 

SR5 377+83.17 TO SR5 378+29.37

SR5 373+03.00 TO SR5 374+87.0012

SR5 377+83.17

SR5 374+87.00 TO

SR5 374+95.45 TO SR5 375+53.66

2:1

NST

GRADING DETAILS

SEE PVD80 FOR 

2:1
NST

SR5 374+87.00 TO SR5 374+95.45

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

RS11

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

07/23/19REV 1 - RFI0165

REV 2 - RFI0193 08/28/19

12/20/19REV C - FINAL REVIEW

4

05/15/20REV 3 - RFI0479

REV D - FINAL REVIEW 10/21/20

12/01/20REV 4 - RFI0587

 

12/10/20
18

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:02:37 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_12.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SHLD

`
SR5

SEE SR5 SB

6

SAWCUT*

EXISTING PAVEMENT

2

3

0.85'

0.75'
0.15'

1

2

SR5 388+45.00 TO SR5 395+58.68

GP GP GP SHLD

ROADWAY SECTION SR5-NB-P

VARIES
VARIES

NOT TO SCALE

0.15'
1

2

2

0.15'

0.85'

0.75'
3

2

1

1'

SAWCUT

13'

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

0.20'

0.20' MIN.

VAR

0.20' MIN.

VAR

12' 12' 12' 12'
6

SEE TXMR

EXISTING GROUND

4:1

GORE RAMP SHLD

VARIES

3

0.85'

0.75'
0.15'

1

VARIES

`
TXMR

PIVOT POINT
PROFILE AND

8'-14'
VAR

4

2

VARIES

EXISTING GROUND

SECURITY WALL
EXISTING

4'

2:1

GORE RAMP SHLD

VARIES

3

0.85'

0.75'
0.15'

1

VARIES

`
TXMR

PIVOT POINT
PROFILE AND

4

2

VARIES

EXISTING GROUND

SECURITY WALL
EXISTING

0'-8.4'
VAR

SAWCUT*

EXISTING PAVEMENT

0.15'
1

2
0.20' MIN.

VAR

SR5 390+84.03 TO SR5 393+29.43

SR5 393+29.43 TO SR5 395+58.68

SHLD

SEE SR5 SB

6

`
SR5

PAVEMENT
EXISTING

0.15'
1 2

SR5 389+94.00 TO SR5 393+29.00

0.20' MIN.

VAR

VARIES

8'

9'

8'

9'

6

6
ANGLE POINT

8.4'-16.2'
VAR

ANGLE POINT

12'-29.4'
VAR

4'-7.8'
VAR

4'-8'
VAR

12'

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

RS12

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

REV A - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

1

10/21/20REV B - FINAL REVIEW

12/01/20REV 1 - RFI0587

 

12/10/20
19

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:10:03 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_13.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SHLD

`
SR5

SEE SR5 SB

6

12'

GP

12'

GP

12'

GP

12'

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

SR5 395+58.68 TO SR5 412+75.00

12'

SHLD

SAWCUT*

2
0.85'0.15'

1 3
0.75'

7

EXISTING PAVEMENT

AUX

SHLD

2
0.85'

0.15'
1 3

0.75'

4

2:1

SHLD

2
0.85'

0.15'
1 3

0.75'

4:1

SR5 399+25.00 TO SR5 399+73.50

SR5 410+94.50 TO SR5 412+75.00

ROADWAY SECTION SR5-NB-Q

VARIES
VARIES

NOT TO SCALE

2.5'

12

VARIES

VARIES

2:1

EXISTING GROUND

SR5 399+73.47 TO SR5 410+94.50

EXISTING GROUND

EXISTING GROUND

6

4'

2:1
2' MIN

10'

BEGIN

SR5 395+58.68 SR5 400+00.00

THICKNESS

SR5 400+00.00 SR5 400+50.00

0.20' MIN.

END

SR5 400+50.00 SR5 412+75.00 0.30' MIN.

0.20'-.30 MIN.

0.15'
1

THIS SHEET

SEE TABLE

VAR
2 THIS SHEET

SEE TABLE

VAR
2

THIS SHEET

SEE TABLE

VAR
2

9'

SHLD

`
SR5

SEE SR5 SB

6

0.15'

0.85'

0.75'
3

2

1

1'

SAWCUT

9'

THIS SHEET

SEE TABLE

VAR
2

VARIES

PAVEMENT
EXISTING

SR5 395+54.67 TO SR5 398+70.00

SECURITY WALL
EXISTING

4.5'

4

SECURITY WALL
EXISTING

4' MIN.

SHLD

2
0.85'

0.15'
1 3

0.75'

SR5 395+58.68 TO SR5 399+25.00

VARIES

4'10'

4

6

SECURITY WALL
EXISTING

2:1

EXISTING GROUND

SR5 399+73.47 TO SR5 405+00.00
SR5 408+90.00 TO SR5 410+54.00

4:1 SR5 408+90.00 TO SR5 412+75.00

2:1 SR5 405+00.00 TO SR5 408+90.00

4:1 SR5 399+73.47 TO SR5 405+00.00

11'

4

2' MIN

SECURITY WALL
EXISTING

12

ITS CABINET GRADING

SEE ITS PLANS FOR

6.5'-8'
VAR

LEVELING COURSE THICKNESS

VAR 6.5'-8'

SR5 401+64.34 TO SR5 402+46.34

PULLOUT DETAILS AND GRADING
SEE SHEET PVD101 FOR ITS 

PULLOUT DETAILS AND GRADING
SEE SHEET PVD101 FOR ITS 

10'

SR5 411+66.97 TO SR5 412+75.00

10'

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

RS13

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

REV A - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

12/19/19REV 1 - RFI0367

2

10/21/20REV B - FINAL REVIEW

12/01/20REV 2 - RFI0587  

12/10/20
20

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

5/4/2021

12:28:55 PM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_14.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SHLD

`
SR5

SEE SR5 SB 12'

GP

12'

GP

12'

GP

12' 12'

SHLD

2
0.85'0.15'

1 3
0.75'

EXISTING PAVEMENT

AUX

8'

SAWCUT**

2:1

4:1

SHLD

SEE SR5 SB 12'

GP

12'

GP

12'

GP

12'

SHLD

2
0.85'0.15'

1 3
0.75'

8'

SR5 415+18.33 TO SR5 423+71.42

2:1

4:1

`
SR5

ROADWAY SECTION SR5-NB-S

ROADWAY SECTION SR5-NB-R

EXISTING PCCP PAVEMENT

AUX/RAMP

12

EXISTING GROUND

VARIES

NOT TO SCALE

NOT TO SCALE

SR5 412+75.00 TO SR5 415+18.33 (BEGINNING OF PCCP)

12

2' MIN

2' MIN

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

6

VARIES
VARIES

CROWN
3'

0.15'
1

CROWN
EXISTING

2

SEE BUTT JOINT DETAIL ON SHEET PVD01

PLANING
5

2

SECURITY WALL
EXISTING

11'10'-11.6'
VAR

9'

`
SR5

6

SEE SR5 SB

EXISTING PAVEMENT

1
0.15'

5

SR5 415+00.00 TO SR5 415+18.33

CROWN
EXISTING

6 9'

OF PCCP
EXISTING EDGE

10'

12

4:1

12'

OF PCCP
EXISTING EDGE

PCCP PAVEMENT

EXISTING

HMA PAVEMENT

EXISTING

GP AUX/RAMP SHLD

12' 12'-14'
VAR

8'-10'
VAR

VARIES

VARIES VARIES

0.15'
15

11'

EXISTING GROUND
4

0.15'
1

0.85'
2

0.75'
3

SAWCUT**

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

SR5 421+57.15 TO SR5 423+71.42

SHLD

`
SR5

SEE SR5 SB

6

0.15'

0.20'

0.35'
3

2

1

1'

SAWCUT

9'

SR5 422+35.00 TO SR5 423+65.00

6.5'-8'
VAR

EXIST
MATCH

SHLD

8'

9'

VARIES

0'-3'
VAR

VAR

0.30'-0'

VAR
GROUND
EXISTING

EXISTING HMA PAVEMENT

PAVEMENT
EXISTING HMA

WSDOT STD PLAN A-40.10-03
LONGITUDINAL JOINT PER
PCCP TO HMA

SAWCUT

PULLOUT DETAILS AND GRADING
SEE SHEET PVD101 FOR ITS 

HOV

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

RS14

ROADWAY SECTIONS

N. SCHRADER

A. SCHMIDTMAN

REV A - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

12/19/19REV 1 - RFI0367

10/21/20REV B - FINAL REVIEW

12/01/20REV 2 - RFI0587

REV 3 - RFI0626 05/05/21

3

21
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/26/2019

8:44:26 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_15.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

GP

12'

GP

12'

GP

12'

SHLD SHLD

SEE SR5 NB

`
SR5

EXISTING PAVEMENT

GP GP GPSHLD SHLD

6

SEE SR5 NB

`
SR5

EXISTING PAVEMENT

2

3
1

0.85'

0.15'
0.75'

3
2

SEE TABLE

VAR

ROADWAY SECTION SR5-SB-A

ROADWAY SECTION SR5-SB-B

1
0.15'

12' 12' 12'

1

10.3'-22'
VARIES

EXISTING GROUND

EXISTING GROUND

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

SAWCUT*

SR5 185+08.00 TO SR5 194+25.00

NOT TO SCALE

SR5 194+25.00 TO SR5 208+31.47

NOT TO SCALE

GP GP SHLD

EXISTING PAVEMENT

2
SEE TABLE

VAR

12' 12'

SR5 194+25.00 TO SR5 195+00.00

SEE SR5 NB

`
SR5

4:1

3

4:1

3

VARIES

VARIES
VARIES

VARIES

0.15'

2

1
0.15'

4:1

3

EXISTING GROUND

SHLD GP

0-1.9'
VAR. 

1
0.15'

SR5 193+10.00 TO SR5 194+25.00

21.5'-22.2'
VARIES

EXISTING PAVEMENT

VARIES

SAWCUT**

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

1
0.15'

2
0.85'

3
0.75'

VARIES

11'-20.4'
VARIES 

3:1
NST

2
0.15'

5

ON SHEET PVD01

SEE BUTT JOINT DETAIL

PLANING
SR5 185+08.00 TO SR5 185+83.00

GP

12'11.4'

4:1

3

EXISTING GROUND

GP

1.9'-12'

VARIES

SHLD

11.4'-21.5'

VARIES

VARIES

EXISTING PAVEMENT

1
0.15'

2

SR5 194+25.00 TO SR5 200+30.00

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

SAWCUT**

8'

11'

2

3
1

0.85'

0.15'
0.75'

11'

GP

12'

SHLD

SEE SR5 NB
`

SR5

1
0.15'

2
0.85'

3
0.75'

VARIES

4'-6'
VARIES

VARIES

GRADE BREAK

BEGIN

SR5 194+50.00

SR5 194+50.00

SR5 195+00.00

END THICKNESS

0' MIN.

0'-0.10' MIN.

LEVELING COURSE THICKNESS

SR5 194+25.00

SAWCUT

GROUND
EXISTING 

8.5'-10'
VARIES

SEE TABLE

VAR

SR5 195+00.00 SR5 208+31.47 0.10' MIN.

SEE TABLE

VAR

SR5 194+25.00
SR5 192+53.95 TO 

SR5

3:1
NST

0.15'
1

VARIES

3

SR5 185+08.00 TO SR5 187+00.00

GP

12'

VARIES

`
SR5

SEE SR5 NB

1
0.15'

2
0.85'

3
0.75'

SR5 187+00.00 TO SR5 192+53.95

11.9'-21.1'
VARIES 

20.4'-24.4'
VARIES 

SAWCUT

4'-9'
VARIES

4'-9'
VARIES

3:1
NST

GROUND
EXISTING 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

11/16/18

C. CONRAD

RS15

ROADWAY SECTIONSREV A - PRELIMINARY REVIEW

N. SCHRADER 01/18/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/25/19REV 1 - RFI0075 & RFI0077

10/14/19REV C - FINAL REVIEW

2

11/11/19REV 2 - RFI0306

22
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

1/24/2020

7:18:45 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

GP GP GPSHLD SHLD

SR5 208+31.47 TO SR5 225+57.95

6

`
SR5

3

ROADWAY SECTION SR5-SB-C

2
2

2

3
1

0.85'

0.15'
0.75'

EXISTING PAVEMENT

12' 12' 10'

SHLD

2.5'

4:1

1
0.15'

EXISTING PAVEMENT

SR5 215+30.00 TO SR5 221+54.62

3

GPSHLD

1
0.15'

EXISTING PAVEMENT

12'

RAMP

7

7

SR5 209+87.00 TO SR5 211+57.00

SR5 215+95.00 TO SR5 218+18.87

SR5 221+54.62 TO SR5 224+80.36

GPSHLD

1
0.15'

EXISTING PAVEMENT

12'

RAMP GORE

SR5 224+80.36 TO SR5 225+57.95

GPSHLD

1
0.15'

EXISTING PAVEMENT

12'

RAMP GORE

1

SEE SR5 NB

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

10.5'-11.4'
VARIES

VARIES 16.6'-21.7'

SAWCUT**

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

13.4'-17.5'
VARIES

VARIES 0'-15'

NOT TO SCALE

(SBCD 424+19.17 TO SBCD 424+94.17)

(SBCD 420+92.90 TO SBCD 424+19.17)

11'

VARIES 13.4'-18.5'

4:1

3

4:1
3

3

4:1

VARIES
VARIES

VARIES

VARIES

VARIES

VARIES

VAR
0'-0.10'  SR5 208+31.47 TO SR5 208+81.47

1
0.15'

0.15'

12'

4:1

12
EXISTING GROUND

SR5 220+40.00 TO SR5 221+54.62

0'-16.6'
VARIES

15'-19.6'
VARIES 

10'-18.5'
VARIES

4:1

12EXISTING GROUND

SR5 221+54.62 TO SR5 224+17.07

3

4:1

EXISTING GROUND 9'-10'
VARIES

VARIES 19.6'-23.9'

2.5'

0'  SR5 208+81.47 TO SR5 225+57.95

VARIES

VARIESVARIES

5

ON SHEET PVD01

SEE BUTT JOINT DETAIL 

PLANING

PULLOUT DETAILS AND GRADING
SEE SHEET PVD94 FOR ITS 

PULLOUT DETAILS AND GRADING
SEE SHEET PVD94 FOR ITS 

AND GRADING
ITS PULLOUT DETAILS 
SEE SHEET PVD95 FOR 

AND GRADING
ITS PULLOUT DETAILS 
SEE SHEET PVD95 FOR 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

11/16/18

C. CONRAD

RS16

ROADWAY SECTIONS

N. SCHRADER

REV A - PRELIMINARY REVIEW

01/18/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

REV 1 - RFI0075 & RFI0077 04/25/19

3

10/14/19REV C - FINAL REVIEW

11/11/19REV 2 - RFI0306

3

3

3

REV 3 - RFI0367 12/19/19

23
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:17:15 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_17.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

GP GPSHLD

SR5 225+57.95 TO SR5 238+10.19

SEE SR5 NB

`
SR5

EXISTING PAVEMENT

2

3
1

0.85'

0.15'
0.75'

ROADWAY SECTION SR5-SB-D

6
SHLD

1
0.15'

1

COLLECTOR-DISTRIBUTOR

SR5 SB RAMP /

SHLD

`
SR5

GP

11'

GP

11' 11'

SHLD

4'

EXISTING BRIDGE

51
0.29'

ROADWAY SECTION SR5-SB-F

SR5 241+17.54 TO SR5 257+58.38

SEE SR5 NB
`

SR5

3

6

SHLD

2

3
1

0.85'

0.15'
0.75'

SR5 236+30.76 TO SR5 238+10.19

SEE SR5 NB

`
SR5

6

SHLD

2

3
1

0.85'

0.15'
0.75'

SR5 241+17.54 TO SR5 250+54.38

4:1

4:1

3

SEE SR5 NB

`
SR5

EXISTING PAVEMENT

2

3
1

0.85'

0.15'
0.75'

6

1

COLLECTOR-DISTRIBUTOR

SR5 SB RAMP /

SR5 238+10.19 TO SR5 238+85.20

ROADWAY SECTION SR5-SB-E

3

SHLD

4'

GP

11'

GP

11' 11'

SHLD

SR5 240+42.54 TO SR5 241+17.54

SHLD

EXISTING PAVEMENT

1
0.15'

1

COLLECTOR-DISTRIBUTOR

SR5 SB RAMP /

SR5 241+17.54 TO SR5 243+84.01

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

11'-12'
VARIES

11'-12'
VARIES

4'-10'
VARIES

11'-12'
VARIES

`
SR5

6

2

3
1

0.85'

0.15'
0.75'

SEE SR5 NB

SR5 250+54.38 TO SR5 257+58.38

SHLD

NOT TO SCALE

NOT TO SCALE

SR5 238+85.20 TO SR5 240+42.54

NOT TO SCALE

2'

21.8'** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAYON SHEET PVD01

SEE BUTT JOINT DETAIL

PLANING

VARIESVARIES

SAWCUT**

VARIES 20.6'-21.8'

4'-5.5'
VAR

VARIES 16.8'-21.8'

VARIES 5'-11'

SAWCUT**

2

BUTT JOINT

5

ON SHEET PVD01

SEE BUTT JOINT DETAIL

PLANING

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

5

0.29'
1 51

0.29' MIN.
VAR 0.29'

5

3'

CROWN
EXISTING

CROWN

MEMBRANE
WATERPROOF

VARIES

VARIES VARIES

VARIES

VARIES

VARIES

VARIES

VARIES

VARIES CROWN
EXISTING

CROWN

4:1 4:1

2'

VAR
0.15'

0.15'

0.15'
2

VAR

4'-20.9'
VARIES

GP

VARIES 4'-10'

SR5 232+68.34 TO SR5 238+10.19

SAWCUT**

2
0.85'

3
0.75'

11'

GP

4'-5.5'
VARIES

1
0.15'

2
0.85'

3
0.75'

SAWCUT**

VARIES

4'

GP

11'

VARIES 4'-10'

11'

4'-9'

9'

HOV

HOV

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS17

ROADWAY SECTIONS

N. SCHRADER

01/18/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/25/19REV 1 - RFI0075 & RFI0077

3

10/14/19REV C - FINAL REVIEW

11/11/19

3

REV 2 - RFI0360

10/21/20REV D - FINAL REVIEW

3

12/01/20REV 3 - RFI0587

 

12/10/20
24

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:21:35 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_18.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 257+58.38 TO SR5 269+05.46

6

SEE SR5 NB

`
SR5

3

ROADWAY SECTION SR5-SB-G

1
0.15'

2

3
1

0.85'

0.15'
0.75'

EXISTING PAVEMENT

GP

11' 11'

GP

11'

SHLD

9'

GP

11'

SHLD7
SR5 263+16.29 TO SR5 269+05.46

GORE

SR5 257+58.38 TO SR5 260+30.48

SHLD

1
0.15'

EXISTING PAVEMENT

RAMP GORE

14'

1

SR5 260+30.48 TO SR5 261+03.47

SHLD

1
0.15'

EXISTING PAVEMENT

RAMP GORE

14'

RAMP/AUX

`
SR5

EXISTING PAVEMENT

2

3
1

0.85'

0.15'
0.75'

ROADWAY SECTION SR5-SB-H

3

6

1
0.15' 2

GP

11' 11'

GP

11'

GP

11'

SHLD7

11'

SR5 269+05.46 TO SR5 282+60.00

SEE SR5 NB

EXISTING PAVEMENT

1
0.15'

GP

11'

GP

11'

GP

11'

SHLD

7
SR5 269+05.46 TO SR5 282+60.00

11'

SAWCUT**

2
30.85'

0.75'

1
0.15'

SR5 269+05.46 TO SR5 269+54.32

10'

10'

SR5 290+41.44 TO SR5 312+00.00

11'

SHLD

0'-13.6'
VARIES

11'-14'
VARIES

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

SAWCUT**

`
SBCD

19.1'-37.1'
VARIES

4:1

4:1

NOT TO SCALE

SR5 269+05.46 TO SR5 312+00.00

NOT TO SCALE

10'

SAWCUT*

8'-10.5'
VARIES

SR5 282+83.00 TO SR5 290+26.35

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

2

4:1

8'

8'-8.7'
VARIES

VARIES

11'BUTT JOINT

(SBCD 456+42.29 TO SBCD 459+16.72)

(SBCD 459+16.72 TO SBCD 459+91.72)

5

ON SHEET PVD01

SEE BUTT JOINT DETAIL

PLANING

1

VARIES

11'

13.6'-19'
VARIES

SBCD

`

BUTT JOINT

5

ON SHEET PVD01

SEE BUTT JOINT DETAIL

PLANING

3

3

3

2.5'

2.5'

2.5'

VARIES
VARIES

VARIES

VARIES
VARIES

VARIES
VARIES

VARIES
VARIES

AUX

AUX

VAR

VAR

0.15'

0.15'

12
SR5 271+42.47 TO SR5 274+86.02

SR5 277+76.51 TO SR5 280+01.63

2.5'-9'
VARIES

HOV

HOV

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS18

ROADWAY SECTIONS

N. SCHRADER

01/18/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 02/25/19

04/25/19REV 1 - RFI0075 & RFI0077 & RFI0094

REV 2 - RFI0228 09/23/19

4

REV 3 - RFI0269 10/17/19

REV C - FINAL REVIEW 10/21/20

4

4

12/01/20REV 4 - RFI0587

 

12/10/20
25

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:35:38 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_19.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
SR5

3

6

SEE SR5 NB4'

SHLD

ROADWAY SECTION SR5-SB-I

EXISTING PAVEMENT

1
0.15'

GP

11'

GP

11'

GP

11'

SHLD

7

11'

2

3

0.85'

0.75'

1
0.15'

10' 11'

EXISTING GROUND

4:1

SR5 312+00.00 TO SR5 313+50.00

NOT TO SCALE

2
3

VARIES
VARIES

SAWCUT

VAR

VARIES 0'-12.6'

VAR

5'

AUX HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS19

ROADWAY SECTIONS03/22/19REV A - PRELIMINARY REVIEW

N. SCHRADER REV B - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

REV C - FINAL REVIEW 10/21/20

1

12/01/20REV 1 - RFI0587  

12/10/20
26

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

7/22/2021

1:19:27 PM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_ML_20.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 313+50.00 TO SR5 326+50.00

EXISTING PAVEMENT

ROADWAY SECTION SR5-SB-J

1
0.15'

GP

11'

GP

11'

GP

11'

SHLD

7

`
SR5

6

11' SEE SR5 NB

2

EXISTING PAVEMENT

EXISTING PAVEMENT

1
0.15'

SHLD7 GORE

0'-7.3'
VAR

8'-10'
VAR

11'-12'
VAR

RAMP

12'

SR5 316+81.82 TO SR5 319+47.76

EXISTING PAVEMENT

1
0.15'

SHLD GORERAMP

SR5 319+47.76 TO SR5 323+48.36

7.3'-25.7'
VAR

4'-8'
VAR

SAWCUT**

2

3

0.85'

0.75'

1
0.15'

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

EXISTING PAVEMENT

1
0.15'

SHLD

SR5 324+12.99 TO SR5 324+65.00

SHLD

4'-10'
VAR

VARIES
VARIES

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

VARIES

VARIES

7

SEE BXML 18.1'-18.9'
VAR

VARIES

SEE SR5 NB

`
SR5

SHLD

6

2

0.15'
1

VARIES

1'

SAWCUT

0.85'
2

0.75'
3

0.15'
1

SR5 316+11.00 TO SR5 317+92.00

PAVEMENT
EXISTING

SR5 318+67.00 TO SR5 319+50.00

VAR

VAR

SR5 320+93.00 TO SR5 323+58.00

5'-6.1'
VAR

4:1

8'-10'
VAR

AUX

2.5'-5.1'
VAR

4:1

VARIES

12'-21'
VAR

5'-11'
VAR

4

3

3

BOUNDARY
WETLAND

- SR5 321+69.41 TO SR5 323+48.362:1  
- SR5 321+35.64 TO SR5 321+69.411.7:1 TO 2:1  
- SR5 319+47.76 TO SR5 321+35.641.7:1  

VARIES VARIES

`
BXML

BXML

`

EXISTING PAVEMENT

1
0.15'

GORERAMP

SR5 323+48.36 TO SR5 324+12.99

SAWCUT**

2

3

0.85'

0.75'

1
0.15'

EXISTING GROUND

VARIESVARIES VARIES

BXML

`
25.7'-26.9'

VAR

6

10

11

4'

GRAVEL BORROW

GRAVEL BORROW

SAWCUT

4:1

4'-5.8'
VAR

EXISTING PAVEMENT

1

SHLD

SR5 324+65.00 TO SR5 326+50.00

SEE BXML

VARIES

4:1

6

SAWCUT*

15'-18.1'
VAR

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

0.15'
1

0.85'

0.75'

2

3

21'-25.2'
VAR

2:
1

0.15' MIN.

SHLD

4'

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS20

ROADWAY SECTIONS

N. SCHRADER

REV B - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

06/18/19REV 1 - RFI0136

REV 2 - RFI0313 11/13/19

4

10/21/20REV C - FINAL REVIEW

12/01/20REV 3 - RFI0587

REV 4 - RFI0646 07/19/21

4

4

4

4

27
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

9:42:48 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_21.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

SHLD

`
SR5

SHLD

SEE SR5 NB

2

3

0.85'

0.75' 0.15'
1

6

GPGPGP

SR5 328+00.00 TO SR5 341+70.00

2%

ROADWAY SECTION SR5-SB-L

VARIES 11'-12'VARIES 11'-12'VARIES 11'-12'VARIES 11'-12'

NOT TO SCALE

6

3

4

SR5 330+79.84 TO SR5 331+00.00

EXISTING GROUND

VARIES 11'-25' 10'

SHLD

`
SR5

SHLD

SEE SR5 NB

4

2

3

0.85'

0.75'

0.15'
1

6

6

GPGPGP

EXISTING GROUND

VARIES 11'-12'VARIES 11'-12'VARIES 11'-12'VARIES 11'-12'VARIES 11'-15' 10'

ROADWAY SECTION SR5-SB-K
NOT TO SCALE

SR5 326+50.00 TO SR5 328+00.00

VARIESSAWCUT*

EXISTING PAVEMENT

SAWCUT**
VARIES

0.15'
1

0.15'
1

2
VAR

2
VAR

0.85'
2

0.75'
3

10

8'

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

4

EXISTING GROUND

10

6

4

AND MLBX

SEE BXML

SR5 341+70.00 TO SR5 343+00.00

PIVOT POINT
PROFILE AND

SR5 332+40.58 TO SR5 333+60.89

11'

11'

SR5 333+73.13 TO SR5 334+10.00

1.75'

SEE STRUCTURE PLANS
SENTINEL

3
1.75'

6

SR5 332+28.34 TO SR5 332+40.58

SR5 333+60.89 TO SR5 333+73.13SR5 334+10.00 TO SR5 334+70.00

6

1.75'
3

SR5 334+70.00 TO SR5 335+23.79

4

2%

2%

2%

2:1

2%

SR5 338+18.47 TO SR5 341+70.00

6

1.75'
3

EXISTING GROUND

SEE MLBX

4

NST 4:1 - SR5 339+98.49 TO SR5 341+70.00
NST 2:1 - SR5 338+18.47 TO SR5 339+98.49

6

EXISTING GROUND

SEE MLBX

4

SR5 341+70.00 TO SR5 343+00.00

SAWCUT

EXISTING PAVEMENT

3

VARIES

0.15'
1

2
VAR

SHLD

11'

SEE BXML

PIVOT POINT
PROFILE AND

# CSBC VARIES IN DEPTH FROM 0.17' TO 0.75'

SEE SANDWICH SECTION DETAIL THIS SHEET

FROM SR5 328+00.00 TO SR5 328+40.00

2

3

0.85'

0.15'
1

EXISTING PAVEMENT

0.17'-0.75'

VAR

SANDWICH SECTION DETAIL
NOT TO SCALE

#

2'-8'
VARIES

7

8

SR5 331+00.00 TO SR5 331+96.73

3
0.75'

1
0.15'

2
0.85'

4

2:1

2%

6'
EXISTING GROUND

EXISTING GROUND

GROUND
EXISTING

6

3
1.75'

SR5 331+96.73 TO SR5 332+28.34

4 GROUND
EXISTING

6

BORROW
SELECT

CAP
CONCRETE

PVD90
SEE SHEET

AND FROM SR5 341+20.00 TO SR5 341+70.00

1'

0.85'
$

$ SR5 328+00.00 TO 328+20.00 HMA CL. • IN. PG 64-22 LEVELING COURSE

 SR5 340+11.00 TO 341+70.00 HMA CL. • IN. PG 64-22 LEVELING COURSE
 SR5 328+20.00 TO 340+11.00 PERVIOUS HMA

SEE DRAINAGE PLANS
SR5 328+20.00 TO SR5 340+11.00
UNDERDRAIN

HOV

HOV

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

NOTES:

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

A. SCHMIDTMAN

C. CONRAD

RS21

ROADWAY SECTIONS

N. SCHRADER

REV A - PRELIMINARY REVIEW 03/22/19

REV B - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 06/10/19

03/04/20REV 1 - RFI0423

10/21/20REV C - FINAL REVIEW

2

2

12/01/20REV 2 - RFI0587

 

12/10/20
28

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

7/6/2021

9:43:18 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_ML_22.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 343+00.00 TO SR5 368+89.20

ROADWAY SECTION SR5-SB-M

1

`

6

SEE SR5 NB

1

EXISTING PAVEMENT

SHLDGPGPGPSHLD

SR5

6

4'

SHLD

12'

C-DSHLD

7

EXISTING PAVEMENT

8'

1

12'

C-DSHLD
7

EXISTING PAVEMENT

8'

1
0.15'

2

SR5 346+12.34 TO SR5 346+80.95

SR5 350+60.00 TO SR5 362+06.84

VARIES

NOT TO SCALE

VARIESVARIES

2

3

0.85'

0.75'

0.15'
1

VARIES

EXISTING GROUND

FENCE
EXISTING

SEE MLBX

6

SR5 343+00.00 TO SR5 346+12.34

SEE SR5 NB

`
SR5

6

2

0.15'
1

VARIES

1'

SAWCUT

0.85'
2

0.75'
3

0.15'
1

SR5 343+00.00 TO SR5 344+34.00

PAVEMENT
EXISTING

VAR

SHLD

SR5 348+05.00 TO SR5 366+54.00

VAR
20.15'

4:1

NST

0.15'
0.15'

EXISTING GROUND

VAR
2

EXISTING GROUND

VAR

SAWCUT

SAWCUT***

3

         0.5' FROM EDGE OF EXISTING PAVEMENT SR5 362+06.84 TO SR5 368+89.20

  1.0' FROM EDGE OF PROPOSED PAVEMENT SR5 350+37.26 TO SR5 355+60.00

*** SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT SR5 346+80.95 TO SR5 350+37.26

12
SR5 361+27.00

SR5 356+76.00 TO

SHLD

12'

C-DSHLD

EXISTING PAVEMENT

1

VARIES

2

3

0.85'

0.75'

0.15'
1

0.15'

SAWCUT***

4'-4.3'
VAR

FENCE
EXISTING

SR5 362+06.84 TO SR5 367+89.00

SHLD

12'

C-DSHLD

EXISTING PAVEMENT

1

VARIES

2

3

0.85'

0.75'

0.15'
1

0.15'

SAWCUT***

SR5 367+89.00 TO SR5 368+89.20

SR5 367+73.00 TO SR5 368+89.20

9 `
NW6

3'

2:1
4

7

GROUND
EXISTING

GROUND
EXISTING

2.5'

3
0.75'

8'

7

12

4.3'-6.4'
VAR

BEGIN

SR5 361+80.00

SR5 362+72.00

SR5 362+40.00

SR5 363+22.00

END

SR5 363+78.00 SR5 364+25.00

CAVFS TABLE

SR5 364+80.00 SR5 366+39.00

THIS SHEET

SEE TABLE

8'-11.1'
VAR

5.9'-10'
VAR

8

10'-21'
VARIES

GP

0'-11'
VARIES

HOV

4'-10'
VARIES

5'-11'
VARIES

11'-12'
VARIES

11'-12'
VARIES

11'-12'
VARIES

11'-12'
VARIES

5'-11'
VARIES

4'-10'
VARIES

2:1
NST

NST 4:1 SR5 362+06.84 TO SR5 362+40.00

NST 2:1 SR5 362+40.00 TO SR5 362+72.00

NST 4:1 SR5 362+72.00 TO SR5 363+22.00

NST 2:1 SR5 363+22.00 TO SR5 363+78.00

NST 4:1 SR5 363+78.00 TO SR5 364+25.00

NST 2:1 SR5 364+25.00 TO SR5 364+80.00

NST 4:1 SR5 364+80.00 TO SR5 366+39.00

NST 2:1 SR5 366+39.00 TO SR5 367+89.00

SLOPE TABLE

THIS SHEET
SEE SLOPE TABLE

SR5 361+27.00 TO SR5 361+80.00
NST 2:1 SR5 350+60.00 TO SR5 356+76.00

SR5 361+80.00 TO SR5 362+06.84
SR5 356+76.00 TO SR5 361+27.00

NST 4:1 SR5 346+12.34 TO SR5 346+80.95

2.5'

2.5'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS22

ROADWAY SECTIONS

N. SCHRADER

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

10/17/19REV 1 - RFI0269

02/12/20REV C - FINAL REVIEW

03/17/20REV 2 - RFI0429

10/21/20REV D - FINAL REVIEW

12/01/20REV 3 - RFI0587

4

4

4

4

REV 4 - RFI0634 06/24/21

4

29
1456

AS-BUILT
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P.E. STAMP BOX P.E. STAMP BOX
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WASH
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SchmidAL

12/2/2020

9:58:06 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 368+89.12 TO SR5 392+02.81

ROADWAY SECTION SR5-SB-N

1

`

6

SEE SR5 NB

2

EXISTING PAVEMENT

SHLDSHLD

SR5

6

10'

2

1
0.15' 3

0.75'

2
0.85'

SAWCUT**

SHLD

10'

SR5 377+45.00 TO SR5 378+60.52

EXISTING PAVEMENT

SHLD

1

SR5 386+57.49 TO SR5 391+22.88

EXISTING PAVEMENT

3

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

NOT TO SCALE

SEE MLMX1

SEE MLMX2
10

6

VARIES

6

4'

VARIES

SEE MLMX1 & MLMX2

VARIES

VARIES

EXISTING GROUND

0.15'
VARVAR

SAWCUT

SEE MLMX1

6

VAR
2

SHLD

10'

VARIES

1
0.15'

EXISTING PAVEMENT

SR5 368+89.12 TO SR5 372+53.96

0.15'
1

GP

11'

SR5 379+37.77 TO SR5 382+97.78

SR5 383+54.94 TO SR5 385+71.28

1
0.15' 3

0.75'

2
0.85'

SAWCUT**

SHLD

10'

SR5 378+60.52 TO SR5 378+75.36

EXISTING PAVEMENT

SEE MLMX2

10

6

VARIES

0.15'
1

GP

11'

SR5 379+22.74 TO SR5 379+37.77

2:1

NST

SEE STRUCTURE PLANS
SENTINEL

1
0.15' 3

0.75'

2
0.85'

SAWCUT**

SHLD

10'

SR5 378+75.36 TO SR5 379+22.74

EXISTING PAVEMENT

SEE MLMX2

10

6

VARIES

0.15'
1

GP

11'

4

SEE STRUCTURE PLANS
BRIDGE COLUMN

2:1

1
0.15'

3
0.75'

2
0.85'

SAWCUT**

SHLD

10'

SR5 382+97.78 TO SR5 383+54.94

EXISTING PAVEMENT

6

VARIES

0.15'
1

GP

11'

SEE BRIDGE PLANS
BRIDGE ABUTMENT

CONCRETE CAP

SELECT BORROW

2.5'

VAR
2

0.15'

2:1

GP

4

SHLD

1

SR5 385+71.28 TO SR5 386+57.49

EXISTING PAVEMENT

6

VARIES

SEE MLMX1 & MLMX2

0.15'

GP

4

11'10'

1
0.15'

2
0.85'

0.75'
3

SAWCUT**

SHLD

1

SR5 391+22.88 TO SR5 392+02.81

EXISTING PAVEMENT

3

6

VARIES

EXISTING GROUND

VAR
2

0.15'

GP

SAWCUT

SAWCUT

SEE MLMX1

SELECT BORROW

CONCRETE CAP

SEE SR5 NB

`
SR5

6

2

0.15'
1

VARIES

1'

SAWCUT

0.85'
2

0.75'
3

0.15'
1

SR5 368+89.12 TO SR5 380+57.00

PAVEMENT
EXISTING

VAR

SHLD

SR5 383+58.00 TO SR5 389+94.00

GROUND
EXISTING

3
0.50'

4'

CONCRETE CAP

11'

GP

11'

GP

11'

GP

11'

GP HOV

5'-16'
VARIES

4'-15'
VARIES

10'-13.4'
VAR

11'

13.4'-17.5'
VAR

11'

0'-11'
VAR

5'-16'
VARIES

4'-15'
VARIES

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS23

ROADWAY SECTIONSREV A - PRELIMINARY REVIEW 03/22/19

N. SCHRADER REV B - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

07/23/19REV 1 - RFI0165

2

2

2

2

2

2

2

2

2
2

10/21/20REV C - FINAL REVIEW

12/01/20REV 2 - RFI0587

 

12/10/20
30
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AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/2/2020

10:02:16 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SR5 392+02.81 TO SR5 412+64.85

ROADWAY SECTION SR5-SB-O

1

`

6

SEE SR5 NB

* SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

SHLD

SR5

GPGP GP

7

GPSHLD

8'

2

3
0.75'

EXISTING PAVEMENT

SAWCUT*

12'12'

SHLD

8'

1
0.15'

2
0.85'

3
0.75'

GORE

1

7

SHLD

8'

1
0.15'

2
0.85'

3
0.75'

2.5'

SAWCUT*

GORE

1

7

2

SR5 392+02.81 TO SR5 392+67.39

SR5 396+10.91 TO SR5 397+87.40

EXISTING PAVEMENTEXISTING PAVEMENT

EXISTING PAVEMENT

2.5'6

SR5 400+88.91 TO SR5 407+50.00

0.85'1

SAWCUT*

0.15'

SHLD

8'

SAWCUT*

1

1
0.15'

2

3
0.75'

0.85'

2:1

SAWCUT*

1

7

12'12'

SHLD

8'2.5'

GORE

SR5 392+67.39 TO SR5 396+10.91

EXISTING PAVEMENT

RAMPRAMP

RAMP RAMP

RAMP RAMP

SAWCUT

9.4'-24.1'
VAR

0'-9.4'
VAR

NOT TO SCALE

VARIES

VARIES

AUX

VARIES

2:1

24.1'-26.5'
VAR

VARIES VARIES VARIES

VARIESVARIES

2:1

2:1

VARIES
VARIES

1

7

SHLD

8'

1
0.15'

2
0.85'

3
0.75'

SAWCUT*

SR5 397+87.40 TO SR5 400+88.91

EXISTING PAVEMENT

RAMP RAMP

VARIES
VARIES

VARIES 0'-12'

EXISTING GROUND

EXISTING GROUND

2:1
NST

EXISTING GROUND

EXISTING GROUND

0.15'

2

THIS SHEET

SEE TABLE

VARIES
2 2

BEGIN

SR5 392+02.81

SR5 394+50.00

SR5 394+50.00

SR5 396+00.00

END THICKNESS

SR5 396+00.00 SR5 412+64.85

0' MIN.

0'-0.30' MIN.

0.30' MIN.

0.15'
1

`
MLMX1

PIVOT POINT
PROFILE AND

VARIES

0.15'2

3

3

VAR

VAR

VAR
VAR

0.15'
VAR

2

0.15'
1

VARIES

0.15'
2

VAR

0.15'

VARIES 11'-12'

12' 12'

VAR
2

4

4

2:1

2.5'

7

EXISTING GROUND

4

2:1

3

4

0.15'

VAR
2

PAVEMENT
EXISTING

SR5 399+70.22 TO SR5 400+88.91

7

4

2:1

SR5 407+50.00 TO SR5 410+00.00

SHLD

8'

SAWCUT*

1
1

0.15'

3
0.75'

0.85'

VARIES

0.15'

VAR
2

PAVEMENT
EXISTING

2

SEE SR5 NB

`
SR5

6

2

0.15'
1

VARIES

1'

SAWCUT

0.85'
2

0.75'
3

0.15'
1

PAVEMENT
EXISTING

VAR

SHLD

6.5'-11.3'
VAR

GROUND
EXISTING

GROUND
EXISTING

GROUND
EXISTING

LEVELING COURSE THICKNESS

SR5 393+29.00 TO SR5 398+70.00

SR5 401+64.34 TO SR5 402+46.34

4.0'-10.3'
VAR

4

SR5 410+00.00 TO SR5 412+64.85

SHLD

8'

SAWCUT*

1
1

0.15'

3
0.75'

VARIES

0.15'

VAR
2

PAVEMENT
EXISTING

GROUND
EXISTING

7

2.5'

2:1

0.85'
2

11' 11' 11' 11' 11'

6.5'-11.3'
VAR

4'-10.3'
VAR

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

RS24

ROADWAY SECTIONSREV A - PRELIMINARY REVIEW 03/22/19

N. SCHRADER REV B - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19

1

1

1

1

10/21/20REV C - FINAL REVIEW

12/01/20REV 1 - RFI0587  

12/10/20
31
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AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

6/3/2019

9:37:46 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

BARRIER

1

2

3

4

6

EXTRUDED CURB

11 SELECT BORROW INCLUDING HAUL

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

12 CAVFS (SEE DRAINAGE PLANS)

TO ACHIEVE A PLANAR SURFACE PROIR TO HMA OVERLAY.
PRELEVELING WITH HMA CL. •IN. PG 64-22 MAY BE UTILIZED 10.

SEE ITS PLANS FOR GRADING AT CABINET PADS.9.

FOUNDATIONS.  
SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

PAVEMENT ELEVATIONS AND CROSS SLOPES.
PAVEMENT TABULATION SHEETS FOR FINISHED GRADE
ROADWAY PROFILE & SUPERELEVATION SHEETS. SEE
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

ROADWAY SECTION STATION RANGE.
PREPARATION PLANS FOR AREAS NOT INCLUDED WITHIN
SEE PAVING AND BARRIER, PAVEMENT MARKING, AND SITE5.

GUARDRAIL, CURB, AND BARRIER TYPES.
SEE PAVING PLANS AND MEDIAN BARRIER PLANS FOR4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION SR5-SB-P

1
0.15'

`

6

SEE SR5 NB

SHLDGPGP GPGP

EXISTING PAVEMENT

11'11'11'11'11'

SHLD

8'2.5'

2

3
0.75'

0.85'

1
0.15'

7

SAWCUT**

2:1

SR5

SR5 415+00.00 TO SR5 424+46.84

ROADWAY SECTION SR5-SB-Q

`

SEE SR5 NB

SHLDGPGP GPGP

11'11'11'11'11'

SHLD

8'2.5'

2

3
0.75'

0.85'

1
0.15'

7

2:1

SR5

11'

SHLD

8'-12'
VAR

EXISTING PAVEMENT

11'

SHLD

EXISTING PAVEMENT

SR5 417+78.34 TO SR5 422+84.90

7

4'-12.1'
VAR

SR5 422+84.90 TO SR5 424+46.84

SAWCUT

EXISTING PCCP PAVEMENT

VARIES

SR5 412+64.85 TO SR5 415+00.00 (BEGINNING OF PCCP PAVEMENT)

VARIES

VARIES

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

AUX

AUX

AUX

AUX

CROWN
EXISTING

CROWN
2.2'

5.5'

6.5'

2
VAR

2

SEE BUTT JOINT DETAIL ON SHEET PVD01

PLANING
5

0.30'-0'

VAR

** SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

CROWN
EXISTING

2.0'-2.2'
VAR

6.5'-8.5'
VAR

5.5'-7.5'
VAR

7

3

SHLD

`
SR5

SEE SR5 NB

6

0.15'

0.85'

0.75'
3

2

1

1'

SAWCUT

SR5 422+35.00 TO SR5 423+65.00

6'-7.5'
VAR

EXIST
MATCH

8.5'

EXISTING HMA PAVEMENT

PAVEMENT
EXISTING HMA

APPROX. 1'

WSDOT STD PLAN A-40.10-03
LONGITUDINAL JOINT PER
PCCP TO HMA

SAWCUT

OF PCCP
EDGE

EXISTING

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

ROADWAY SECTIONS

RS25

REV A - FINAL REVIEW 05/03/19

REV 0 - RELEASED FOR CONSTRUCTION 05/20/19
32

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

schmidal

5/8/2019

10:36:28 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_BX_01.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MRBX

VARIES

12'

SHLD

8'

SHLD

4'

2

3

0.60'

0.70'
0.15'

1

`
MRBX

SHLD

4'

2

3

0.60'

0.70'
0.15'

1

7

SHLD

8'

6

MRBX 19+34.50 TO MRBX 20+35.50

MRBX 20+35.50 TO MRBX 21+18.00

MRBX 19+64.50 TO MRBX 21+18.00

2.5'

7

2.5'

VARIES

LANE

LANELANE

4:1

PIVOT POINT
PROFILE AND

ROADWAY SECTION MRBX-A

4:14:1

SEE NB I-5

3

PIVOT POINT
PROFILE AND

VARIES 0'-12.5' VARIES 12'-12.5'

ROADWAY SECTION MRBX-B

4

2:1

2:1

3

4'

3

2:1

EXISTING GROUND

13

4:1

4

EXISTING GROUND

13

13

EXISTING GROUND3

MRBX 16+88.22 TO MRBX 17+80.00

4:1

MRBX 16+79.56 TO MRBX 17+93.00

NOT TO SCALE

4:1

MRBX 17+93.00 TO MRBX 21+18.00

NOT TO SCALE

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB01

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19

1

1

REV 1 - RFI0075 & RFI0094

33
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

8/26/2019

4:00:08 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_02.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MRBX

SHLD

8'

SHLD

4' 12.5' 12.5'

6

0.15'
1

0.70'
3

2
0.60'

7

2.5'

VARIES

GORE

`
MRBXE

SHLD

8'

VARIES

0.15'
1

0.70'
3

2
0.60'

EXISTING GROUND

6

8

MRBX 23+81.67 TO MRBX 24+15.35

SHLD

8' SEE MRBXE EB

8

0.70'
3

2
0.60'

0.15'
1

EXISTING GROUND

EXISTING GROUND

MRBX 23+01.76 TO MRBX 23+69.74

MRBX 23+69.74 TO MRBX 24+15.35

VARIES

LANELANE

LANE

EXISTING GROUND

4'

2:1

4

2:1

PIVOT POINT
PROFILE AND

VARIES 12.5'-17'

PIVOT POINT
PROFILE AND

2:1

4

ISLAND
TRAFFIC
VARIES

4

ROADWAY SECTION MRBX-C

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

4'

2:1

4

8

MRBX 21+18.00 TO MRBX 24+15.35

NOT TO SCALE

0.25'
3

0.50'
16

1.45'
3

13

13

VARIES

0'-16.6'
VARIES

0'-17.4'

16
0.33'

2.5'-25'
VAR

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB02

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RELEASE OF NFC

08/28/19REV 2 - RFI0193

2

34
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/13/2019

9:43:10 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_BX_03.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

6

10

11

1
0.15'

2

3

0.60'

`
BXML

SHLD

4'

6

10

11

2

3
0.70'

0.60'

`
BXML

SHLD

4'13' 23'

7

2.5'

6

10

11

13' 11.5' 11.5'

BXML 16+76.00 TO BXML 17+04.72

0.70'

1
0.15'

2

3
0.70'

0.60'

1
0.15'

2%

2%

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

LANE

LANE

LANE LANE

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

12

12

12

4:1

ROADWAY SECTION BXML-A

4:1

SEE SB I-5

SHLD/HOV

SEE SB I-5

`
BXML

ROADWAY SECTION BXML-C

ROADWAY SECTION BXML-B

4:1 4:1

2:1

3

6

SEE SB I-5

SHLD/HOV

VARIES

7

2.5'

2:1 6

SEE SB I-5

SHLD

4'

7

2.5'

2:1

SEE SB I-5

BXML 17+80.00 TO BXML 21+88.50

3
10

11

FALL PROTECTION FENCE

BXML 15+53.44 TO BXML 16+84.85

NOT TO SCALE

BXML 16+84.85 TO BXML 17+04.72

NOT TO SCALE

BXML 17+04.72 TO BXML 21+88.50

NOT TO SCALE

2:1

4'

GRAVEL BORROW
GRAVEL BORROW

GRAVEL BORROW

GRAVEL BORROW

GRAVEL BORROW

GRAVEL BORROW

VARIES 25.2'-34'

SHLD

2'-4'
VARIES

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB03

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075

3

09/23/19REV 2 - RFI0228

3

33

REV 3 - RFI0313 11/13/19

35
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

4/24/2019

4:53:17 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_04.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

BXML 22+13.50 TO BXML 23+90.17

6

10

11

13' 11.5' 11.5'

SHLD

4'

BXML

`

VARIES

SEE BRIDGE SHEETS
APPROACH SLAB

6

SEE BRIDGE SHEETS

SHLD

4'

BXML

`

13' 11.5' 11.5'

6

6

LANE LANE

LANE LANE

VARIES

12

12

SHLD/HOV

PIVOT POINT
PROFILE AND

2:1

SEE SB I-5

10

11

PIVOT POINT
PROFILE AND

SHLD/HOV

VARIES 11.5'-19'

BXML 23+78.67 TO BXML 23+90.17

VARIES 19'-24.5'

BXML 23+37.53 TO BXML 23+90.17

6

6

LANE

LANE

VARIES

VARIES

12

12

ROADWAY SECTION BXML-E

VARIES 5.5'-13'

SHLD/HOV

VAR 0'-0.5'

SHLD/HOV

FENCE
PROTECTION

FALL

BXML 21+88.50 TO BXML 22+13.50

NOT TO SCALE

NOT TO SCALE

VARIES 0'-11.1'

VARIES

SHLD

6

PIVOT POINT
PROFILE AND

6

VARIES VARIES

4'-5'
VARIES

28.4'-29.3'
VARIES

CABINET AREA
SIGNAL

ROADWAY SECTION BXML-D

BXML 23+00.14 TO BXML 23+37.53

GRAVEL BORROW

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB04

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19

1

REV 1 - RFI0075

36
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

4/26/2019

8:28:41 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_05.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXMR

SHLD

6

12.5'

SHLD

8'

8

VARIES

VARIES

2

3

0.60'

0.70'
0.15'

1

GORE

2

3

0.60'

0.70'
0.15'

1

`

BXMR 11+11.43 TO BXMR 11+93.34

EXISTING GROUND

EXISTING GROUND

LANE

LANE

PIVOT POINT
PROFILE AND

ISLAND
TRAFFIC

4

SEE BXWMR

2:1

BXWMR

VARIES 12.5'-17'

VARIES VARIES

4:1

4

ROADWAY SECTION BXMR-A

BXMR 10+70.00 TO BXMR 11+93.34

NOT TO SCALE

8

PIVOT POINT
PROFILE AND

SHLD/HOV

0.50'
16

1.45'
3

VARIES 0'-18.7' VARIES 10.8'-13'

13

VARIES 5'-14' BXMR 10+70.00 TO BXMR 10+86.47
4' BXMR 10+86.47 TO BXMR 11+93.34

VARIES 4'-10'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB05

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19

1

REV 1 - RFI0075 & RELEASE OF NFC

1

37
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

6/27/2019

2:54:03 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_06.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXMR

SHLD

4'

2

3

0.60'

0.70'
0.15'

1

12.5' 12.5'

BXMR 15+82.10 TO BXMR 16+02.09

BXMR 11+93.34 TO BXMR 13+50.28

13'25'

VARIES

`

SHLD

4'

BXMR 16+02.09 TO BXMR 18+63.02

1

SAWCUT*

EXISTING PAVEMENT

BXMR

7

2.5'

VARIES

VARIES

2

3

0.60'

0.70'
0.15'

1

2

3

0.60'

0.70'
0.15'

1

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

LANELANE

LANE

LANE

6

PIVOT POINT
PROFILE AND

SHLD/HOV

4

2:1

4:1

EXISTING GROUND

SHLD

4'

2:1

34

ROADWAY SECTION BXMR-B

4

4:1

AREA
ENFORCEMENT

VARIES 0'-10'

SHLD/HOV

AREA
ENFORCEMENT

SHLD/

VARIES 8'-10'VARIES 4.3'-13'

SHLD/HOV

VARIES 16.3'-25'

PIVOT POINT
PROFILE AND

3

*SAWCUT 0.5' LEFT OF EXISTING EDGE OF PAVEMENT

ROADWAY SECTION BXMR-C

4

4:1

BXMR 11+93.34 TO BXMR 16+02.09

NOT TO SCALE

NOT TO SCALE

0.15'

2
0'-0.60'

VAR

13

PAD GRADING
FOR CABINET

SEE ITS PLANS

13

13

EXISTING GROUND

4:1
4:1

VARIES 8'-24.1'

BXMR 14+62.00 TO BXMR 16+02.09

2' MIN
EXISTING GROUND

3

4:14:1

SEE NB I-5

3

BXMR 17+03.16 TO BXMR 18+63.02

4:1
4:1

2' MIN

8'

8'

VARIES 13'-19'

2

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB06

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0094

06/27/19REV 2 - RFI0143

38
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

5:27:27 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_07.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

MLBX 10+87.68 TO MLBX 12+06.50

MLBX 12+06.50 TO MLBX 12+30.63

SEE BRIDGE SHEETS

SHLD

4'

MLBX

`

12.5'12.5'12.5'8'

SHLD

6

10

11

12.5'

SHLD

4'

MLBX

`

SEE BRIDGE SHEETS
APPROACH SLAB

6

12.5'12.5'8'

SHLD

VARIES

MLBX 10+34.00 TO MLBX 10+87.68

SEE BRIDGE SHEETS

SHLD

4'

MLBX

`

12.5'

SHLD

VARIES

LANE LANE LANE

LANE LANE LANE

LANE LANE LANE

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

VARIES 12.5'-15'VARIES 12.5'-41.7'4.5'-8'
VARIES

ROADWAY SECTION MLBX-A

ROADWAY SECTION MLBX-B

ROADWAY SECTION MLBX-C

2:1

SEE SB I-5

10

11

FALL PROTECTION FENCE

6

6

6

6

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

GRAVEL BORROW

2%

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB07

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075

3

REV 2 - RFI0228 09/23/19

REV 3 - RFI0365 01/08/20

39
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

5:31:38 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_08.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

6

10

11

1
0.15'

2

3
0.70'

0.60'

`
MLBX

SHLD

4'

VARIES

12.5'

7

2.5'12.5'12.5'8'

SHLD

6

10

11

1
0.15'

2

3
0.70'

0.60'

`
MLBX

SHLD

4'

VARIES

7

2.5'8'

SHLD

EXISTING GROUND

EXISTING GROUND

LANE LANE LANE

LANE LANE

SEE SB I-5

10

11

2:1

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

VARIES 12'-25' VARIES 0'-12.5'

SEE SB I-5

10

2:1

ROADWAY SECTION MLBX-E

ROADWAY SECTION MLBX-D

FENCE
PROTECTION

FALL

FENCE
PROTECTION

FALL

MLBX 12+30.63 TO MLBX 14+35.00

NOT TO SCALE

MLBX 14+35.00 TO MLBX 15+35.00

NOT TO SCALE

11

7

2.5'

3

EXISTING GROUND

SEE SB I-5

MLBX 14+95.00 TO MLBX 15+35.00

NST 2:1

VARIES

GRAVEL BORROW

GRAVEL BORROW

GRAVEL BORROW

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB08

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075

REV 2 - RFI0228 09/23/19

REV 3 - RFI0365 01/08/20

3

40
1456

AS-BUILT



41
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/9/2020

12:35:20 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_10.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXW

12'

SHLD

14'5'

SHLD

2 30.35'

EXISTING GROUND

8

LANELANELANE

ROADWAY SECTION BXW-B

VARIES 14'-24.5' VARIES 4'-7.5' VARIES 11.5'-14.5'

SIDEWALK

PIVOT POINT
PROFILE AND

1'

4:1
1.8%

16

3'

2:1

BXW 285+85.96 TO BXW 287+30.31

5'

SHLD

2

3

0.35'

0.35'

8

LANELANELANE

VARIES 13.7'-23'

PIVOT POINT
PROFILE AND

1'

4:1

VARIES 14'-19' VARIES 0'-12' VARIES 0'-7'

0'-5'
VARIES

18
1.00'

VARIES 0'-5'

LANDSCAPE

16

6'

SIDEWALK

1'

4:1

2

3

0.35'

EXISTING GROUND

ROADWAY SECTION BXW-A

4

1.8%

8

NOT TO SCALE

VARIES

88

ISLAND
TRAFFIC

MEDIAN

VARIES1.8%

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY4

BXW 287+30.31 TO BXW 287+98.62

NOT TO SCALE

VARIES1.8%

5'

SHLD

BXW 287+40.11 TO BXW 287+94.45

2

3

0.35'

0.35'

VARIES

DRIVEWAY
CONCRETE

0.50' CEMENT
GROUND
EXISTING

INTERSECTION SEE SHEETS PVD33 AND PVD34

`
BXW

SEE SHEET PVD71
DRIVEWAY

VARIES

1.8%

0.33'

0.33'

0'-12'
VARIES

FENCE

FENCE

8

0.35'

1
0.15'

1
0.15'

1
0.15'

8
0.35'1

0.15'

0.17'
3

0.17'
3

0.17'
3

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB10

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077

2

2

01/07/20REV 2 - RFI0366

2

42
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

4/24/2019

4:53:46 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_11.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXW

14'

SHLD

14.5'14'5'

SHLD

4'

6

4'

SHLD

BXW 290+38.09 TO BXW 291+61.75

SHLD

4'6

10

11

BXW 291+61.75 TO BXW 293+08.95

2 30.35' 0.35'

14'

SHLD

BXW 290+95.00 TO BXW 293+94.57

14' 12' 2'4'

SHLD MEDIAN SHLD

6

14.5'

6

6

SEE BRIDGE SHEETS
APPROACH SLAB

`
BXW

VARIES

EXISTING GROUND8

2

3

0.35'

0.35'

2

3

0.35'

0.35'

10

12

LANE LANELANE/MEDIAN

LANE LANE

ROADWAY SECTION BXW-C

PIVOT POINT
PROFILE AND

VARIES 0'-12'

SIDEWALK

1.8%

3'

2:1

1.8%

4:1

4'

6

2:1
EXISTING GROUND

1.8%

SIDEWALK

8

4'

2:1
11

4

EXISTING GROUND

EXISTING GROUND

3
0.35'

2
0.35'

1.8%

PIVOT POINT
PROFILE AND

1.8%

SIDEWALK

ROADWAY SECTION BXW-D

12

10

1111

10

EXISTING GROUND

VARIES 7.8'-9.5'

2'-4'
VARIES

2' LANDSCAPE

BXW 287+98.62 TO BXW 293+94.57

NOT TO SCALE

1.8%

BXW 293+94.57 TO BXW 294+30.50

NOT TO SCALE

2:1

4'

6

14'

SHLD

BXW 288+97.03 TO BXW 290+95.00

2
0.35'

0.35'

12

1.8%

SIDEWALK

8

4'

2:1

4
EXISTING GROUND

2'-4'
VARIES

2' LANDSCAPE

BXW 293+68.83 TO BXW 293+94.57

4'

2:1

4

1.8%

1.8%

1.8%

1.8%

0.33'
16

0.33'
16

BXW 293+08.95 TO BXW 293+68.83

SELECT BORROW

BXW 293+30.50 TO BXW 293+94.57 SELECT BORROW
BXW 290+95.00 TO BXW 293+30.50 COMMON BORROW

FENCE

FENCE

BXW 293+30.50 TO BXW 293+94.57 SELECT BORROW
BXW 290+95.00 TO BXW 293+30.50 COMMON BORROW

BXW 293+30.50 TO BXW 293+94.57 SELECT BORROW
BXW 290+95.00 TO BXW 293+30.50 COMMON BORROW

BXW 293+30.50 TO BXW 293+94.57 SELECT BORROW
BXW 290+95.00 TO BXW 293+30.50 COMMON BORROW

1
0.15'

1
0.15'

1
0.15'

3

1
0.15'

0.33'
16

1
0.15'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB11

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

1

04/23/19

1

1

1

1

1

REV 1 - RFI0075 & RFI0077

43
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

4/24/2019

4:53:50 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_12.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.`

BXW

MEDIAN

12'

MEDIAN

6

14'4'

SHLD

6

SEE BRIDGE SHEETS

`
BXW

MEDIANMEDIAN

14'14'4'

SHLD

SEE BRIDGE SHEETS

`
BXW

MEDIAN

SHLD

6

14'

SHLD

12' 12'

BXW 294+30.50 TO BXW 294+97.72

BXW 295+45.89 TO BXW 297+03.92

2'

SHLD

2'

SHLD

6

6

8

LANELANE

LANELANE

LANE LANELANE

1.8% 1.8%

PIVOT POINT
PROFILE AND

VARIES 9.2'-11.9'0'-2.75'
VARIES

VARIES 14'-14.5'

SIDEWALK

12

ROADWAY SECTION BXW-E

ROADWAY SECTION BXW-F

6

12

SIDEWALK

1.8%1.8%

PIVOT POINT
PROFILE AND

VARIES 0'-11.9'2.75'-4.7'
VARIES

4'-4.5'
VARIES

1.8%

VARIES 14'-19.1' 4.7'-10.9'
VARIES

1.8%

2'-5.3'
VARIES

SIDEWALK

6

12

6

ROADWAY SECTION BXW-G

PIVOT POINT
PROFILE AND

VARIES 12'-24'

1.8%

NOT TO SCALE

6

1.8%

SEE BRIDGE SHEETS

BXW 294+97.72 TO BXW 295+45.89

NOT TO SCALE

1.8%

NOT TO SCALE

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB12

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

REV B - FINAL REVIEW 02/11/19

04/12/19REV 0 - RELEASED FOR CONSTRUCTION

1

04/23/19REV 1 - RFI0075

44
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

schmidal

10/1/2019

4:00:43 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SEE BRIDGE SHEETS

`
BXW

BXW 298+17.50 TO BXW 299+52.00

12'14'4'

SHLD

12' 14'

6

14'

SEE BRIDGE SHEETS
APPROACH SLAB

`
BXW

12'14'4'

SHLD

12' 12' 14'

6

14'

LANE LANE LANE LANE LANE

LANELANELANE LANE LANE

1.8% 1.8%

6

SIDEWALK

6

ROADWAY SECTION BXW-I

1.8%1.8%

SIDEWALK

ROADWAY SECTION BXW-J

2:1
2:1

6
6

2'

EXISTING GROUND

3'

BXW 297+03.92 TO BXW 298+17.50

`
BXW

LANE

1.8% 1.8%

VARIES

LANE

VARIES SEE BXMLSEE MLBX

ROADWAY SECTION BXW-H

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

NOT TO SCALE

NOT TO SCALE

INTERSECTION SEE BRIDGE SHEETS

1.8%

1.8%

BXW 299+52.00 TO BXW 299+77.00

NOT TO SCALE

SELECT BORROW

11.83'

P
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O
F
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S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB13

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075

REV 2 - RFI0236 10/01/19

2

45
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

9/21/2021

1:05:24 PM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_BX_14.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXW

12'12'

`
BXE

VARIES

2

3

0.60'

0.70'0.15'
1

SHLD

2'

`
BXW

12'12'VARIES

3
0.50'

0.35'
2

SHLD

2' 4'

SHLD

GORE

`

BXW 301+69.51 TO BXW 302+43.30

LANELANE

LANE LANE

BXWMR

SEE BXWMR

ISLAND
TRAFFIC

2% 2%

PIVOT POINT
PROFILE AND

VARIES 12'-16' SEE BXE SECTIONS

ROADWAY SECTION BXW-L

ISLAND
TRAFFIC

4:1

EXISTING GROUND

4

2%

0'-10.5'
VARIES

VARIES

SEE BXWMR

ROADWAY SECTION BXW-M

BXW 299+77.00 TO BXW 300+41.92

`
BXW

LANE

2

3

0.60'

0.70'
0.15'

1

LANE

PIVOT POINT
PROFILE AND

VARIESVARIESSEE BXMR

ROADWAY SECTION BXW-K

PIVOT POINT
PROFILE AND

SEE MRBX SECTIONS

VARIESVARIES

NOT FOR SCALE

INTERSECTION SEE SHEET PVD32

PIVOT POINT
PROFILE AND

MEDIAN

8 8

BXW 300+41.92 TO BXW 301+20.90

NOT TO SCALE

BXW 301+20.90 TO BXW 302+43.30

NOT TO SCALE

3
0.50'0.35'

2

2%

LANE

15'-17'
VARIES

SHLD

4'-6'
VARIES

8

2'2'2'

15

4 13

EXISTING GROUND

0.50'
16

1.45'
3

8 8

0.50'
16

1.00'
3

4:1

SEE BXE SECTIONS

4:1

SELECT BORROW

14
0.33'

COMMON BORROW BXW 300+52.00 TO BXW 301+20.90
SELECT BORROW BXW 300+41.92 TO 300+52.00

0.15'
1

0.15'
1

4'

SHLD

4:1

SEE BXE SECTIONS

2:1

7

BXW 301+20.90 TO BXW 301+56.05

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18 ROADWAY SECTIONS

RSB14

C. CONRAD

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077 & RELEASE OF NFC

REV 2 - RFI0655 09/21/21

2

46
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

9/21/2021

1:42:42 PM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_BX_15.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BXW

SHLD

1

0.50'

4'

SAWCUT*

SHLD

4'

7

2.5'

BXW 305+93.01 TO BXW 307+62.69

`
BXW

12'12'

3
0.50'2

4'

SHLD

15'

SHLD

SHLD

`
BXT

4'

BXW 304+68.89 TO BXW 304+90.00

`
BXW

12'12'

3
0.50'0.15'

1

15'

SHLD

4'

SAWCUT*

SHLD

4'
7

2.5'

BXW 304+90.00 TO BXW 305+93.01

BXW 305+66.00 TO BXW 305+93.01

1

1

3
0.50'

0.35'
2

8

8

1

SHLD

`
BXT

4'

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

LANE LANE LANE

LANELANELANE

LANELANE LANE

2%

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

4
VARIES

TURNAROUND

ROADWAY SECTION BXW-N

2'2'2' 4'-4.3'
VARIES

ROADWAY SECTION BXW-O

VARIES 25.2' - 36.5'

2%

VARIES

TURNAROUND

15

13

4

2'2'2'

15

13
3

4:1

EXISTING GROUND

ROADWAY SECTION BXW-P
4

2'2'2'

15

13

2%

VARIES 1.3'-12'VARIES 12'-12.3'VARIES 13.3'-15'

BXW 302+43.30 TO BXW 304+90.00

NOT TO SCALE

PIVOT POINT
PROFILE AND

2
0'-0.85'

VARIES0.15'

NOT TO SCALE

0.15'2
0'-0.85'

VARIES
3

NOT TO SCALE

5
0.15'

3

EXISTING PAVEMENT

EXISTING PAVEMENT

*SAWCUT 0.5' RIGHT OF EXISTING EDGE OF TRAVELED WAY

*SAWCUT 0.5' RIGHT OF EXISTING EDGE OF TRAVELED WAY

4:1

4:1

4:1

4:1

4:1

4:1

4:1

14
0.33'

14
0.33'

38

14
0.33'

0.35'
1

0.15'

2%

0.15'
1

2
0.35'

0.152
0.35' 0.15'

2
VAR

FENCE

FENCE

2:1

7

4'

SHLD

BXW 302+43.30 TO BXW 304+40.25

EXISTING GROUND

GROUND
EXISTING 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB15

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077

08/21/20REV 2 - RFI0534

REV 3 - RFI0655 09/21/21

3

47
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`

0.15'
1

12'

BXE

14'

SHLD

2'

VARIES

2

3

0.60'

0.70'

`
BXW

VARIES

SHLD

0.15'
1

0.50'

4'

1

VARIES 12'-13.3'

SAWCUT*

SHLD

4'

7

2.5'

BXW 307+62.69 TO BXW 308+61.94

8

EXISTING GROUND

LANE LANE

LANE LANE

ROADWAY SECTION BXW-Q

LANE
 VARIES 0'-1.3'

VARIES 12.3'-12.5'

4

2'2'2'

15

13

SEE BXW

2%

ISLAND
TRAFFIC

ROADWAY SECTION BXE-A

SEE MRBXE

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

0.15'
5

NOT TO SCALE

NOT TO SCALE

3

*SAWCUT 0.5' RIGHT OF EXISTING EDGE OF TRAVELED WAY

EXISTING PAVEMENT

SEE BXE SECTIONS

8
8

0.50'
16

1.45'
3

BXE 10+02.50 TO BXE 10+82.53

4:1

4:1

3

14
0.33'

SAWCUT

0.35'
2

0.15'

2
VAR

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB16

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

1

04/23/19

1

1

REV 1 - RFI0075 & RFI0077 & RELEASE OF NFC

48
1456

AS-BUILT
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/12/2019

11:06:11 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.`

0.15'
1 3

0.50'

12'

BXE

14'

SHLD

2'

4'

SHLD

7

2.5' VARIES

BXE 11+02.47 TO BXE 12+73.09

3
0.50'

GORE

0.15'
1

SHLD

3
0.15'

1

17'

0.50'

12'12'12'

`
BXE

SHLD

7

2.5'

`
MRBXE

8

LANE LANE

LANELANE LANE

SEE MRBXE

ISLAND
TRAFFIC

2%

PIVOT POINT
PROFILE AND

4

SEE BXW

EXISTING GROUND

ROADWAY SECTION BXE-B

ROADWAY SECTION BXE-C

4'-10'
VARIES

2%

7.5'

LANDSCAPE SIDEWALK

4

4' 2' 2'

15

EXISTING GROUND

3
0.25'

VARIES 4'-6.1'

BXE 14+88.17 TO BXE 15+98.92

BXE 15+98.92 TO BXE 16+63.86

SHLD

4'

`
BXT

VARIES

3

0.15'
10.50'

0.15'
10.50'

3

VARIES

2%
EXISTING GROUND

PIVOT POINT
PROFILE AND

1.8%

BXE 12+73.09 TO BXE 16+63.86

NOT TO SCALE

BXE 10+82.53 TO BXE 12+73.09

NOT TO SCALE

PIVOT POINT
PROFILE AND

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

PIVOT POINT
PROFILE AND

VARIES 2%

17'

LANE SHLD

6'-8'
VARIES

7.5'

LANDSCAPE

8

12'

SIDEWALK

1.8%

160.25'

4

4' 2' 2'

15

13

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY
EXISTING GROUND

0.50'
16

1.00'
3

8
8

0'-13'
VARIES

SEE BXT SECTIONS
TURNAROUND

13

4:1 4:1

4:1

4:1
4:1

4:1

0.33'

0.33'
16

3
3

0.58'

3
0.58'

2
0.35'

2
0.35'

0.35'
2

0.35'
2

0.35'
2

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB17

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077 & RELEASE OF NFC

2

2

12/12/19REV 2 - RFI0335

49
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/12/2019

11:12:33 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_BX_18.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SHLD

3

0.35'
2

17'

0.50'

12'12'12'

`
BXE

SHLD

4'

SAWCUT*

4'

1

SHLD

3

0.15'
1

0.50'

SAWCUT*

4'

1

BXE 17+39.64 TO BXE 18+81.29

BXE 16+63.86 TO BXE 18+81.29

8

8

LANELANE LANE

LANE LANE LANE

2%

7.5'

LANDSCAPE SIDEWALK

3
0.25'

ROADWAY SECTION BXE-D

VARIES 12'-13' VARIES 0'-7.75' VARIES 12'-13' VARIES 0'-7' VARIES 14'-17'

2%

4' 2' 2'

15
EXISTING GROUND

12'

LANDSCAPE SIDEWALK

3
0.25'

7.5'

1.8%

1.8%

3
0.15'

2
0'-0.50'

VAR

4' 2' 2'

15

EXISTING GROUND

5
0.15'

GORE GORE

NOT TO SCALE

*SAWCUT 0.5' LEFT OF EXISTING EDGE OF TRAVELED WAY

EXISTING PAVEMENT

EXISTING PAVEMENT

13

13

4

4

0.33'
16

0.33'
16

4:1 4:1

4:1

3
0.58'

5
0.15'

3
0.58'

SAWCUT

0.15'
1

0.35'
20.15'

2
VAR

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB18

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077

12/12/19REV 2 - RFI0335

2

2

50
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/12/2019

11:19:52 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`

VARIES

SHLD

8'

SHLD

2

3

0.60'

0.70'
0.15'

1

MRBXE

17'4'

PLANTER

12'

VARIES

8

`

VARIES

SHLD

8'

SHLD

3
0.50'

0.15'
1

MRBXE

17'4'

PLANTER

12'VARIES

8

LANE

LANE

MRBXE 10+85.99 TO MRBXE 11+03.83

SEE MRBX

ISLAND
TRAFFIC

PIVOT POINT
PROFILE AND

17

ROADWAY SECTION MRBXE-A

5'-6'
VARIES

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

EXISTING GROUND

13

4'

ROADWAY SECTION MRBXE-B

3

4

4

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

EXISTING GROUND

SEE MRBX

ISLAND
TRAFFIC

PIVOT POINT
PROFILE AND

VARIES 5'-7.5' 4' 2' 2'

15

EXISTING GROUND

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

4

1.8%

3
0.25'

1.8%

4'

SIDEWALK

8
8

ROW

VARIES

18.8'-19.8'

MRBX 10+54.94 TO MRBX 11+03.83

NOT TO SCALE

MRBXE 11+03.83 TO MRBXE 11+62.82

NOT TO SCALE

13

SIDEWALK

0.50'
16

1.45'
3

8

0.50'
16 3

8

2:1

2:1

2:1

0.33'
16

0.58'
3

0.33'
16

3
0.25'

0.58'
30.35'

2
1.00'

2.5'-25'
VAR 

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

OR SIMILAR)
GEOSYNTHETICS 

TENCATE 
(MIRAFI 160N BY 

MAT
WEED BARRIER 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB19

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077 & RELEASE OF NFC

08/28/19REV 2 - RFI0193

3

3

REV 3 - RFI0335 12/12/19

51
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

4/26/2019

8:56:21 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_20.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`

VARIES

SHLD

`

0.50' 0.35'
2

17' VARIES

SHLD

VARIES

2

3

0.60'

0.70'0.15'
1

BXWMR

BXWMR

VARIES

8

8

LANE

LANE

4'

4'

SEE BXW

ISLAND
TRAFFIC

ROADWAY SECTION BXWMR-A

VARIES 6.3'-10.9' VARIES

4

EXISTING GROUND

SEE BXW

ISLAND
TRAFFIC

ROADWAY SECTION BXWMR-B

6.1'-6.3'
VARIES

EXISTING GROUND

2'2'2'

15

13

4

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

BXWMR 10+63.54 TO BXWMR 12+02.00

BXWMR 12+02.00 TO BXWMR 12+06.76

NOT FOR SCALE

NOT FOR SCALE

8
8

0.50'
16 1.45'

3

8
8

1.00'
3

0.50'
16

SHLD/HOV

SHLD/HOV

4:1

4:1

14
0.33'

3

0.15'
1

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB20

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

1

04/23/19

1

REV 1 - RFI0075 & RFI0077 & RELEASE OF NFC

1

1

52
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

8/20/2020

4:53:07 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_21.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.`

BXT

19'

SHLD

4'

SHLD

0.50'
3

`
BXT

SHLD

4'

SHLD

2
0.35'

0.50'
3

SAWCUT*

1

`
BXT

19'

SHLD

4'

SHLD

1

LANE

LANE

ROADWAY SECTION BXT-A

ROADWAY SECTION BXT-B

ROADWAY SECTION BXT-C

4'-5.7'
VARIES

BXT 401+38.96 TO BXT 401+53.99

VARIES

SHEET PVD70
DETAIL ON
AREA SEE

MEDIA STAGING

EXISTING GROUND

VARIES

4'LT - 23'RT
VARIES

SHEET PVD70
DETAIL ON
AREA SEE

MEDIA STAGING

0.50'
3

2
0.50'

4

EXISTING GROUND

3

4'

3

VARIES

SHEET PVD70
DETAIL ON
AREA SEE

MEDIA STAGING

EXISTING GROUND

EXISTING GROUND

BXT 401+84.72 TO BXT 401+88.43

1%

LANE

19'

0.50'
3

2
0.50'

4

1%

0.15'
1

0.50'
3

2
0.50'

4

1%

PIVOT POINT
PROFILE AND

PIVOT POINT
PROFILE AND

4'

PIVOT POINT
PROFILE AND

VARIES

8

BXT 400+00.00 TO BXT 401+38.96

NOT TO SCALE

VARIES

8

0.15'
5

NOT TO SCALE

VARIES

3

8

0.15'
5

BXT 401+53.99 TO BXT 401+88.43

NOT TO SCALE

* SAWCUT 0.5' FROM EXISTING EDGE OF TRAVELED WAY

EXISTING PAVEMENT

EXISTING PAVEMENT

SAWCUT

4:1
4:1

4:14:1

4:1

4:1

4:1

1
0.15'

0.35'
2

0.15'

2
VAR

0.15'

2
VAR

BXT 400+59.13 TO BXT 400+68.46

4:1

FENCE

BXT 400+00.00 TO BXT 400+59.13

7
2.5'

4:1

FENCE

FENCE

FENCE

FENCE

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18 ROADWAY SECTIONS

RSB21

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

C. CONRAD

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

04/23/19REV 1 - RFI0075 & RFI0077

08/21/20REV 2 - RFI0534

2

2

2

2

53
1456

 

08/21/20

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

1:16:38 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_22.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BK

BK 95+53.41 TO BK 98+20.00

1

`
BK

ISLAND
SPLITTER

ISLAND
SPLITTER

0.25' PLNTR

6' 6'

2

3

0.35'

0.35'

SHLD
STRIPED

8

88 88

LANELANE

LANE LANE

18
1.00'

3

ROADWAY SECTION BK-A

ROADWAY SECTION BK-C

0'-0.7'
VARIES

VARIES 0'-9' VARIES 1.75'-12.5' VARIES 13.2'-14'

VARIES 13'-21'

* SAWCUT 0.5' FROM EXISTING GUTTER FACE

VARIES 13'-26'

2%2%

6.5'

1.8%

2
0.50'

BK 95+53.41 TO BK 95+68.58

BK 97+63.37 TO BK 98+20.00

SIDEWALK

8

SAWCUT*

6.5'

1.8%

3

2
0.50'

0.35'

BK 95+53.41 TO BK 96+15.93

BK 97+63.37 TO BK 98+20.00

0.5'-6.5'
VARIES

SIDEWALK

3
0.35'

SAWCUT*

STRIPED SHLD
SHLD

STRIPED

0'-7.25'
VARIES

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

0.15' MIN
VARIES

PIVOT POINT
PROFILE AND

LANDSCAPE

1.8%

EXISTING GROUND

1.8%2% 2%

0.25'-1.4'
VARIES

PIVOT POINT
PROFILE AND

1'
1'

1' 1'

SIDEWALK

5
0.15'

4

4

NOT TO SCALE

4

BK 98+93.85 TO BK 99+37.64

NOT TO SCALE

4

1.0% VARIES VARIES

0.15'
1 0.35'

3

VARIES 0'-8.25'

`
BK

LANELANE

2%2%

STRIPED SHLD

PIVOT POINT
PROFILE AND

VARIES 0'-12.3'

ROADWAY SECTION BK-B
NOT TO SCALE

BK 98+20.00 TO BK 98+93.85

0.35'
2 0.35'

3

VARIES 12.2'-13.8'

8

1'

SIDEWALK

4

EXISTING GROUND

VARIES 18.3'-31'

1.8%

8

4

1'

SIDEWALK

6.5'

VARIES 0'-1.1' VARIES 0'-5.2'

6.5'-10.5'
VARIES

6'

8

LANDSCAPE

1.8%

EXISTING GROUND

1'

SIDEWALK

4

1.0%

0'-7.1'
VARIES

0.35'
3

BK 98+80.33 TO BK 98+93.40

0.18'

VARIES 20.8'-23.7'VARIES 7.1'-7.7'

4'

SIDEWALK

4:1

4:1

4:14:1

4:1 4:1

4:1

0.33'
16

0.33'
16

0.33'
16

0.33'
16

16
0.33'

0.33'
16

0.33'
16

1.8%

0.15'
1

0.35'
2 1

0.15'

0.17'
3

0.17'
3

0.17'
30.17'

3

0.17'
3

0.17'
3

0.17'
3

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB22

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

01/07/20REV 1 - RFI0366

1

1

1
1

1

1

1

54
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

1:22:17 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_23.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

VARIES 13.3'-25.3'

LANDSCAPE

VARIES 13.3'-25.3'

LANE LANE

VARIES 13.4'-24.5'

2% 2%
2%

2%
2%

2%

LANDSCAPETRUCK APRON TRUCK APRON

8

1.8%

SIDEWALK

1' VARIES 18.6'-21.5' VARIES 18.6'-21.5'

EXISTING GROUND
18

1.00'
18

1.00'13
0.15'0.35'

0.15'
5

VARIES 13.4'-24.5.5'

8

8 8
8

16

ROADWAY SECTION BK ROUNDABOUT

BK 100+00.00

3

SEE SHEET PVD25 FOR SECTION LINE

NOT TO SCALE

4

0.70'
3

0.70'
SHEETS
SEE LANDSCAPE 1

80.15' MIN
VAR

6'

LANDSCAPE
4'

4:1

0.33'

SEE SHEET PVD78
MAINTENANCE ROADWAY 

2
0.35'

3
0.17'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

08/30/18

C. CONRAD

ROADWAY SECTIONS

RSB23

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

04/12/19REV 0 - RELEASED FOR CONSTRUCTION

01/07/20REV 1 - RFI0366

1

55
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

2:16:28 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_24.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
BKB

14' 14'

BKB 10+78.64 TO BKB 10+98.65

12'
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8

8

8

8

8

2 3
0.35' 0.35'

23
0.35'0.35'

LANELANE
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LANE LANE

ROADWAY SECTION BKB-A

VARIES 14'-24'

VARIES 14'-25.7'

3'-5'
VARIES

1'

1.8%

6.5'

SIDEWALK

16

EXISTING GROUND

2%2%

PIVOT POINT
PROFILE AND

SIDEWALK

VARIES 6.5'-9.5'

1.8%

3
0.35'1

0.15'

2%

1'

16

1'6.5'

SIDEWALK

16

1.8%
EXISTING GROUND

VARIES 12'-14' 6.5'-11'
VARIES

SIDEWALK

16

1'

EXISTING GROUND1.8%

2
3

0.35'
0.35'

LANDSCAPE

SIDEWALK

1.8%

16

EXISTING GROUND 1'

4

4

NOT TO SCALE

4

VARIES

VARIES

SEE DRAINAGE SHEETS
DRAINAGE FACILITY

1.8%

4:1

4:1

4:1

0.33'

0.33'0.33'

0.33'

0.33'

VARIES

4

4
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2
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1
0.15'

1
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1
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ROADWAY SECTIONS

RSB24

REV A - PRELIMINARY REVIEW

C. CONRAD

N. SCHRADER 02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

01/07/20REV 1 - RFI0366

1
1

1

1

1

56
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

3:57:00 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_BX_25.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ISLAND
SPLITTER

ISLAND
SPLITTER

6'

0.35'

UA 200+74.06 TO UA 201+00.84

`
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6' GORE

GORE

`
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8
8

8

8 823
0.35'0.35'

2
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0.35'

0.35' 2

3

0.35'

0.35'

LANELANE

LANE LANE

18
1.00'

3

ROADWAY SECTION UA-A

ROADWAY SECTION UA-B

VARIES 1.6'-13' VARIES 19'-22' VARIES 0'-9.2' VARIES 0'-10.6' VARIES 12.4'-16.5'

VARIES 17'-19'

0.11'-2.5'
VARIES

VARIES 11'-12.4'

2%

0.35'

PIVOT POINT
PROFILE AND

2%2%

LANDSCAPE

2%

1'

EXISTING GROUND

EXISTING GROUND

16

6.5'

16

SIDEWALK

EXISTING GROUND
2%2%

PIVOT POINT
PROFILE AND

SIDEWALK

4

8

8

SIDEWALK

1.8%

UA 200+61.16 TO UA 201+00.07

NOT TO SCALE

0.18' MIN
VAR

4

1.8%

4

1.8%
1.5%

DRIVEWAY

UA 201+00.07 TO UA 201+33.59

NOT TO SCALE

1.0%

1.0%

8

SEE SHEET PVD78
MAINTENANCE ROADWAY

8

2:1

4:1

2:1

0.33'

0.33'
16

0.33'

LANDSCAPE

1
0.15'

1
0.15'

1
0.15'

DRIVEWAY
CONCRETE
0.50' CEMENT

6.5'

VARIES

SEE SHEET PVD75

4

0.37'-3'
VARIES
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VARIES
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N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

11/26/19REV 1 - RFI0307

2
2

REV 2 - RFI0366 01/07/20

2

2
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

NOTES:

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
12.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

11.   SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
10.   SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.9.

BARRIER AND CONCRETE MOW STRIP LIMITS AND DETAILS.
SEE FENCING PLANS FOR SECURITY FENCE, PASSIVE VEHICLE8.

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND BARRIER4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
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6' 11'

8 1

LANE LANE

ROADWAY SECTION UA-C

0.1'-15'
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VARIES

EXISTING GROUND

EXISTING
MATCH

EXISTING
MATCH

MEDIAN/LANE

MEDIAN

5

LANDSCAPESIDEWALK

16

0.15'

UA 201+33.59 TO UA 202+83.26

NOT TO SCALE

PIVOT POINT
PROFILE AND

4

1.8% 1.0%

2:1

8
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0.5'

0.15'
1
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2
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3

0'-0.37'
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3
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RSB26

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW

02/11/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 04/12/19

11/26/19REV 1 - RFI0307

2

01/07/20REV 2 - RFI0366
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PLAN REF NO

SchradNJ
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION MRTX-B

MRTX 309+51.14 TO MRTX 311+51.83

NOT TO SCALE

`
MRTX

SHLD

4' 12'

LANE SHLD

8' 2.5'

PIVOT POINT
PROFILE AND 7

1
0.15'

2

3
0.70'

0.60'

VARIES

EXISTING GROUND

4:1

7

2.5'

4:1 2:1

4:1

8

4'
1' 

VARIES

`
MRTX

SHLD

PIVOT POINT
PROFILE AND

EXISTING GROUND

LANE

4:1

1
0.15'

2 3
0.60' 0.70'

MRTX 309+13.36 TO MRTX 309+51.14

LANE

VARIES

8

4'

EXISTING GROUND

1

2

3
0.70'

0.60'

0.15'

7

2.5'

ROADWAY SECTION MRTX-A

MRTX 305+00.00 TO MRTX 309+51.14

NOT TO SCALE

3

MRTX 308+87.07 TO MRTX 309+51.14

8.5'
17

MRTX 308+22.00
MRTX 305+00.00 TO 

2' MIN

2%

4

EXISTING GROUND

EXISTING GROUND

1

2

3
0.70'

0.60'

0.15'

SHLD

VARIES

VARIES

EXISTING GROUND

MRTX 308+42.06 TO MRTX 308+87.07

ROAD DETAIL
FOR MAINTENANCE 
SEE SHEET PVD80

2%

4

12'-20.2'
VARIES 

LANE

12'-23'
VARIES 

4

3.5'-12'
VARIES

1'-10.2'
VARIES

1' - 4'
VARIES

1
0.15'

2
30.60'

0.70'

MRTX 306+49.17 TO MRTX 309+13.36

VARIES

0'-3.5'
VARIES

4.4'-8'
VARIES

7

2.5'

2' MIN

EXISTING GROUND

LANE# SHLD

#MRTX 308+97.71 TO MRTX 309+13.36

2:1

 GRADING DETAILS

SEE PVD80 FOR

4'

 GRADING DETAILS

SEE PVD80 FOR

2:1

PULLOUT DETAILS AND GRADING
SEE SHEET PVD100 FOR ITS 

PULLOUT DETAILS AND GRADING
SEE SHEET PVD100 FOR ITS 

4:1
2:1

8.5'
17

MRTX 308+22.00
MRTX 306+49.17 TO 
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C. CONRAD

ROADWAY SECTIONS

RST01

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

1

1

1

1

12/20/19REV C - FINAL REVIEW

1

1

1

05/15/20REV 1 - RFI0479

05/18/2003/17/20 59
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PROJ. ENGR.
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P.E. STAMP BOX P.E. STAMP BOX
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LOCATION NO.CONTRACT NO.
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REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY
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5/15/2020

8:05:17 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

4:1

SIDEWALK

13'

1.8%

1'

EXISTING GROUND

8 16
0.33' 4

LANE

23'1' 1'

`

PIVOT POINT
PROFILE AND

123
0.70' 0.60' 0.15'

123
0.70' 0.60' 0.15'

8

LANE

1' 1'

VARIES

VARIES

PIVOT POINT
PROFILE AND

`

23'

1

2

3
0.70'

0.60'

0.15'1

2

3
0.70'

0.60'

0.15'

88

8

8

PIVOT POINT
PROFILE AND

`
MRTX

LANE LANE

20.2' VARIES 0'-29.7' 4'23'

4:1

EXISTING GROUND

8

3
0.70'

18

MRTX 312+24.57 TO MRTX 312+56.97

GROUND
EXISTING 

ROADWAY SECTION MRTX-C

MRTX 311+51.83 TO MRTX 312+56.97

NOT TO SCALE

VAR

1' 1'

VARIES

1' 1'

VARIES

4

2%

1'

1

2
0.60'

0.15'

VARIES

TRAFFIC ISLAND

VARIES

1.00'
18

1.00'

4

16
0.33'

3.2' 3.2'

PIVOT POINT
PROFILE AND

`

PATH

SHARED USE

4:1

SIDEWALK

10'

1.8%

1'

EXISTING GROUND

16
0.33' 4

3'

MRTX-TX 12+65.61 TO MRTX-TX 12+76.69

(SEE PVD48 FOR MRTX-TX ALIGNMENT)

(SEE PVD48 FOR MRTX-TX ALIGNMENT)

MRTX-TX 12+76.69 TO MRTX-TX 12+88.93

(SEE PVD48 FOR MRTX-TX ALIGNMENT)MRTX-TX

MRTX-TX

MRTX-TX

123
0.70' 0.60' 0.15'

8

LANE

1' 1'

VARIES
PIVOT POINT
PROFILE AND

`

23'

4:1

SIDEWALK

10'

1.8%

1'

EXISTING GROUND

16
0.33' 4

3'

(SEE PVD48 FOR MRTX-TX ALIGNMENT)MRTX-TX

SEE TX

NOT TO SCALE

ROADWAY SECTION MRTX-TX

MRTX-TX 12+88.93 TO MRTX-TX 13+68.45

2.5'

7

2:1

 GRADING DETAILS

SEE PVD80 FOR

 MRTX 311+69.67

MRTX 311+51.83 TO

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST02

03/05/19REV A - PRELIMINARY REVIEW

N. SCHRADER

S. MEING

04/26/19REV B - FINAL REVIEW

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

1

12/20/19REV C - FINAL REVIEW

05/15/20REV1 - RFI0479

05/18/2003/17/20 60
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

7/13/2020

11:25:38 AM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_TX_03.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION MLMX1-B
NOT TO SCALE

MLMX1 401+64.64 TO MLMX1 404+65.17

SEE SB I-5

9

`

LANE

PIVOT POINT
PROFILE AND

MLMX1

VARIES 12'-24'

SHLD SHLD

SAWCUT*

3
0.70'

0.60'
21

0.15'
1

5.5'-6.4'
VARIES

2.5'

7

4.0'

SHLD

3

SEE SB I-5

4.0'

SHLD

2.5'

7
LANE

12'

3
0.70'

0.60'
2

0.15'
1

4

2:1

SEE SB I-5

SAWCUT*

MLMX1 402+71.20 TO MLMX1 403+67.23

MLMX1 403+67.18 TO MLMX1 404+65.17

EXISTING GROUND

EXISTING GROUNDEXISTING GROUND

SHLD

MLMX1 404+55.76 TO MLMX1 404+65.17

9

EXISTING GROUND

`
NW6

6

EXISTING PAVEMENT

2% 2%

6

EXISTING PAVEMENT

6

2:1

SAWCUT

2%
6

EXISTING PAVEMENT

2%

SAWCUT`
NW6

PAVEMENT
EXISTING 

*SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

3

COMMERCIAL CONCRETE

0.25' CDF OR

CONCRETE CAP
ARE CREATED

THAT NO VOIDS
TO BE PLACED SUCH

(PEA GRAVEL)
AASHTO GRADING NO.8

SEE SB I-5

9

`

LANE

PIVOT POINT
PROFILE AND

MLMX1

SHLD SHLD

SAWCUT*

3
0.70'0.60'

21
0.15'

EXISTING GROUND

`
NW6

6

EXISTING PAVEMENT

2% 2%

6

COMMERCIAL CONCRETE

0.25' CDF OR

CONCRETE CAP
ARE CREATED

THAT NO VOIDS
TO BE PLACED SUCH

(PEA GRAVEL)
AASHTO GRADING NO.8

12'

LANE

12'

6

CONCRETE CAP

ROADWAY SECTION MLMX1-A
NOT TO SCALE

MLMX1 398+64.74 TO MLMX1 401+64.64

*SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT

2

0.15'

2

1
0.15'

2

1
0.15'

2

1
0.15'

2

1
0.15'

0.10' MIN

VAR

0.10' MIN

VAR

0.10' MIN

VAR

0.10' MIN

VAR

0.10' MIN

VAR

ARE CREATED
THAT NO VOIDS
TO BE PLACED SUCH
(PEA GRAVEL)
AASHTO GRADING NO.8

1.20'

6.4'-9.7'
VARIES

9.1'-12.4'
VAR

VARIES 8.6'-11.5'

COMMERCIAL CONCRETE

0.25' CDF OR

11.4'-11.6'
VARIES

4.25'

9 `
NW6

3'

2:1
4

GROUND
EXISTING

0.75'
3

2
0.85'

0.15'
1

7

8

4.25'-5.9'
VAR

MLMX1 398+64.74 TO MLMX1 398+96.88

4.25'

4.25'

2:1
4

3'

EXISTING PAVEMENT

6

SEE SB I-5

SHLD

6.1'-6.4'
VARIES

2%

1

EXISTING PAVEMENT

6

SEE SB I-5

SHLD

6.4'-9.7'
VARIES

2%

1

MLMX1 401+64.64 TO MLMX1 402+31.20

MLMX1 401+38.35 TO MLMX1 401+64.64

5% MAX***

***
FROM MLMX1 400+96.16 TO MLMX1 401+38.35
TRANSITION SHOULDER FROM -2% TO 5% 

2

0.15'

0.15'

2

FROM MLMX1 402+31.20 TO MLMX1 402+71.20
TRANSITION SHOULDER FROM 5% TO -2% ***

5% MAX

2%***

0.35' MIN.

VAR

0.35' MIN.

VAR

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST03

03/05/19REV A - PRELIMINARY REVIEW

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

09/13/19REV 1 - RFI0212

3

02/12/20REV C - FINAL REVIEW

03/17/20REV 2 - RFI0429

3

REV 3 - RFI0501 06/29/20

3

3

03/17/20
07/01/207/13/20

61
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

3/17/2020

2:53:37 PM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_RS_TX_04.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`

LANESHLD

PIVOT POINT
PROFILE AND

MLMX1

ROADWAY SECTION MLMX1-C
NOT TO SCALE

6

12'

MLMX1 404+65.17 TO MLMX1 418+87.64

7

2.5'

SHLD

SHLD

8'

EXISTING GROUND

MLMX1 404+65.17 TO MLMX1 405+83.02

9

6

MLMX1 408+53.90 TO MLMX1 409+02.18

**SAWCUT 2' LEFT OF PROPOSED BARRIER

4.0'

6
SHLD

MLMX1 405+83.02 TO MLMX1 408+29.41

3

EXISTING GROUND

EXISTING GROUND

2%

2:
1

SAWCUT

SAWCUT

EXISTING PAVEMENT

2%

BRIDGE PIER

2%

EXISTING PAVEMENT

2%

2:
1

SAWCUT

3.0'

`
NW6

4

3
1.20'

3
1.45'

2

3

0.60'

0.15'

0.70'

1

SEE MLMX2

SHLD

6

1

2

3

0.60'

0.70'

0.15'

8'

EXISTING PAVEMENT

SAWCUT* MLMX1 404+65.17 TO MLMX1 408+29.41

SAWCUT**MLMX1 410+29.89 TO MLMX1 416+09.41

8'

4.0'

6
SHLD

MLMX1 409+21.56 TO MLMX1 410+21.56

EXISTING PAVEMENT

2%

4:
1

SAWCUT

3
1.45'

SHLD
7

2.5'

3

2:
1

SAWCUT

EXISTING PAVEMENT

VARIES 8'-14'

MLMX1 410+24.09 TO MLMX1 412+34.09

GROUND
EXISTING 

GROUND
EXISTING 

GROUND
EXISTING 

4'-5.7'
VARIES

GORE
VARIES 0'-10' SEE MLMX2

1

2

3

0.60'

0.70'

0.15'

MLMX1 407+11.66 TO MLMX1 408+52.55

2%

GORE
VARIES 0'-10' SEE MLMX2

1

2

3

0.60'

0.70'

0.15'

MLMX1 416+31.31 TO MLMX1 416+94.32

2%

2

1
0.15'

2

1
0.15'

2

1
0.15'

4.0'

6
SHLD

EXISTING PAVEMENT

2%

4:
1

SAWCUT

GROUND
EXISTING 

0.15'
1

2
0.60'

3
0.70'

MLMX1 408+29.41 TO MLMX1 408+53.90

MLMX1 409+02.18 TO MLMX1 409+21.56

VARIES 9.6'-14'

2

1
0.15'

2

1
0.15'

4

4

GORE
VARIES 0'-10' SEE MLMX2

1
0.15'

MLMX1 404+65.17 TO MLMX1 405+87.19

2%

2

GORE
VARIES 0'-10' SEE MLMX2

1

2

3

0.60'

0.70'

0.15'

MLMX1 405+87.19 TO MLMX1 407+11.66

2%

2

SAWCUT*

2

SAWCUT*

MLMX1 416+94.32 TO MLMX1 418+87.64

MLMX1 409+21.56 TO MLMX1 410+29.89

0.10' MIN

VAR

0.10' MIN

VAR

EXISTING PAVEMENT

EXISTING PAVEMENT

EXISTING PAVEMENT

0.10' MIN

VAR

0.10' MIN

VAR

0.10' MIN

VAR

0.10' MIN

VAR

VARIES 8'-9.6'

0.10' MIN

VAR

0.10' MIN

VAR

*SAWCUT 0.5' LEFT OF EXISTING EDGE OF PAVEMENT

VARIES 0-5'***

MLMX1 408+21.98
***MLMX1 407+61.88 TO

CONCRETE CAP

ARE CREATED
THAT NO VOIDS
TO BE PLACED SUCH
(PEA GRAVEL)
AASHTO GRADING NO.8

2:
1

13.5'-13.9'
VARIES

COMMERCIAL CONCRETE

0.25' CDF OR

4.25'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST04

03/05/19REV A - PRELIMINARY REVIEW

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

09/17/19REV 1 - RFI0212

2

02/12/20REV C - FINAL REVIEW

2

2

03/17/20REV 2 - RFI0429

 

03/17/20
62

1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

meingsa

6/5/2019

8:22:06 AM

c:\pwworking\jacobs_b&i\meingsa\dms20633\PS_RS_TX_05.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MLMX1

12'

LANE

12'

LANE SHLDSHLD

8'

7

2.5'

2

3

0.60'

0.70'

0.15'
1

ROADWAY SECTION MLMX1-D

PIVOT POINT
PROFILE AND

4

EXISTING GROUND

SEE SB I-5

MLMX1 418+87.64 TO MLMX1 421+71.48
NOT TO SCALE

SAWCUT*

EXISTING GROUND3

2:
1

*SAWCUT 0.5' FROM EXISTING EDGE OF PAVEMENT

4.0'

6

2:1

2

3

0.60'

0.70'

0.15'
1

6

SHLD

EXISTING GROUND

4

MLMX1 420+91.47 TO MLMX1 421+71.48

SHLD

8'

EXISTING GROUND

EXISTING PAVEMENT

6

2:1

0-4'
VARIES

MLMX1 419+10.00 TO MLMX1 419+40.00

VARIES 4'-8'

4'-7'
VARIES 

SEE SB I-5

6

CONCRETE CAP

SELECT BORROW

2'-12'
VARIES 

EXISTING PAVEMENT

2

1
0.15'

2

1
0.15'

0.10' MIN

VAR

0.10' MIN

VAR

VARIES

VARIES

VARIES

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST05

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 63
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

6/28/2021

8:01:03 AM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_TX_06.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

2:1

SEE SB I-5

10

FENCE
PROTECTION

FALL

11

2.5'

EXISTING GROUND

SHLD

8'

SEE SB I-5

12'

LANE

2

3

0.60'

0.70'

1
0.15'

7

`
MLMX2

2:1

2.5'

SHLD

VARIES 4'-8'

6

10

11

SHLD

8'

SEE SB I-5

2

3

0.60'

0.70'

1
0.15'

MLMX2 501+03.66 TO MLMX2 502+20.57

MLMX2 508+04.40 TO MLMX2 509+44.59

ROADWAY SECTION MLMX2-A
NOT TO SCALE

MLMX2 498+45.73 TO MLMX2 512+68.86

LANE

SEE MLMX1

2
0.60'

0.70'

1
0.15'

MLMX2 498+45.73 TO MLMX2 502+33.70

4

MLMX2 509+90.42 TO MLMX2 512+68.86

SHLD

4'

6

MLMX2 502+33.70 TO MLMX2 505+96.55

MLMX2 508+31.02 TO MLMX2 509+40.42

2
0.60'

0.70'

1
0.15'

SEE MLMX1

10

6

2%

MLMX2 505+96.55 TO MLMX2 508+31.02

2

3

0.60'

0.70'

0.15'

2%

2%

1

SEE MLMX1

7

EXISTING GROUND

3

3

SHLD

4'

2
0.60'

0.70'

1
0.15'

3

VAR

VAR SEE MXTX

MLMX2 506+45.33 TO MLMX2 507+15.36

PIVOT POINT
PROFILE AND

EXISTING PAVEMENT

EXISTING GROUND

4

4

4

EXISTING GROUND

GROUND
EXISTING 

4

4

EXISTING GROUND

*SAWCUT 0.5' FROM EXISTING EDGE OF PAVEMENT

2%

2%

SHLD

4'SEE MLMX1

6

2%

12'

EXISTING PAVEMENT

SAWCUT*

MLMX2 498+45.73 TO MLMX2 502+10.39
MLMX2 510+12.32 TO MLMX2 512+68.86

2

3

0.60'

0.70'

0.15'
1

4

GROUND
EXISTING 

2:1

SEE SB I-5

10

FENCE
PROTECTION

FALL

11

SHLD

2

3

0.60'

0.70'

1
0.15'

MLMX2 502+90.98 TO MLMX2 506+45.33

2%

6

SEE SB I-5

10

FENCE
PROTECTION

FALL

11

SHLD

2

3

0.60'

0.70'

1
0.15'

MLMX2 507+15.36 TO MLMX2 507+65.76

2%

4'

6

2

VARIES 4'-13.5'

MLMX2 502+20.57 TO MLMX2 502+90.98

(SEE NOTE9)
CABINETS

ITS SERVICE

0.10' MIN

VAR

SENTINEL DETAILS
SEE PVD15 FOR BRIDGE AND 

2:1

SEE SB I-5

10

FENCE
PROTECTION

FALL

11

SHLD

2

3

0.60'

0.70'

1
0.15'

2%

7

2.5'

MLMX2 507+68.76 TO MLMX2 508+04.40

VARIES 8'-10'

*MAINTAIN FLAT AREA BETWEEN BARRIER AND GUARDRAIL

4'

MLMX2 507+28.29 TO MLMX2 507+65.76*

4

8'-10'
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C. CONRAD

ROADWAY SECTIONS

RST06

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

07/23/19REV 1 - RFI0165

REV 2 - RFI0283 10/24/19

REV 3 - RFI0574 11/09/20

REV 4 - RFI0638 06/09/21

4

4

4

4

64
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DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

6/10/2019

8:54:18 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

SEE NB I-5

ROADWAY SECTION TXMR-C
NOT TO SCALE

EXISTING GROUND

2:1

`
TXMR

LANE

12.5'

LANE

12.5'13'

SHLD

4' 4'

HOV/SHLD

PIVOT POINT
PROFILE AND

VARIES

6

2
0.60'

1
0.15'

0.70'
3

4

2.5'

7

7

HOV/SHLD

2.5'

LANE

12.5'

LANE

12.5'

PIVOT POINT
PROFILE AND

`
TXMR

SHLD

4' 4'

6

2

3

0.60'

0.70'

1
0.15'

6

LANE

12.5'

PIVOT POINT
PROFILE AND

`
TXMR

SHLD

2
0.60'

0.70'

1
0.15'

3

4'

SEE NB I-5

4

4

2
0.60'

1
0.15'

0.70'
3

4

EXISTING GROUND

EXISTING GROUND

ROADWAY SECTION TXMR-B
NOT TO SCALE

TXMR 606+92.91 TO TXMR 608+64.72

EXISTING PAVEMENT

SAWCUT*

NST 4
:1

VARIES 2:1

TXMR 603+35.00 TO TXMR 605+59.62

4'-14'
VARIES

VARIES

2:1 2:1 2' MIN

TXMR 605+59.62 TO TXMR 608+64.72

4:1 TXMR 604+90.00 TO TXMR 605+60.00
2:1 TXMR 603+35.00 TO TXMR 604+90.00

*SAWCUT 0.5' FROM EXISTING EDGE OF PAVEMENT

VARIES 8.1'-13'

EXISTING PAVEMENT

VARIES 25' TO 37.5'

2

1
0.15'

0.15' MIN

VAR

SEE NB I-5

13'

HOV/SHLD

VARIES

4

2.5'

7

2

1
0.15'

0.15' MIN

VAR

EXISTING PAVEMENT

TXMR 604+86.76 TO TXMR 605+59.62

TXMR 604+70.00 TO TXMR 604+86.76
SAWCUT* TXMR 603+35.00 TO TXMR 603+75.00
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C. CONRAD

ROADWAY SECTIONS

RST08

03/05/19REV A - PRELIMINARY REVIEW

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 66
1456

AS-BUILT
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DESIGNED BY

ENTERED BY
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PROJ. ENGR.
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OF
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

5/15/2020

8:06:51 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
TX

PIVOT POINT
PROFILE AND

12'

LANE

12'

LANE

6

6

1.8% 1.8%

14'

1.8%

6

ROADWAY SECTION TX-B

TX 21+04.10 TO TX 24+48.50

ROADWAY SECTION TX-C

TX 24+48.50 TO TX 24+73.30

`
TX

PIVOT POINT
PROFILE AND

12'

LANE

12'

LANE

2' SHLD2' SHLD

6

6

1.8% 1.8%

14'

1.8%

6

SEE BRIDGE SHEETS
APPROACH SLAB

11

10 10

11

EXISTING GROUND

NOT TO SCALE

NOT TO SCALE

ROADWAY SECTION TX-D

`
TX

PIVOT POINT
PROFILE AND

12'

LANELANE

2' SHLD2' SHLD

6

1.8%

14'

1.8%

6

11

10
10

11

EXISTING GROUND

NOT TO SCALE

2

3

0.60'

0.70'

1
0.15'

1.8%

16

TX 24+73.30 TO TX 24+85.31

SEE BRIDGE SHEETS

4 0.33'

SIDEWALK

12'

BORROW
SELECT 

SIDEWALK

SIDEWALK

VARIES 2'-9' SHLD VARIES 2'-4.2' SHLD

ROADWAY SECTION TX-A

TX 20+79.10 TO TX 21+04.10

`
TX

PIVOT POINT
PROFILE AND

12'

LANE

6

SEE BRIDGE SHEETS
APPROACH SLAB

10

NOT TO SCALE

BORROW
SELECT 

SIDEWALKSIDEWALK

6

10

VARIES 0'-14.1' 2'12'

LANE

11

ISLAND
SPLITTER 

8

8
8

11
16

0.50'

SHLD

16
0.50'

VARIES

VARIESVARIESVARIES

9'-11'
VARIES

6'-14'
VARIES

4.2'-5.9'
VARIES

SHLD

1'1'

16
VAR.

8

8

18
0.67'

2

1
0.15'

0.35' MIN

VAR

2

1
0.15'

0.35' MIN

VAR

16
1.33'

8

8

1.5'

4'

2:1

4'

2:1

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST09

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

08/30/19REV 1 - RFI0195

2

2

12/20/19REV C - FINAL REVIEW

05/15/20REV 2 - RFI0479

05/18/2003/17/20
67
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

5/15/2020

8:08:27 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

32.8'

LANDSCAPE

8 8

18.17'

TRUCK APRON

2%

8

LANE

2%

18.17'

TRUCK APRON

2%

8

LANE

2%

8

1.8%

SIDEWALK

10' 5'

18
1.00'

VARIES

ISLAND
SPLITTERLANE

12'

SHLD

4'

2%

3'

EXISTING GROUND

4

8 8

SEE SHEET PVD28 FOR SECTION LINE

TL, MRTX, MXTX  ROUNDABOUT

NOT TO SCALE

17' 16'

`
TX

13'

LANELANE

PIVOT POINT
PROFILE AND

1.8%VARIES

13'

LANE

7

2.5'

16

10'

SHLD

VARIESVARIESVARIES

ISLAND
SPLITTER

ISLAND
SPLITTER

0'-20'
VARIES 

SIDEWALK

2
0.60'

1
0.15'

0.70'
3

8 8

18

0.50'8

5'

1.8%

2:1

2:1

4

`

LANELANE

PIVOT POINT
PROFILE AND

0.70'
3

2
0.60'

1
0.15'

4

2:1
2:1

EXISTING GROUND

2' SHLD

7

SIDEWALK

ROADWAY SECTION TX-E
NOT TO SCALE

TX 24+85.31 TO TX 25+51.92

ROADWAY SECTION TX-F
NOT TO SCALE

TX 25+51.92 TO TX 26+29.82

LANDSCAPE
3'-14.7'
VARIES

ROADWAY SECTION TX-G

1.8%

5'

16
0.33'8

VARIES 1'-2' SHLD

12'-13'
VARIES

12'-17.7'
VARIES

TX

VARIES VARIES

1' 1' 1'

1.8%

EXISTING GROUND

2
0.60'

1
0.15'

0.70'
3

2
0.60'

1
0.15'

0.70'
3

18

8

8
1.00'

1.00'

2:1

1.8%

2
0.60'

1
0.15'

3
0.70'

18
3

0.70'18
1.00'

3
0.70'

2
0.60'

1
0.15'

3
0.70'

2
0.60'

1
0.15'

3
0.70'

4:1

1.00'

1.8%

1.5'-3'
VARIES

LANDSCAPE
VARIES (3' MIN)

2.5'

4'-6.2'
VARIES

VARIES

1'

4

0'-9'
VARIES 

1' 1'

VARIES VARIES

13'

VARIES 10'-14'

0.17'
3

0.17'
3

0.50'
16

P
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S
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R
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N

47019

R
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D
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R
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H
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N

C. CONRAD

ROADWAY SECTIONS

RST10

REV A - PRELIMINARY REVIEW 03/05/19

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

NOTES:

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

05/15/20REV 1 - RFI0479

1

1

05/18/2003/17/20 68
1456

AS-BUILT
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

6/27/2019

4:27:59 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_TX_11.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
TX

PIVOT POINT
PROFILE AND

LANELANE

VARIES 12'-13' VARIES 12'-23'

LANE

1' 10'VARIES 12'-24' 3' 5'

SIDEWALK

VARIES 0'-8.1'

LANESHLD

4'

ISLAND
SPLITTER

8 8

18
1.00'

4

8

16

2:1

1.8%

4:1 8 88 8

18
1.00'

18
1.00'

12'

EXISTING GROUND

TX 28+92.58 TO TX 29+67.77

12'

LANE

12'

LANESHLD

3

0.5'

8

VARIES

0.60'
2

18
1.00'

2'-8.3'

APRON
TRUCK

TX 29+67.77 TO TX 30+89.43

12'

LANE

12'

LANE

VARIES

1

SEE WB

2
0.60'

1
0.15'

0.70'
3

LANE

16

1.8%
2:1

12'

LANE

12' 10' 5'

SIDEWALK

8
8

18
1.00'

8
1

0.15'

2
0.60'

3'

15' 1'

SHEETS
SEE DRAINAGE

DRAINAGE FACILITY

1'

ACCESS ROAD
MAINTENANCE

LANE

12'

1
0.15'

2
0.60'

1
0.15'

2
0.60'

0.70'
3

TX 28+33.47 TO TX 30+26.32

TX 30+26.32 TO TX 30+89.43

1
0.15'

2
0.60'

0.70'
3

1
0.15'

2
0.60'

0.70'
3

1
0.15'

2
0.60'

0.70'
3

1.8%

0.33'

VARIES
VARIES

1'

VARIES

1'1'1'

VARIESVARIES
VARIES

1'3'

2%

EXISTING PAVEMENT

4

0.70'

SAWCUT*

4:1

0.33'

4

4

SAWCUT*

DETAIL
ACCESS ROAD 

FOR MAINTENACE 
SEE SHEET PVD83 

0.70'
3

0.70'
3

8

2'

SAWCUT* TX 29+63.37 TO TX 29+67.77
SAWCUT TX 28+92.58 TO TX 29+63.37

1

12'

LEFT TURN LANE

ISLAND
SPLITTER 

ISLAND
SPLITTER 

4'-4.5'
VARIES

0.15'
1

`
TX

5

5

ISLAND
SPLITTER 

VARIES 0'-8'

 30+28.61
29+56.19 TO

5
REMOVE EXISTING CROWN
PLANE AS NECESSARY TO 

SEE MRTX-E

1' TX 30+26.32 TO TX 30+68.61

REMOVE EXISTING CROWN
PLANE AS NECESSARY TO 

REMOVE EXISTING CROWN
PLANE AS NECESSARY TO 

0'-25.2'
VARIES 

0'-26.5'
VARIES 

0.15'

VAR.

2
VAR.

EXISTING PAVEMENT

0.15'

2
VAR.

VAR.1
0.15'

2
VAR.

VAR.EXISTING PAVEMENT

`
TX

PIVOT POINT
PROFILE AND

ROADWAY SECTION TX-H
NOT TO SCALE

TX 27+45.78 TO TX 30+89.43

*SAWCUT 0.5' FROM EDGE OF EXISTING PAVEMENT
**SAWCUT 0.5' FROM EDGE OF EXISTING GUTTER FACE

8
TX 30+89.43
TX 30+26.32 TO

1

1

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST11

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

NOTES:

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

06/27/19REV 1 - RFI0143

69
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

meingsa

6/4/2019

4:28:45 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.`

ROADWAY SECTION TX-I

TX

PIVOT POINT
PROFILE AND

VARIESVARIES

12'

LANE LANE

11'12'

LANELANE

11'

1

8

TX 30+89.43 TO TX 32+00.00

SAWCUT*
EXISTING GROUND

1
0.15'2

0.60'

0.70'
3

`
TX

PIVOT POINT
PROFILE AND

VARIESVARIES

12'

LANE LANE

12'

LANELANE

1

EXISTING GROUND

ROADWAY SECTION TX-J
TX 32+00.00 TO TX 33+00.00

5

1'

4:1

4

*SAWCUT 0.5' FROM EDGE OF EXISTING GUTTER FACE

EXISTING PAVEMENT

1

5
0.15'

11' 11'

REMOVE EXISTING CROWN
PLANE AS NECESSARY TO 

EXISTING PAVEMENT

5
REMOVE EXISTING CROWN
PLANE AS NECESSARY TO VAR.

PIVOT POINT
PROFILE AND

VARIES

12'

LANE LANE

11'

1

8

SAWCUT*
EXISTING GROUND

1
0.15'2

0.60'

0.70'
3

1'

4:1

4

0'-6.7'
VARIES

GORE

5
REMOVE EXISTING CROWN
PLANE AS NECESSARY TO VAR.

TX 30+89.43 TO TX 31+83.66

EXISTING PAVEMENT

2
VAR.

0.15'
VAR.

0.15'
2

VAR.

0.15'

2
VAR.0.15'

2
VAR.

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST12

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 70
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

meingsa

6/4/2019

4:28:50 PM

c:\pwworking\jacobs_b&i\meingsa\dms20633\PS_RS_TX_13.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MXTX

ROADWAY SECTION MXTX-B

LANE

12'

LANESHLD

4'

SHLD

4'

66

PIVOT POINT
PROFILE AND

1.8%1.8%

NOT TO SCALE

MXTX 30+27.70 TO MXTX 31+89.20

`
MXTX

ROADWAY SECTION MXTX-C

12'

LANE

12'

LANESHLD

4'

SHLD

4'

6

PIVOT POINT
PROFILE AND

1.8%1.8%

NOT TO SCALE

MXTX 31+89.20 TO MXTX 32+19.63

SEE BRIDGE SHEETS

SEE BRIDGE SHEETS
APPROACH SLAB

11

10

6

11

10

BORROW
SELECT 

12'-22.9'
VARIES 

`
MXTX

ROADWAY SECTION MXTX-A

LANE SHLD

PIVOT POINT
PROFILE AND

NOT TO SCALE

MXTX 30+01.47 TO MXTX 30+27.70

SEE BRIDGE SHEETS
APPROACH SLAB

BORROW
SELECT 

VARIES

SEE MLMX2 12'-12.8'
VARIES

4'-10.9'
VARIES

4'

6

EXISTING GROUND

FENCE
PROTECTION

FALL

2:1

10

VARIES

4'

6

EXISTING GROUND

FENCE
PROTECTION

FALL

2:
1

10

11
11

SHLD

4'

VARIES

SEE TXMR

VARIES

8

8
0.33'

16

MXTX 32+02.34 TO MXTX 32+19.63

SEE BRIDGE SHEETS
APPROACH SLAB

10'-24'
VARIES

ISLAND
TRAFFIC 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST13

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 71
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

meingsa

6/4/2019

4:28:55 PM

c:\pwworking\jacobs_b&i\meingsa\dms20633\PS_RS_TX_14.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MXTX

12'

LANE

12'

LANE

PIVOT POINT
PROFILE AND

VARIESVARIES

SHLD

4'

ROADWAY SECTION MXTX-D
NOT TO SCALE

MXTX 32+19.63 TO MXTX 34+00.00

6

10

4

4'

SHLD

12'

LANE

VARIES

MXTX 32+19.63 TO MXTX 32+30.64

12'

LANE

VARIES

GORE DETAIL
SEE PVD14 FOR SEE TXMR

VARIES

SEE TXMR

MXTX 32+19.63 TO MXTX 32+55.20

MXTX 32+55.20 TO MXTX 33+49.52

LANE

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

4

2

3

0.60'

0.70'

1
0.15'

23
0.60'0.70'

1
0.15'

2

3
0.60'

0.70'

1
0.15'

2

3

0.60'

0.70'

1
0.15'

4:1

4

4

LANE

VARIES

4'

6
LANE

4'

VARIESVARIES

2
0.60'1

0.15' 3
0.70'

12'

MXTX 33+49.52 TO MXTX 33+49.95

VARIES

0.33'
16

8

8

VARIES

EXISTING GROUND

11

4

4

11

2:
1

10

4'

VARIES
EXISTING GROUND

SHLD

12'

LANE SHLD

4'

VARIES

7

4

EXISTING GROUND

2:1
2

3

0.60'

0.70'

1
0.15'

2%

EXISTING GROUND

VARIES

FOR DRIVEWAY DETAIL
SEE SHEET PVD77

23
0.60'0.70' 1

0.15'

12'

LANE SHLD

4'

MXTX 32+90.81 TO MXTX 33+56.66

MXTX 33+56.66 TO MXTX 34+00.00

SEE TXMR

GROUND
EXISTING 

12'

12'

12'

LANE

VARIES

23
0.60'0.70'

1
0.15'

4'

6

LANE

4'

VARIESVARIES
EXISTING GROUND

2:1

SHLD

0'-4.3'
VARIES

12'-14'
VARIES

MXTX 33+49.95 TO MXTX 34+00.00

FENCE
PERIMETER

SECURE

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST14

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 72
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

meingsa

6/4/2019

4:29:01 PM

c:\pwworking\jacobs_b&i\meingsa\dms20633\PS_RS_TX_15.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
MXTX

LANELANE

PIVOT POINT
PROFILE AND

VARIES

LANE

13'

LANESHLD SHLD

ISLAND
SPLITTER

ISLAND
SPLITTER

ISLAND
SPLITTER

VARIES
VARIESVARIES

2

3

0.60'

0.70'

1
0.15'

8888 8 8

18
1.00'18

1.00'18
1.00'

4

2:1

7

VARIES 13'-16' 0'-7.3'
VARIES

VARIES 13'-15'12'4' 2.5'

EXISTING GROUND

EXISTING GROUND

`
MXTX

12'

LANELANE

PIVOT POINT
PROFILE AND

SHLD

4'

VARIESVARIES

7

VARIES 14'-15'

LANE

12'4'

VARIESVARIES

2
0.60'

1
0.15'

3
0.70'

2:1

LANELANE

12'4'

VARIESVARIESVARIES
2:1

4:1

4

LANELANE

12'4'

VARIESVARIESVARIES

6

4'

1

2

SHLD 7LANE

VARIES 12'-29'

2
0.60'

1
0.15'

3
0.70'

4

2:1

2
0.60'

1
0.15'

3
0.70'

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND
ROADWAY SECTION MXTX-E

NOT TO SCALE

MXTX 34+00.00 TO MXTX 35+06.34

ROADWAY SECTION MXTX-G
NOT TO SCALE

MXTX 35+96.62 TO MXTX 37+07.19

MXTX 34+00.00 TO MXTX 34+16.89

MXTX 34+16.89 TO MXTX 35+06.34
MXTX 34+39.85 TO MXTX 35+06.34

4.3'-6'
VARIES

SAWCUT

SHLD

SHLD

SHLD

SAWCUT*

EXISTING PAVEMENT

8'

SAWCUT*

EXISTING PAVEMENT2' MIN

*SAWCUT 0.5' FROM EXISTING EDGE OF PAVEMENT

VARIES

4:1

2

3
0.60'

0.70'

0.15'
12

3
0.60'

0.70'

0.15'
1

2

3

0.60'

0.70'

0.15'
1

4

3' 1' 1' 1' 1' 1'

2:1

3

4:1
2:1

8'

2' MIN

VARIES 14'-14.7'

VARIES 14.7'-15'

8.6'-11.7'
VARIES

0'-19.1'
VARIES 

0'-5.6'
VARIES

LANE

VARIES

LANE

12'4'

VARIESVARIES

2
0.60'

1
0.15'

3
0.70'

EXISTING GROUND

SHLD

4:1

PIVOT POINT
PROFILE AND

`
MXTX

4

2:1

EXISTING GROUND

LANE

VARIES

7

SHLD

4'-8.6'
VARIES

LANE

16' 13'

VARIES VARIES

15'

ROADWAY SECTION MXTX-F
NOT TO SCALE

MXTX 35+06.34 TO MXTX 35+96.62

4'

1.45'

SAWCUT

2
VAR0.15'

VAR

VARIES 30' TO 31'

LANE

VARIES

LANE

12'4'

VARIESVARIES

2
0.60'2 3

0.70'

EXISTING GROUND
SHLD

15'

2' MIN

2:1
4:1

8'

SAWCUT*

1
0.15'VAR.

MXTX 35+06.34 TO MXTX 35+54.80

SAWCUT

*SAWCUT 0.5' FROM EXISTING EDGE OF PAVEMENT

31'

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST15

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19 73
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

4:08:17 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_TX_16.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
TL

LANE

PIVOT POINT
PROFILE AND

LANE

5
0.15'

VARIESVARIES

EXISTING GROUND

ROADWAY SECTION TL-C

TL 11+08.12 TO TL 11+41.46

NOT TO SCALE

PIVOT POINT
PROFILE AND

LANE

VARIES
EXISTING GROUND

VARIES 10.9'-22.5' 12'

SHLD

6'

1
0.15'

2
0.35'

3
0.35'

2
0.35'

3
0.35'

SHLD

5
0.15'

12' 3.6'-6'
VARIES

PIVOT POINT
PROFILE AND

4:1

12'

LANE

VARIES

SHLD

2'-3.6'
VARIES

4:1

EXISTING GROUND

LANE

VARIES

VARIES 13.4'-22.5'

1

1
0.15'

12'

LANESIDEWALK

16

VARIES

8

0.33'
4

VARIES

3'

2:1

SP/SHLD

1'-23.4'
VARIES 

`
TL

ROADWAY SECTION TL-A

TL 10+40.00 TO TL 10+60.00

NOT TO SCALE

ROADWAY SECTION TL-B

TL 10+60.00 TO TL 11+08.12

NOT TO SCALE

TL

`

SAWCUT**

SAWCUT**

0.15'

EXISTING PAVEMENT

EXISTING PAVEMENT

2
VAR.

1
0.15'

2
VAR.

2
0.35'

1
0.15'

3
0.35'

8

6' 3'-5'
VARIES 

**SAWCUT AT EXISTING EDGE STRIPE

**SAWCUT AT EXISTING EDGE STRIPE

BUFFER

8
0.17'

3

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST16

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

1

74
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

8/26/2020

11:49:23 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_TX_17.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

EXISTING GROUND

ROADWAY SECTION TL-D
NOT TO SCALE

TL 11+41.46 TO TL 13+54.19

1.8%

`
TL

12'

LANE

12'

LANE

SHLD

2'

SIDEWALK

PIVOT POINT
PROFILE AND

16

8

1.8%

2:1
10

6

11

3

11

10

TL 13+24.14 TO TL 13+54.19

SIDEWALK

1.8%

3
0.35'

2
0.35'

VARIES

16

8

2.0%

8

18
1.00'

VARIES

SHLD 

VARIES

TRUCK APRON

SHLD

2'

13.5'

13.5'

2' 2'
0.33'

0.35'

11

11

0.33'

1
0.25'

PATH
SHARED USE

`
SW

SIDEWALK

16
8

0.33'

2:1

13.5'

8

11

2%

12'

LANE

2'

SHLD

PIVOT POINT
PROFILE AND

TL 11+49.72 TO TL 11+49.96

1.8%

3
0.35'

1
0.25'

PATH
SHARED USE

5' 0'-7.6'
VARIES 

2:1
2

0.35'

3
0.35'

11
TL 11+56.96 TO TL 11+89.97

6

12'

LANE

SHLD

2'

PIVOT POINT
PROFILE AND

12'

LANESIDEWALK

PIVOT POINT
PROFILE AND

16

8

0.33'

11

VARIES

2:1

3' 1'

TL 11+41.46 TO TL 11+56.96

`
SW

10'

10'

2%

2%

2%

1.8%

SEE FENCING PLANS

2%

16
8

0.33'

2
0.35'

3
0.35'

13.5'

8

11

2%

12'

LANE

SHLD

PIVOT POINT
PROFILE AND

TL 11+49.96 TO TL 11+64.96

1.8%

VARIES

ROAD DETAIL
FOR MAINTENANCE
SEE SHEET PVD84

TL 11+64.96 TO TL 11+79.96

2'

GROUND
EXISTING 

GROUND
EXISTING 

SHLD

2'

11

10

SIDEWALK

1.8%

16

8

13.5'

0.33'

SEE FENCING PLANS

TL 12+66.53 TO TL 13+24.14

1
0.15'

2
0.35'

3'

SEE FENCING PLANS

1
0.15'

3
0.35'

1
0.15'

1
0.15'

DRIVEWAY
SIDEWALK &

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

1
0.15'

3
0.35'

SIDEWALK

16
8 0.33'

13.5'

8

11

2%

12'

LANE

SHLD

PIVOT POINT
PROFILE AND

TL 11+41.46 TO TL 11+49.72

1.8%

2'

2
0.35'

3
0.35'

1
0.15'

1'

8

8

VARIES 6'-12' 0'-5'
VARIES 

FENCE
PROTECTION

FALL 

BUFFER

GROUND
EXISTING 

GROUND
EXISTING 

GROUND
EXISTING 

10

3
0.17'

0.17'

3

3
0.17'

0.17'

0.17'
3

0.17'
3

0.17'
3

3

SIDEWALK

16

1.8%

13.5'

0.66'

3
0.17'

2:1

1'

SEE FENCING PLANS

TL 12+09.04 TO TL 12+19.54 EXISTING GROUND

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST17

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

07/23/19REV 1 - RFI0165

REV 2 - RFI0366 01/07/20

REV 3 - RFI0542 08/26/20

3

f)-·•c1 .. ,~so~ 
cJ: .. a (l 'l,\)'l.\) 

c0i~s,\\'J},\rJ~ 
\\t.'-'t.~st.U rO 

09/04/20
03/17/20

75
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

4/10/2020

9:57:19 AM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_RS_TX_18.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION TL-F

TRUCK APRONLANE

1.8%

VARIES

SIDEWALK

11
11

8
8

EXISTING GROUND

LANE

2'

SHLD

6#

10

SHLD

TL AND TX ROUNDABOUT

NOT TO SCALE

38.8'

VARIES VARIES

18
1.00'

16

8

0.33'

VARIES 

VARIES VARIES

VARIES VARIES

10

11
8

SEE FENCING PLANS

1.8%

`
TL

12'

LANE

12'

LANE SIDEWALK

PIVOT POINT
PROFILE AND

8

18
1.00'

8

16

ISLAND
SPLITTER

VARIES

3

13.5'0'-10'
VARIES 

2' 2'

0.33'

0.35'

11

1
0.25'

PATH
SHARED USE

`
SW

11

10

SEE FENCING PLANS

8

VARIES

SHLD 

VARIES

EXISTING GROUND

1.8%

`
TL

12'

LANE

12'

LANE SIDEWALK

PIVOT POINT
PROFILE AND

8

18
1.00'

8

16

ISLAND
SPLITTER

VARIES
1.8%

10

6

11

3

SHLD

2'

13.5'

5' 5'

0.33'

0.35'
111

0.25'

PATH
SHARED USE

`
SW

11

10

SEE FENCING PLANS

2:1

VARIES

TRUCK APRON

8

18
1.00'

8

VARIES

SHLD 

VARIES

ROADWAY SECTION TL-E
NOT TO SCALE

TL 13+54.19 TO TL 14+17.19

TL 14+17.19 TO TL 14+89.29

ROADWAY SECTION TL-G
NOT TO SCALE

TL 14+89.29 TO TL 15+29.81

VARIES

2%

2%

0'-17.5'
VARIES 

SEE PVD31 FOR SECTION LINE

10'

10'

1' 1'

1'1'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

4

2
0.35'

3
0.35'

1
0.15' 2

0.35'

3
0.35'

1
0.15'

16
1.33'

FENCE
PROTECTION

FALL

SHLD

2'

4'

6

2:1

11

10

GROUND
EXISTING 

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2:1

4' 11'

ACCESS ROAD
MAINTENANCE

DETAIL
ACCESS ROAD 

FOR MAINTENACE 
SEE SHEET PVD83 

# BARRIER WITH 4' OF SLIDE BEGINS AT 14+82.60

0.17'
3

0.17'
3

3
0.17'

VARIES

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R

HCS .J SAL
O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST18

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

2

REV 2 - RFI0447 04/07/20

03/17/2004/10/2004/10/20
76

1456

AS-BUILT



 

FILE NAME
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DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

10/16/2020

11:44:24 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION TL-H
NOT TO SCALE

TL 15+29.81 TO TL 20+52.77

FENCE
PROTECTION

FALL

`
TL

12'

LANE

12'

LANE

SHLD

2'

4'

SIDEWALK

PIVOT POINT
PROFILE AND6

16

PATH
SHARED USE

2'

10

11

2:1

PATH
SHARED USE

5'

SHLD

VARIES 2'-13.5'

7

4

2:1

2:1

2:1

2%

2.5'
7

5'

2:1

4

16

SHLD SIDEWALK

VARIES

4

16

4

8

8

8

VARIES

1.8%

1.8%

1.8%

SIDEWALK

4'

2:1

TL 16+80.00 TO TL 17+62.55

TL 17+62.55 TO TL 18+52.95

TL 16+58.16 TO TL 17+20.19

TL 18+15.01 TO TL 20+52.77

SHLD

2'

0.33'

11

10

5'

4

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

EXISTING GROUND

VARIES 2'-15.5'

0.33'

0.33'

3
0.35'

1

1.8%

0.25'

3
0.35'

1

1.8%

0.25'

FINISH GRADE

EXISTING GROUND

VARIES 5'-10.6'

`
SW

`
SW

2' MIN

LANE
BIKE 

BIKE LANE

4'

2:1

13.5'

2% 2%

SEE FENCING PLANS

13.5'

10'

2.5'

VARIES

FENCE
PROTECTION

FALL

10

11

2:1

VARIES 6'-13.5'

SEE FENCING PLANS

16

4

8

VARIES 1.8%

6.0'

SIDEWALK

4'

2:1

TL 18+52.95 TO TL 20+52.77

EXISTING GROUND

0.33'

5'

LANE
BIKE 

10'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

1' - 4'
VARIES

0.5' - 2'
VARIES

3
0.17'

0.17'
3

0.17'
3

0.17'
3

COMMON BORROW 16+80.00 TO 20+52.77
GRAVEL BORROW 15+29.81 TO 16+80.00
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47019

R
E
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O

H
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N

C. CONRAD

ROADWAY SECTIONS

RST19

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

2

2

2

2

2

2

REV 2 - RFI0569 10/16/20

03/17/2010/20/20

~iK\NSON 
oc, 'l, 3 1010 ii--w-1 

R£ltf>.S£0 fOR co~S1RUC1\0~ 

77
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AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

5:03:36 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_RS_TX_20.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION TL-I
NOT TO SCALE

TL 20+52.77 TO TL 23+54.00

`
TL

12'

LANE

12'

LANE

5'

PIVOT POINT
PROFILE AND

SIDEWALK

4'

1.8%

8

2:1

4:1

12'

LANE

TL 20+76.85 TO TL 20+82.85

3.2'-5'
VARIES

6'

4 16
0.33'

EXISTING GROUND

EXISTING GROUND

12'

LANE

TL 20+82.85 TO TL 21+26.23

EXISTING GROUND

VARIES

FOR DRIVEWAY DETAIL
SEE SHEET PVD77

8.6'

8.6'

TL 21+55.77 TO TL 21+96.94

LANE

TL 22+80.00 TO TL 23+54.00

EXISTING GROUND

8.6'

PAVEMENT
EXISTING 

PAVEMENT
EXISTING 

PAVEMENT
EXISTING 

TL 21+26.23 TO TL 21+55.77

TL 21+96.94 TO TL 22+80.00

VARIES 11'-12'

LANE
BIKE

SHLD
LANE /

BIKE

EXISTING PAVEMENT

VARIESVARIES

VARIES

VARIES

VARIES

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

2
0.35'

3
0.35'

1
0.15'

SHLD

SHLD

SHLD

0.17'
3

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47019

R
E

D
A

R
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O

H
C
I

N

C. CONRAD

ROADWAY SECTIONS

RST20

REV A - PRELIMINARY REVIEW 03/05/19

N. SCHRADER

S. MEING

REV B - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

1

78
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

5:09:21 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

ROADWAY SECTION WB-C

WB 11+61.60 TO WB 12+80.00

NOT TO SCALE

LANEGORE

VARIES VARIES

PIVOT POINT
PROFILE AND

`
WB

1

LANE

ROADWAY SECTION WB-A

WB 10+24.77 TO WB 10+50.00

NOT TO SCALE

8

18
1.00'

APRON
TRUCK SWLK

6'

1.8%

1'

16

SAWCUT*SAWCUT*

EXISTING GROUND

2%

0'-4.5'
VARIES

SHLD

2' VARIES 0'-19'

8

0.33'

*SAWCUT 0.5' FROM EXISTING GUTTER FACE

4:1

2:1

*SAWCUT 0.5' FROM EXISTING GUTTER FACE

1.25'-8.4'
VARIES

VARIES 14'-39.2'

LANE

VARIES VARIES

PIVOT POINT
PROFILE AND

`
WB

LANE

EXISTING GROUND

EXISTING PAVEMENT

VARIES 12'-14' 14'

EXISTING PAVEMENT

2
0.35'

3
0.35'

1
0.15'

LANEGORE

VARIES VARIES

PIVOT POINT
PROFILE AND

`
WB

LANE

VARIES 14'-20'

ROADWAY SECTION WB-B

WB 10+50.00 TO WB 11+61.60

NOT TO SCALE

818
1.00'

APRON
TRUCK SWLK

6'

1.8%

1'

16

EXISTING GROUND

2%

0'-4.5'
VARIES

SHLD

2' VARIES 0'-19'

8

0.33'

4:1

2:1

1.25'-8.4'
VARIES

VARIES 14'-39.2'

EXISTING PAVEMENT

2
0.35'

3
0.35'

1
0.15'

0.15'

2
VAR.

2
0.35'

3
0.35'

1
0.15' 2

0.35'

3
0.35'

LANE

EXISTING GROUND

14'

2
0.35'

3
0.35'

1
0.15'

WB 11+00.50 TO WB 11+61.60

STD. PLAN FR-18
PER CITY OF LAKEWOOD

HMA WEDGE CURB

20'

STD. PLAN FR-18
PER CITY OF LAKEWOOD

HMA WEDGE CURB

4:1

STD. PLAN FR-18
PER CITY OF LAKEWOOD
HMA WEDGE CURB##

## HMA CURB WB 12+09.39 TO WB 12+24.28

0.17'
3

0.17'
3
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C. CONRAD

ROADWAY SECTIONS

RST21

N. SCHRADER

S. MEING

REV A - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

1

1

79
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

5:13:41 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

NOTES:

CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 64-22 LEVELING COURSE

LEGEND

COMMON BORROW INCLUDING HAUL

GUARDRAIL

CONCRETE BARRIER

1

2

3

4

6

11

5 HMA PLANING

7

9

8

(SEE WALL PLANS FOR DETAILS)
RETAINING WALL 10

(SEE WALL PLANS FOR DETAILS)
NOISE WALL 

12

13

HMA CL. 1/2 IN. PG 64-22 WEARING COURSE

14

15

16

17

CONCRETE MOW STRIP

CEMENT CONCRETE SIDEWALK

CAVFS (SEE DRAINAGE PLANS)

EARTH WALL
GRAVEL BORROW FOR STRUCTURAL

PLANS FOR DETAILS
SECURITY BARRIER. SEE WALL AND BRIDGE

CONCRETE CURB

18 STAMPED CONCRETE TRUCK APRON

SECURITY FENCE

PASSIVE VEHICLE BARRIER

   TO ACHIEVE A PLANAR SURFACE PRIOR TO HMA OVERLAY.
11.   PRELEVELING WITH HMA CL. • IN. PG 64-22 MAY BE UTILIZED

10.   SEE LANDSCAPE PLANS FOR PLANTING SOIL DEPTHS.

9.     SEE ITS PLANS FOR GRADING AT CABINET PADS.

   FOUNDATIONS.
8.     SEE ILLUMINATION PLANS FOR GRADING AT LIGHT POLE

OF BEING PLACED DIRECTLY ON CRUSHED SURFACING.
BARRIER MAY BE PLACED ON A LEVELING PAD IN LIEU7.

ROADWAY PROFILE & SUPERELEVATION SHEETS.
CROSS SLOPE VARIES. SEE SUPERELEVATION DIAGRAM ON6.

SECTION STATION RANGE.
PLANS FOR AREAS NOT INCLUDED WITHIN ROADWAY
SEE PAVING, PAVEMENT MARKING, AND SITE PREPARATION5.

   BARRIER TYPES.
SEE PAVING PLANS FOR GUARDRAIL, CURB, AND 4.

SEE SITE PREPARATION PLANS FOR SAWCUT LIMITS.3.

ALL DIMENSIONS ARE IN FEET UNLESS OTHERWISE NOTED.2.

IN THE WSDOT STANDARD SPECIFICATIONS.
DEPTHS.  COURSES SHALL NOT EXCEED DEPTHS DEFINED
ALL SURFACING AND PAVING DEPTHS ARE COMPACTED1.

`
SP

PIVOT POINT
PROFILE AND

SWLK

1'

1.8%

8
16

0.33'

4:1

2
0.35'

3
0.35'

LANE

1

2

VARIES

1

5
0.15'

LANE LANE

VARIES

1

LANE

VARIES

5
0.15'

EXISTING PAVEMENT

EXISTING GROUND

EXISTING GROUND

VARIES 15.2'-15.3' VARIES 14.8'-16.7'

VARIES 16.7'-26.7'

ROADWAY SECTION SP-B
NOT TO SCALE

SP 100+56.86 TO SP 100+70.00

0.15' 0.15'

ROADWAY SECTION SP-A
NOT TO SCALE

SP 100+33.37 TO SP 100+56.86

VARIES

`
SP

VARIES 10'-11'

SAWCUT**

VARIES 15.3'-15.5'

**SAWCUT 1.0' FROM PROPOSED GUTTER FACE

EXISTING PAVEMENT

15'

PIVOT POINT
PROFILE AND

0.15'

5
0.15'

1
0.15'

VAR.
0.17'

3
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C. CONRAD

ROADWAY SECTIONS

RST22

N. SCHRADER

S. MEING

REV A - FINAL REVIEW 04/26/19

REV 0 - RELEASED FOR CONSTRUCTION 05/31/19

01/07/20REV 1 - RFI0366

1
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AS-BUILT



SCALE IN FEET

0 50 100

SR5 LINE N 68°54'03" E

T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 189+98.01 13°39'29" RT 2860.00' 342.50' 681.76'

SR5 LINE 193+00.00

I-5 MP 120.01

BEGIN PROJECT

-4.6% EXIST RT

4% EXIST LT

WSDOT ROW

WSDOT ROW

RAILROAD ROW

SR5 186+55.51 PC 

SR5 193+37.27 PT 

N 5
5°14
'34" 

E

AL01

ALIGNMENT PLAN

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

M. PANICK

GENERAL NOTES:

07/10/18

P. CROWLEY

NB I-5

SB I-5

S
E

E
 

S
H

E
E

T
 

A
L
0
2

M
A

T
C

H
 

L
IN

E
 

S
R
5
 
1
9
8
+
0
0

SR5 189+94.46, 26.55' LT

N 979423.88, E 1443811.53 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

LEGEND

-  EASEMENT BOUNDARY

-  RIGHT OF WAY BOUNDARY

-  CONSTRUCTION ALIGNMENT

-  RAILROAD RIGHT OF WAY BOUNDARY

-  RAILROAD CENTER OF TRACK

-  SECTION LINE

-  LIMITED ACCESS BOUNDARY

-  TURNBACK LINE

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION
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SOUND TRANSIT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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9511

9509

340.476

340.960

340.318

SET HUB & TACK

SET HUB & TACK

SET HUB & TACK

SCALE IN FEET

0 50 100

SR5 LINE
N 68°54'03" E

T.19N. R.2E. W.M.

WSDOT ROW

WSDOT ROW

RAILROAD ROW

GENERAL NOTES:

ALIGNMENT PLAN

AL02

M. PANICK

A. SCHMIDTMAN

07/10/18REV A - PRELIMINARY REVIEW
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P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION

200 205

SOUND TRANSIT
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DATE DATE
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JOB NUMBER
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NO.

STATE FED.AID PROJ.NO.

WASH
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PLAN REF NO
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9/24/2018

11:56:54 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Department of Transportation
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WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/18/2019

1:08:10 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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SCALE IN FEET

0 50 100

SR5 LINE

T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 214+75.71 18°22'53" RT 2697.00' 436.37' 865.24'

N 68°
54'03"

 E
MR LINE

NBCD LINE

N 87°16'56" E

S 89°08'21" E

MR 320+64.11, 44.00' RT

NBCD 20+00.00 POB =

-4% EXIST RT

4% EXIST LT

03°38'41" RT 2692.00' 171.25'MR 318+85.65 85.65' -4% EXIST RT

N 88°39'29" E

WSDOT ROW

WSDOT ROW

RAILROAD ROW

SR5 210+39.35 PC 

SR5 219+04.58 PT 

MR 319+71.25 PT 

GENERAL NOTES:

REV A - PRELIMINARY REVIEW

 A. SCHMIDTMAN

ALIGNMENT PLAN

AL03

M. PANICK

07/10/18
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SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18

SR5 217+97.78, 5.00' RT

MR 318+00.00 POB/PC =

REV 0 - RELEASED FOR CONSTRUCTION

10/14/18REV C - FINAL REVIEW

1

1

11/11/19REV 1 - RFI0306

83
1456

AS-BUILT
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SOUND TRANSIT
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/18/2019

1:12:13 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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S
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SCALE IN FEET

0 50 100

SR5 LINE

41ST DIVISION DR SB ON-RAMP

TO WB

TO EB

FROM WB

FROM EB

SBCD 423+37.36 PT 

SR5 224+88.50 PC 

NBCD 24+19.38 PC 

NBCD 30+33.12 PT 

WSDOT ROW

WSDOT ROW

RAILROAD ROW

MR LINE

SBCD LINE

NBCD LINE

N 88°39'29" E

N 87°16'56" E

S 89°08'21" E

N 82°36'48" E

T.19N. R.2E. W.M. P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 228+52.30 18°22'09" LT 2250.00' 363.80' 721.36'

19°46'31" LT 1515.34' 264.13' 523.01'MR 328+11.40

21°58'41" LT 310.69' 613.74'NBCD 27+30.07 1600.00' 4% EXIST RT

-10% EXIST LT

10% EXIST RT

4°40'08" LT 122.30' 244.46'SBCD 422+15.20 3000.00'

CURVE DATA

MR 325+47.27 PC 

MR 330+70.28 PT 

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN

M. PANICK

07/10/18

GENERAL NOTES:
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P. CROWLEY
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CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION

SR5 221+54.62, 59.00' LT 

SBCD 420+92.90 POB/PC=

SBCD 425+04.40 PC

10/14/19REV C - FINAL REVIEW

-4% EXIST LT

SBCD 428+65.50 13°43'37" LT 3000.00' 361.10' 718.74' -2% EXIST LT

1

1

11/11/19REV 1 - RFI0306

84
1456

AS-BUILT
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9/24/2018

11:57:46 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET
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GENERAL NOTES:

A. SCHMIDTMAN

 

REV A - PRELIMINARY REVIEW  ALIGNMENT PLAN
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SR5 240+47.79, 41.80' LT

N 980849.49, E 1448619.48 =

EXISTING SURVEY MONUMENT

CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 85
1456

AS-BUILT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Department of Transportation
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SCALE IN FEET

0 50 100

SR5 LINE

WSDOT ROW

T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 248+48.36 11°56'46" LT 4040.00' 422.70' 842.34'
7% EXIST RT

-7% EXIST LT

SR5 244+25.66 PC 

NBCD 45+13.63 PC 

NBCD 50+97.16 PCC 

SBCD 444+12.61 PC 

11°30'47" LT 2904.00' 292.75' 583.53' 2% EXIST RTNBCD 48+06.38

14°42'15" LT 3010.00' 388.37' 772.48' -2% EXIST LTSBCD 448+00.99

MR LINE

NBCD LINE

SBCD LINE

GENERAL NOTES:

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN
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CONSTRUCTION EASEMENT

TEMPORARY

SR5 246+95.12, 126.39' RT

N 980937.07, E 1449288.32 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18

41ST DIVISION DR SB OFF-RAMP TO WB

OFF-RAMP TO WB

41ST DIVISION DR NB

SR5 244+92.08, 7.50' RT

MR 345+01.52 POE =

REV 0 - RELEASED FOR CONSTRUCTION 86
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11:58:02 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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SCALE IN FEET

0 50 100
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SB I-5

NB I-5

41ST DIVISI
ON DR NB ON-RAMP

41ST DIVISION DR SB OFF-RAMP

WSDOT ROW

WSDOT ROW

RAILROAD ROW

T.19N. R.2E. W.M.

SR5 257+06.25 PT 

SR5 259+65.16 PC 
SBCD 451+85.09 PT 

SBCD 457+94.37 PC 

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

NBCD 53+27.22 6°16'14" LT 4200.00' 230.06' 459.66' 2% EXIST RT

SBCD 459+90.40 7°00'39" RT 3200.00' 196.02' 391.56' 3% EXIST LT

SBCD LINE

NBCD LINE

GENERAL NOTES:

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

AL07

ALIGNMENT PLAN

M. PANICK

07/10/18
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P. CROWLEY

CONSTRUCTION EASEMENT

TEMPORARY

SR5 258+83.07, 47.38' LT

N 981731.72, E 1450199.42 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18

SR5 256+38.01 1°56'01" LT 4045.00' 68.26' 136.50'
7% EXIST RT

-7% EXIST LT

SR5 255+69.75, 55.00' RT

NBCD 55+56.82 PT/POE =

SR5 255+69.75 PCC/AP

SR5 252+67.99 PCC/AP

REV 0 - RELEASED FOR CONSTRUCTION 87
1456

AS-BUILT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET
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SB I-5

NB I-5

T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 264+20.70 18°10'53" RT 2847.00' 455.54' 903.42'
-4% EXIST RT

3% EXIST LT

WSDOT ROW

RAILROAD ROW

WSDOT ROW

SR5 268+68.58 PT 

SR5 262+93.16, 54.00' LT

SBCD 461+85.93 POE/PT =
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GENERAL NOTES:

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN
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CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION

SR5 269+18.96 AP 

1
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11/13/19REV 1 - RFI0313

88
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AS-BUILT
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CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION
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11/13/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Washington State

Department of Transportation

C9133

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

89
1456

AS-BUILT



S62747

S62740

S62741

GR ST DNC

277.594

279.464

278.205

285

290

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 288+32.11 18°13'04" LT 2920.00' 468.17' 928.44'
3% EXIST RT

-2% EXIST LT

T.19N. R.2E. W.M.

SR5 283+63.93 PC 

SR5 292+92.38 PT 

 A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN
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CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

REV B - FINAL REVIEW 08/02/18

REV A - PRELIMINARY REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 90
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AS-BUILT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SOUND TRANSITSOUND TRANSIT

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SR5 LINE

SB I-5

NB I-5

N 50°43'14" E

WSDOT ROW

WSDOT ROW

RAILROAD ROW

SEC. 29

SEC. 28

SEC. 20 SEC. 21

T.19N. R.2E. W.M.

GENERAL NOTES:

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN

AL11
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CONSTRUCTION EASEMENT

TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 91
1456

AS-BUILT
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NO.
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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T.19N. R.2E. W.M.

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN
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P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 92
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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SCALE IN FEET

0 50 100
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SB I-5

NB I-5
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BXML LINE

T.19N. R.2E. W.M.
CURVE DATA

P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 319+87.10 03°15'23" RT 610.39'10740.00' 305.28'
-3% RT

-2% LT

WSDOT ROW

WSDOT ROW

RAILROAD ROW

SR5 316+81.82 PC 

SR5 322+92.21 PT 

SR5 327+82.56 PC 

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

GENERAL NOTES:

M. PANICK

07/10/18 ALIGNMENT PLAN

AL13

SEE SHEET AL25

SEE SHEET AL25
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P. CROWLEY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.
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BERKELEY ST SB ON-RAMP

08/02/18REV B - FINAL REVIEW
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CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN
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07/10/18 ALIGNMENT PLAN
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GENERAL NOTES:

SEE SHEET AL27
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MP 122.67

BXW 298+74.89, 0.00' RT

SR5 333+20.72, 0.00' RT =

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

SR5 334+40.89, 125.74' LT

N 985878.81, E 1456434.90 =

EXISTING SURVEY MONUMENT

SR5 334+45.41, 99.80' RT

N 985707.03, E 1456581.12 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

BERKELEY ST SB ON-RAMP

BERKELEY ST NB ON-RAMP

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION
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JOB NUMBER

REGION

NO.
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WASH
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9/24/2018
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CORRIDOR IMPROVEMENTS
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REV A - PRELIMINARY REVIEW
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GENERAL NOTES:
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CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION
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08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 96
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SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO
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9/24/2018

11:59:41 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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SCALE IN FEET
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NB I-5

SOUND TRANSIT

WSDOT ROW

WSDOT ROW

RAILROAD ROW

T.19N. R.2E. W.M.

THORNE-BERKELEY CONNECTOR

GENERAL NOTES:

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

AL17
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P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 97
1456

AS-BUILT
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SCALE IN FEET

0 50 100
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SB I-5

NB I-5

T.19N. R.2E. W.M.
CURVE DATA

P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 370+32.02 03°07'17" RT 11999.00' 326.91' 653.66'
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RAILROAD ROW

SR5 367+05.11 PC

SR5 373+58.77 PT

MRTX LINE

MLMX1 LINE

AL18

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

M. PANICK

07/10/18 ALIGNMENT PLAN

GENERAL NOTES:

SR5 375+84.01 PC

SEE SHEET AL35

THORNE-BERKELEY CONNECTOR
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CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

NB OFF-RAMP

THORNE LANE 

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

SEE SHEET AL35

09/21/18REV 0 - RELEASED FOR CONSTRUCTION

10/24/19REV 1 - RFI0283

-2% EXIST RT

-1% EXIST LT

2

02/12/20REV C - FINAL REVIEW

03/17/20REV 2 - RFI0429

370

375

SOUND TRANSITSOUND TRANSIT

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

3/17/2020

3:50:11 PM
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10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Department of Transportation
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03/17/20

98
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AS-BUILT
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AS-BUILT



SCALE IN FEET
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THORNE/BERKELEY SB OFF-RAMP

WSDOT ROW

RAILROAD ROW

WSDOT ROW

SR5 388+47.16 PT

THORNE LANE NB ON-RAMP

T.19N. R.2E. W.M.

TXMR LIN
E

MLMX1 LINE

GENERAL NOTES:

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

M. PANICK

07/10/18 ALIGNMENT PLAN

AL20

SEE SHEET AL42

SEE SHEET AL38
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CONSTRUCTION EASEMENT

EXISTING TEMPORARY

MLMX2 LINE

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

RAILROAD ROW

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION
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SOUND TRANSIT

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

11:59:57 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

100
1456

AS-BUILT
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:00:02 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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SCALE IN FEET

0 50 100
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SB I-5

NB I-5

WSDOT ROW

WSDOT ROW

T.19N. R.2E. W.M.
CURVE DATA

P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 398+00.61 PC

SR5 400+66.47 03°03'40" RT 9950.00' 265.86' 531.59'

SR5 403+32.20 PT

THORNE/BERKELEY SB OFF-RAMP

-2% EXIST RT

-2% EXIST LT

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

AL21

ALIGNMENT PLAN07/10/18

M. PANICK

GENERAL NOTES:

SEE SHEET AL43
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THORNE LANE NB ON-RAMP

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 101
1456

AS-BUILT
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FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:00:08 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SCALE IN FEET
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NB I-5

WSDOT ROW

WSDOT ROW

N 50°43'01" E

T.19N. R.2E. W.M.
GENERAL NOTES:

AL22

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN
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CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 102
1456

AS-BUILT
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FILE NAME
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:00:14 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SCALE IN FEET

0 50 100
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SB I-5

NB I-5

WSDOT ROW

N 54°05'26" E

N 50°43'01" E

WSDOT ROW

T.19N. R.2E. W.M.GENERAL NOTES:

AL23

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

SR5 422+73.71 3°22'25" RT 306.27' 612.36'
NC EXIST RT 

NC EXIST LT
10400.00'

GXML 12+71.46 4°21'38" LT 271.46' 542.65'7130.00' -2% EXIST LT

SR5 419+67.44 PC

SR5 425+79.80 PT
NB OFF-RAMP

GRAVELLY LAKE DR 

DR SB ON-RAMP
GRAVELLY LAKE 
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GXML LINE

RAILROAD ROW

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

SR5 426+28.41, 63.52' RT

N 991590.82, E 1463621.84 =

EXISTING SURVEY MONUMENT

SR5 419+39.17, 63.67' RT

N 991173.02, E 1463078.52 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

09/21/18

SR5 LINE 427+00

I-5 MP 124.45

END PROJECT

SR5  424+50.19, 52.50' LT

GXML 10+00.00 POB/PC=

REV 0 - RELEASED FOR CONSTRUCTION 103
1456

AS-BUILT
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:00:24 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_AL24.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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GENERAL NOTES:

AL24

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

07/10/18

M. PANICK

ALIGNMENT PLAN

GXML 15+42.65 PT 

GXML 16+12.12 PC 

GXML 17+45.40 PT 

SR5 434+12.78, 105.87' LT

GXML 19+64.96 POE =

GXML LINE

SR5 437+43.31 POE

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

GXML 16+78.77 02°07'16" RT 3600.00' 66.65' 133.28' 2% EXIST LT
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SOUND TRANSIT

P. CROWLEY

SR5 432+45.03, 122.34' RT

N 991904.82, E 1464155.76

EXISTING SURVEY MONUMENT

SR5 433+78.12, 127.00' RT

N 991979.11, E 1464266.29

EXISTING SURVEY MONUMENT

SR5 429+07.81, 69.67' LT

N 991862.56, E 1463770.02

EXISTING SURVEY MONUMENT

SR5 430+44.09, 84.00' LT

N 991954.09, E 1463871.99

EXISTING SURVEY MONUMENT

SR5 431+48.93, 92.20' LT

N 992022.22, E 1463952.10

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

SR5 LINE 437+43.31

I-5 MP 124.65

END CONSTRUCTION

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 104
1456

AS-BUILT
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CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

196.19'1°51'29" LT

T.19N. R.2E. W.M.
BXML 9+60.87 6050.00' 98.10' -2% LT

443.15'0°41'31" RT 8280.00' -2% LTBXML 12+80.59 221.63'

182.37'0°58'39" RT -2% RTMRBX 10+91.19 10691.00' 91.19'
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

AL25

GENERAL NOTES:

SEE SHEET AL13

SB I-5

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SR5 LINE

MRBX LINE

BXML LINE

SR5 318+53.72, 49.00' RT

MRBX 10+00.00 PC/POB =

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

BERKELEY ST SB ON-RAMP

OFF-RAMP

BERKELEY ST NB 

SOUND TRANSIT

09/21/18

SR5 316+81.82, 49.00' LT

BXML 8+18.48 POB =

BXML 8+62.77 PC 
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REV 0 - RELEASED FOR CONSTRUCTION
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CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET
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SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.
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SOUND TRANSIT

T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

BXML 19+04.85 224.06'

572.29'

01°17'02" LT

10°55'47" RT

112.04'

MRBX 14+69.38 3000.00'

WSDOT ROW

RAILROAD ROW

WSDOT ROW

BXML 15+02.11 PT 

BXML 17+92.81 PC 

BXML 20+16.87 PT 

MRBX 17+54.66 PT 

MRBX 19+12.20 PC 

10000.00' -2% LT

287.01' -4% RT

397.75'12°43'53" LTMRBX 21+11.90 1790.00' 199.70' 3% RT

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

AL26

ALIGNMENT PLAN

M. PANICK

07/10/18

S
E

E
 

S
H

E
E

T
 

A
L
2
5

M
A

T
C

H
 

L
IN

E
 

M
R

B
X
 
1
4
+
5
0

S
E

E
 

S
H

E
E

T
 

A
L
2
5

M
A

T
C

H
 

L
IN

E
 

B
X

M
L
 
1
4
+
5
0

S
E

E
 

S
H

E
E

T
 

A
L
2
7

M
A

T
C

H
 

L
IN

E
 

B
X

M
L
 
2
2
+
0
0

S
E

E
 

S
H

E
E

T
 

A
L
2
7

M
A

T
C

H
 

L
IN

E
 

M
R

B
X
 
2
2
+
0
0

GENERAL NOTES:

SEE SHEET AL13

SB I-5

OFF-RAMP

BERKELEY ST NB 

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.
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MRBX 23+09.95 PT 
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MRBX 23+14.52, 12.50' RT

MRBXE 10+00.00 POB/PC =

MRBXE 10+65.25 PCC 
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BXMR 11+74.60, 12.50' RT
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BXMR 10+86.47 PC 
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BXW 297+64.57, 0.00' RT

MLBX 10+00.00 POB =

BXML 24+56.26 POE =

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

MRBXE 10+33.84 37°23'17" RT 100.00' 33.84' 65.25' -2% RT

BXMR 11+97.90 02°56'05" LT 4350.00' 2% RT111.43' 222.81'

BXWMR 10+30.66 28°39'56" LT 120.00' -2% LT30.66' 60.04'

BXWMR 11+40.33 54°10'22" LT 157.00' -2% LT148.44'80.29'

SEE SHEET AL26
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

GENERAL NOTES:

SEE SHEET AL28

MATCH LINE MLBX 12+00

SEE SHEET AL28
MATCH LINE BXMR 12+00
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T.19N. R.2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

BXMR 14+63.93 2370.00' 308.86'07°28'01" LT 154.65'

BXMR 13+09.28 PCC BXMR 16+18.14 PT 

BXMR 18+97.34 PC 

MLBX 19+49.63 PC 

4% RT
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

GENERAL NOTES:

SB I-5

CONNECTOR
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EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION
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ON-RAMP
BERKELEY ST NB 
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  C. MEADE

MP 120.01 TO MP 124.45
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SCALE IN FEET

0 30 60

MLBX LINE

SR5 LINE

NB I-5

BXMR LINE

T.19N. R.2E. W.M.

SOUND TRANSIT

WSDOT ROW

WSDOT ROW

RAILROAD ROW

BXMR 23+64.02 PCC 

SR5 348+30.11, 49.00' RT

BXMR 25+19.02 PT/POE =

SR5 346+12.34, 76.00' LT

MLBX 22+88.36 PT/POE =

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

BXMR 21+31.15 08°54'46" RT 3000.00' 233.81' 466.68' -4% RT

BXMR 24+41.52 0°44'35" RT 155.00'11950.00' 77.50' -1% EXIST RT

MLBX 21+19.01 01°37'02" LT 338.73'12000.00' 169.38' -2% LT
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

GENERAL NOTES:

SB I-5

CONNECTOR

THORNE-BERKELEY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION
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1.

08/02/18REV B - FINAL REVIEW
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BERKELEY ST NB 

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 109
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T. 19N. R2E. W.M.CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

NC

NC

NC

NC

NC

NC

NC

MRBXE 12+05.78 PT 

WSDOT ROW

TURNBACK LINE

BXE 11+54.77 PT 

BXE 13+33.73 PC 

BXE 15+75.42 PT 

BXE 16+27.61 PC 

BXE 17+37.67 PCC 

BXE 18+56.34 PT 

BXE 18+85.94 POE 

BXE 12+73.09, 26.00' RT

MRBXE 13+28.99 POE =

BXE 14+88.17, 0.00' LT

BXT 400+00.00 POB/PC =

BXE 10+90.94 16°04'34" RT 458.00' 64.68' 128.51'

BXE 14+71.80 69°14'22" LT 138.07' 241.69'

BXE 16+84.89 39°10'13" RT 161.00'

200.00'

57.28' 110.07'

BXE 17+97.29 13°35'53" RT 500.00' 59.61' 118.67'

164°05'03" LT 91.50' 654.54' 262.04'BXT 406+54.54

NC140.53'MRBXE 11+44.48 65°59'45" RT 122.00' 79.22'

BXW 302+71.25 PT 

BXW 303+33.64 PC 

BXW 305+93.01 PT 

BXW 304+68.89, 0.00' LT 

BXT 402+62.04 POE/PT =

BXE 18+85.89, 12.75' LT

BXW 308+66.28 POE =

BXW 304+65.38 24°46'03" RT 600.00' 131.74' 259.36'

BXW 301+87.86 25°10'08" LT 386.00' 86.17' 169.56'

BXWMR 12+08.48 PCC 

NCBXWMR 12+42.12 27°01'19" LT 140.00' 33.64' 66.03'
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

GENERAL NOTES:

ALIGNMENT PLAN07/10/18

M. PANICK

BXW 302+43.30, 24.00' LT
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CONSTRUCTION EASEMENT

EXISTING TEMPORARY

P. CROWLEY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION
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08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION
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BXW 294+38.58 PCC 
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SEE SHEET AL32
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

M. PANICK

07/10/18 ALIGNMENT PLAN

AL31

SEE SHEET AL33

GENERAL NOTES:

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

BXW 286+58.49 110.00'66°47'49" LT

BXW 295+72.42

BXW 293+14.44 35°27'13" RT 415.00'

72.53' 128.24'

157°35'29" LT 170.00' 858.22' 467.58'

132.66' 256.80'

BK 95+53.44, 0.00' RT

BXW 285+85.96 POB/PC =

BXW 287+14.20 PCC 

SEE SHEET AL32

P. CROWLEY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

CITY ROW

CITY ROW

08/02/18REV B - FINAL REVIEW

W
A
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E

09/21/18

1.8%

-1.8% CROWN

-1.8% CROWN

REV 0 - RELEASED FOR CONSTRUCTION 111
1456
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:01:23 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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BK LINE

T. 19N. R2E. W.M. CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

WSDOT ROW

TURNBACK LINE

WSDOT ROW

LAKEWOOD

CITY OF 

BKB 11+10.15 PT

BKB 10+17.61 PC

S 39°14'53" E

S 12°44'22" E

BK 95+03.64 AP

S 39°15'05" E

11°59'27" RT 73.52' 2% CROWN700.00'BK 97+78.08

SEE SHEET AL31

SEE SHEET AL33

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

AL32

ALIGNMENT PLAN07/10/18

M. PANICK

GENERAL NOTES:

BK 97+04.57 PC 

BK 98+51.06 PRC 

BK 98+73.11 PT 

BKB 10+64.72 26°30'36" RT 200.00' 47.11' 92.54' 2% CROWN

BK 98+62.10 07°01'00" LT 180.00' 11.04' 22.04' 2% CROWN

146.50'

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

S 34°16'38" E

UA 200+00.00, 0.00' RT

CM 150+00.00, 0.00' RT =

BK 100+00.00 POE =

P. CROWLEY

BXW 287+08.03, 0.00' RT

BKB 11+99.85 POE =

S 39°14'58" E

BK 92+67.77, 0.00' RT

BKB 10+00.00 POB =

BK 95+03.64, 0.00' RT

N 986467.09, E 1455954.09 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

CITY ROW

CITY ROW

08/02/18REV B - FINAL REVIEW

BK 95+02.85

WA 10+00.00 =
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09/21/18REV 0 - RELEASED FOR CONSTRUCTION 112
1456
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DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

conradcs

9/24/2018

12:01:35 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_AL33.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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CM 147+61.34 POB 

CM 148+12.75 PC 

CM 148+40.76 PT 

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW

AL33

ALIGNMENT PLAN07/10/18

M. PANICK

GENERAL NOTES:

SEE SHEET AL32

SEE SHEET AL31

CITY ROW

CM 149+63.23 PT 

CM 149+39.62 PC 

BK 100+00.00, 0.00' RT

UA 200+00.00 POB = 

CM 150+00.00 POE = 

UA 200+51.62 PC

UA 200+72.20 PT

UA 200+90.85 PC

UA 201+78.63 PRC 

UA 202+58.59 PT

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

03°55'47" LT 300.00' 10.29' 20.58'

25°08'50" LT 200.00'

13°05'24" RT 350.00' 40.16' 79.96'

08°26'45" RT 190.00' 14.03'

UA 200+61.91 2% CROWN

UA 201+35.45 2% CROWN

UA 202+18.78 2% CROWN

CM 148+26.78 2% CROWN

2% CROWN11.86'100.00'13°31'26" LTCM 149+51.48

44.61' 87.78'

28.01'

23.60'

P. CROWLEY

RAILROAD ROW

UA LINE

UNION AVE

MILITIA DR

CM LINE

N 37°13'17" E

UA 200+32.72, 7.37' RT

N 986071.80, E 1456277.07 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

CITY ROW

TURNBACK LINE

CITY ROW

08/02/18REV B - FINAL REVIEW

09/21/18REV 0 - RELEASED FOR CONSTRUCTION 113
1456

AS-BUILT



SCALE IN FEET

0 30 60

MRTX LINE

SR5 LINE

NB I-5

SB I-5

WSDOT ROW

WSDOT ROW

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

MRTX 302+36.17 02°15'02" RT 12023.70' 236.17' 472.28'

S
E
C
T
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N
 
2
1

S
E
C
T
IO

N
 
2
2

THORNE LANE NB OFF-RAMP

MLMX1 LINE

T.19N. R.2E. W.M.
-2% RT

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN

AL34

07/10/18

GENERAL NOTES:

SEE SHEET AL18

THORNE-BERKELEY CONNECTOR
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SR5 366+26.20, 49.00' RT

MRTX 300+00.00 PC/POB =

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

SR5 368+89.20, 90.37' LT

MLMX1 398+64.74 POB =

MRTX 304+72.28 PCC 

01/28/19REV 1 - RFI0034

2

02/12/20REV C - FINAL REVIEW

03/17/20REV 2 - RFI0429
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET
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SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

3/17/2020

2:36:38 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SCALE IN FEET

0 30 60

MRTX LINE

SR5 LINE

NB I-5

SB I-5

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

WSDOT ROW

WSDOT ROW

MRTX 306+44.22 09°49'39" RT 2000.00' 171.94' 343.04'

T.19N. R.2E. W.M.

THORNE LANE NB OFF-RAMP

AL35

REV A - PRELIMINARY REVIEW

 

 

 

07/10/18 ALIGNMENT PLAN

GENERAL NOTES:

01°49'03" RT 6830.00' 216.65' NCMLMX1 402+72.97
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EXISTING TEMPORARY
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THORNE-BERKELEY CONNECTOR

SEE SHEET AL18
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SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

MLMX1 LI
NE

MLMX1 401+64.64 PC

MLMX1 403+81.29 PT

MLMX1 404+65.17, 12.00' RT
MLMX2 498+45.73 PC/POB = 

02°16'15" RT 4360.00' 172.80' NCMLMX2 499+32.14

-6% RT

MLMX2 LINE

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/14/18REV 1 - CURVE DATA TABLE UPDATE

86.41'

MRTX 309+51.14 PRC

MRTX 308+15.32 PCC

MRTX 308+83.34

MRTX 309+92.92

07°46'55" RT

04°47'04" LT

1000.00'

1000.00'

68.02'

41.78'

135.82' -4% RT

+2% RT

01/28/19

MRTX 310+34.65 PCC

83.51'

MRTX 310+86.47 11°49'59" LT 500.00' 51.82' 103.26' NC

REV 2 - RFI0034

02/12/20REV C - FINAL REVIEW

3

108.33'3

REV 3 - RFI0429 03/17/20
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NO.

STATE FED.AID PROJ.NO.

WASH
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PLAN REF NO

SchmidAL

3/17/2020

2:40:57 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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J. WYNANDS

Washington State

Department of Transportation
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MRTX 312+06.39 64°45'09" RT 108.00' 68.48' -

MXTX 36+75.56 15°22'39" RT 336.79' 90.39' -

02°23'07" LT 6860.00' NCMLMX1 407+84.40 142.81' 285.59'

MLMX2 511+18.64 03°48'51" LT 4350.00' 289.57'

-260.37'29°33'28" RTTX 26+33.11 68.69'
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SEE SHEET AL19

GENERAL NOTES:

REV A - PRELIMINARY REVIEW 07/10/18 ALIGNMENT PLAN

AL36

SEE SHEET AL35
MATCH LINE MLMX1 406+00

SEE SHEET AL42
MATCH LINE MLMX1 410+00
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SEE SHEET AL35

MATCH LINE MRTX 311+00

SEE SHEET AL37
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SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEWA. SCHMIDTMAN

N. SCHRADER

N. SCHRADER 12/04/18REV 0 - RELEASED FOR CONSTRUCTION

MLMX1 406+41.59 PC

MLMX1 409+27.17 PT

MLMX2 503+80.15 PT

MXTX 37+20.48 PT
TX 26+87.69 POC
MXTX 37+64.95 POE = 
MRTX 313+17.76 POE =

TX 25+64.42 PC

144.84' NC

45.47'

MLMX2 500+18.53 PRC

12/14/18REV 1 - CURVE DATA TABLE UPDATE

MLMX2 501+99.44 04°39'22" LT 4450.00' 180.91' 361.62' NC

01/28/19

MRTX 312+87.50 PT

MRTX 312+59.97 PT

122.06'

MRTX 312+74.88 43°31'41" LT 13.97' 26.59' -

MXTX 36+30.10 PCC

2

134.32'

TX 27+32.29 25°12'58" RT 150.00' 33.55' -66.02'

TX 27+79.43 22°08'28" LT 14.67' 28.98' -75.00'

TX 28+10.73 33.77' -16.99'125.00'

TX 26+98.74 PCC

R = 40'

TX 27+64.76 PRC

TX 27+93.74 PRC

TX 28+27.51 PT

2

2

2

MXTX 37+29.35, 18.24' RT
TXRAB 2+51.33 POE =
TXRAB 0+00.00 POB =

MRTX 312+60.91 PC

MRTX 311+37.91 PRC

35.00'

15°28'51" RT

REV 2 - RFI0034

0

25
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE
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JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

1/29/2019

8:45:11 AM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_AL39.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Washington State
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SCALE IN FEET

0 30 60

TX LINE

T.19N. R.2E. W.M.

WSDOT ROW

TX 30+01.45 PC 

TX 30+68.04 PT 

TX 35+16.34 POE 

TURNBACK LINE

MURRAY RD SW

1
4
6
T

H
 

S
T
 
S

W

1
4
8
T

H
 

S
T
 
S

W

C
ITY
 
O
F LA

K
E

W
O

O
D

JB
LM

WB 10+07.68 PC 

WB 10+39.07 PT 

WB 13+00.00 POE 

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

TX 30+34.79 07°27'06" LT 512.00' 33.34' 66.59' NC

WB 10+23.39 05°59'39" LT 300.00' 15.71' 31.39' NC

GENERAL NOTES:

AL39

REV A - PRELIMINARY REVIEW 07/10/18 ALIGNMENT PLAN

W
B
 

L
IN

E

TURNBACK LINE

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

TX 30+33.69, 0.00' RT POC

WB 10+00.44 POB =

1

1

01/28/19REV 1 - RFI0034

1
3

1
3

119
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2018

11:57:37 AM
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10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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SEE SHEET AL36

MATCH LINE TX 22+00 

SCALE IN FEET

0 30 60

TL LINE

T
X
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T.19N. R.2E. W.M.
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T
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1
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+
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WSDOT ROW

WSDOT ROW

RAILROAD ROW

REV A - PRELIMINARY REVIEW

 

07/10/18 ALIGNMENT PLAN

AL40

GENERAL NOTES:

SP 100+00.00 POB 

S
P

R
U

C
E
 
S

T
 
S

WTL 10+00.00 POB 

UNION AVE SW

TL 14+53.39, 0.00' LT

TX 20+43.90 POB =

S
P
 

L
IN

E

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

SOUND TRANSIT

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

TL 10+72.08 PC 

TL 11+33.88 PT 

TL 11+89.97 PC 
TL 12+64.13 PT 

TL 13+44.45 PC 

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

14°09'50" RT 250.00' 31.06' 61.80'

12°39'20" RT 390.00'

TL 11+03.14 NC

TL 12+27.24 14°09'50" LT 300.00' 37.27' 74.16' NC

TL 13+87.70 43.25' 86.14' -

E
NI

L

 BAR LT

TL 14+73.44, 0.00' LT

TLRAB 1+00.31 =

TL 14+30.59 PRC 

R=20'

TL 14+85.81 PT 

UNNAMED STREAM 1

-12°39'20" LT 250.00'TL 14+58.31 27.72' 55.22'

TL 11+05.82, 0.00' RT POC

SP 101+02.05 POE =

1
0
0

10

15

11

120
1456

AS-BUILT



CP

SEE SHEET AL40

MATCH LINE TL 16+00

SCALE IN FEET

0 30 60

T.19N. R.2E. W.M.

REV A - PRELIMINARY REVIEW ALIGNMENT PLAN

AL41

07/10/18

GENERAL NOTES:

TL 17+20.85 PC 

TL 19+00.70 PC 

CITY ROW
TL 20+52.77 PT 

TL 20+89.61 PC 

CITY ROW

TL 22+82.65 PT 

TL 24+87.99 POE 

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

TL 17+67.85 90°00'00" LT 47.00' 47.00'

21°46'56" LT 76.96' 152.07'TL 19+77.66 400.00'

20°06'35" LT 193.04'TL 21+87.13 550.00'

TL LINE

U
N
IO

N
 

A
V

E
N

E
U

E
 
S

W

THORNE LA
NE SW

97.52'

TL 17+93.36, 0.16' LT

N 989099.85, E 1459980.27 =

EXISTING SURVEY MONUMENT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

TL 17+94.68 PT 

73.83' 2%

2%

4%

1

10/24/19REV 1 - RFI0283

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

10/22/2019

1:18:50 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_AL41.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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J. WYNANDS

Washington State

Department of Transportation
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SCALE IN FEET

0 30 60

RAILROAD ROW

T.19N. R.2E. W.M.

GENERAL NOTES:

REV A - PRELIMINARY REVIEW

AL42

ALIGNMENT PLAN07/10/18

WSDOT ROW

MLMX2 LINE

MLMX1 LINE

MLMX1 413+30.25 AP 

MLMX1 415+38.10 AP 

MLMX2 506+98.78, 0.00' LT

MXTX 29+84.13 POB =

SB I-5

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH S

MLMX2 511+18.64 03°48'51" LT 4350.00'

SOUND TRANSIT
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S
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4
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+
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M
X

T
X
 

L
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E

SEE SHEET AL37

MATCH LINE MXTX 30+80

SEE SHEET AL19

THORNE-BERKELEY CONNECTOR

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

MLMX1 414+47.62 AP 

144.84' 289.57'

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

MLMX2 512+63.37 PT

MLMX2 509+73.80 PC

MLMX2 507+11.53 AP

NC

MLMX1 418+87.64, 12.00' RT

MLMX2 512+68.86 POE

SEC. 15

SW ‚ SW ‚

JOINT     
      

    BASE     
      

     L
EWIS 

3
0

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2018

12:03:36 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_AL42.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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400

SCALE IN FEET

0 30 60

T.19N. R.2E. W.M.

WSDOT ROW

WSDOT ROW

GENERAL NOTES:

AL43

REV A - PRELIMINARY REVIEW 07/10/18 ALIGNMENT PLAN

SR5 400+88.91, 61.50' LT

MLMX1 430+58.92 POE =

MLMX1 428+07.30 AP 

MLMX1 LINE

SR5 LINE

SB I-5

NB I-5

OFF-RAMP

THORNE/BERKELEY SB 

ON-RAMP
THORNE LANE NB 

S
E

E
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H

E
E

T
 

A
L
3
8

M
A

T
C

H
 

L
IN

E
 

M
L

M
X
1
 
4
2
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+
0
0

SEE SHEET AL21

SOUND TRANSIT

SEE SHEET AL01 FOR LEGEND.

TO THE CONTRACTING AGENCY.

BUILDER'S OPERATION SHALL BE REPLACED AT NO COST

ANY MONUMENT OR CORNER DISTURBED BY THE DESIGN

SEE SITE PREPARATION PLANS FOR CUT AND FILL LINES.

LOCATION.

ONLY.  SEE APPROVED RIGHT-OF-WAY PLANS FOR EXACT

RIGHT-OF-WAY CALLOUTS ARE FOR CONTRACT INFORMATION

4.

3.

2.

1.

08/02/18REV B - FINAL REVIEW

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

12/04/18REV 0 - RELEASED FOR CONSTRUCTION

S
E

E
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H
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E

T
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L
3
8
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T
X

M
R
 
6
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+
0
0

TXMR 613+33.17 PT
SR5 396+54.67, 69.00' RT

TXMR 614+33.17 POE =

REV 1 - UPDATED NB ON-RAMP BEARING 12/14/18

05/28/19

2

2

REV 2 - RFI0114
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FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchradNJ

5/28/2019

8:34:24 AM

c:\pwworking\jacobs_b&i\schradnj\dms20633\PS_AL43.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

425 430

123
1456

AS-BUILT



GENERAL NOTES:

SITE PREPARATION NOTES

SPN01

REV A - PRELIMINARY REVIEW 07/27/18

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

24.

23.

22.

21.

20.

19.

18.

17.

16.

15.

14.

13.

12.

11.

10.

9.

8.

7.

6.

5.

4.

3.

2.

1.

08/20/18REV B - FINAL REVIEW

PROCEEDING WITH DIGGING OR OTHER SUBSURFACE WORK.
THE CONTRACTOR SHALL SECURE WRITTEN CLEARANCE FROM CAMP MURRAY PRIOR TO
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF ANY DIGGING OR OTHER SUBSURFACE WORK.
THE CONTRACTOR SHALL NOTIFY THE CAMP MURRAY CONSTRUCTION PROJECT MANAGER A

ACCEPTANCE AS PART OF THE SECURE PERIMETER.
ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED ELEMENTS PRIOR TO
CALENDAR DAYS IN ADVANCE OF ANY WORK INVOLVING OR COMPROMISING SECURE PERIMETER
ELEMENTS OF THE SECURE PERIMETER. CAMP MURRAY SHALL BE NOTIFIED A MINIMUM OF 14
CAMP MURRAY SECURITY STAFF IF THERE ARE ANY UNANTICIPATED BREAKS OR DAMAGE TO
IS PRESERVED AT ALL TIMES. THE CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE CAMP MURRAY SECURE PERIMETER

TO ACCEPTANCE AS PART OF THE SECURE PERIMETER.
PERIMETER ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED ELEMENTS PRIOR
14 CALENDAR DAYS IN ADVANCE OF ANY WORK INVOLVING OR COMPROMISING SECURE
DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. THE DES SHALL BE NOTIFIED A MINIMUM OF
DIRECTORATE OF EMERGENCY SERVICES (DES) IF THERE ARE ANY UNANTICIPATED BREAKS OR
AT ALL TIMES. CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE JBLM SECURE PERIMETER IS PRESERVED

MUST BE INSTALLED PRIOR TO REMOVAL OF TEMPORARY SECURITY FENCING.
SECURE PERIMETER FENCING. PERMANENT SECURE PERIMETER FENCING AND/OR NOISE WALL
TEMPORARY SECURE PERIMETER FENCING MUST BE INSTALLED PRIOR TO REMOVAL OF EXISTING

VERTICAL FACE IS ACHIEVED AT THE SAWCUTTING LIMITS.
PAVEMENT MILLING MAY BE UTILIZED IN LIEU OF SAWCUTTING PROVIDED A TRUE

SEE PAVING AND BARRIER PLANS FOR LIMITS OF CONCRETE OR ASPHALT PLANING.

SEE ROADWAY SECTIONS FOR LATERAL LOCATION OF SAWCUT FOR PAVEMENT REMOVAL.

LOCATIONS.
LOCATIONS. SEE TESC PLANS FOR CRITICAL AREAS, STREAMS, WETLANDS, AND BUFFER
SEE TESC PLANS FOR HIGH VISIBILITY FENCE (HVF) OR HIGH VISIBILITY SILT FENCE (HVS)

FOOTAGE.
ROUTES, OR OTHER ACTIVITIES, SHALL BE DOCUMENTED BY LOCATION AND SQUARE 
MATERIALS STAGING LOCATIONS, LAY-DOWN AREAS, ACCESS ROUTES, CONSTRUCTION 
SEEDING AND PLANTING AREAS WITH COMPACTED SOIL DUE TO EQUIPMENT AND 

SHALL REFERENCE THE FIELD IDENTIFICATION LABEL.
SPECIES SHALL BE DOCUMENTED, AND THE VEGETATION REMOVAL DOCUMENTATION 
CONCURRENCE. AFTER WSDOT CONCURRENCE, THE LOCATION, QUANTITY, SIZE AND 
ONCE THE TREES ARE TAGGED TO ARRANGE FOR WSDOT FIELD REVIEW AND 
LABELED WITH A FORM OF IDENTIFICATION.  THE WSDOT ENGINEER SHALL BE NOTIFIED 
BE IDENTIFIED IN A TREE REMOVAL PLAN, CLEARLY TAGGED WITH SURVEY TAPE AND 
SHRUBS AND TREES, REGARDLESS OF SIZE. TREES GREATER THAN 4 INCHES DBH SHALL 
DISTURBANCE. THIS CONSISTS OF DOCUMENTING THE LOCATION AND QUANTITY OF ALL 
GRUBBING LIMITS SHALL BE QUANTIFIED AND DOCUMENTED PRIOR TO REMOVAL OR 
PROTECTED AND NOT DISTURBED. EXISTING VEGETATION WITHIN THE CLEARING AND 
EXISTING VEGETATION OUTSIDE OF THE CLEARING AND GRUBBING LIMITS SHALL BE 

WHEN ASSOCIATED WITH THE REMOVAL OF GUARDRAIL SHOWN ON THE PLANS.
ALL GUARDRAIL FEATURES SUCH AS ANCHORS AND TERMINALS SHALL BE REMOVED

CONTRACTOR SHALL PROTECT ALL PIEZOMETERS.

ENGINEER.  DO NOT REMOVE UNLESS APPROVED BY ENGINEER.
KNOWN MONUMENTS ARE SHOWN ON PLANS. IF EXISTING MONUMENT IS FOUND,  NOTIFY

SERVICE ALERT 48 HOURS NOTICE REQUIRED 1-800-424-5555.
LOCATIONS OF EXISTING UTILITIES ARE APPROXIMATE. CALL BEFORE YOU DIG UNDERGROUND

PROJECT ENVIRONMENTAL COMPLIANCE PLAN (ECP).
SITE PREPARATION ACTIVITIES SHALL BE IMPLEMENTED IN ACCORDANCE WITH THE

ALL STUMP REMOVAL SHALL BE IN ACCORDANCE WITH STANDARD SPECIFICATIONS SECTION 2-01.3.

NOTIFY THE ENGINEER WITH THE PROPOSED LOCATIONS.
IF CONSTRUCTION FENCING FOR ACCESS CONTROL IS DETERMINED TO BE NECESSARY, 

SEE DRAINAGE PLANS FOR DRAINAGE REMOVALS AND ABANDONMENTS.

LIGHTING.
LUMINAIRE REMOVALS AND MAINTENANCE OF TRAFFIC STAGING PLANS FOR TEMPORARY 
UNLESS NOTED OTHERWISE IN ILLUMINATION PLANS. SEE ILLUMINATION PLANS FOR 
PROTECT EXISTING ILLUMINATION STANDARDS AND ASSOCIATED JUNCTION BOXES

SEE ITS PLANS FOR ITS REMOVALS.

SEE SIGNING PLANS FOR SIGNING REMOVALS.

SEE MAINTENANCE OF TRAFFIC STAGING PLANS FOR TEMPORARY PAVEMENT LIMITS.

WHEN NO LONGER NEEDED FOR CONSTRUCTION STAGING.
EXISTING GUARDRAIL AND BARRIER DESIGNATED TO BE REMOVED MAY ONLY BE REMOVED 
EXISTING GUARDRAIL AND BARRIER MAY BE UTILIZED DURING CONSTRUCTION STAGING.

SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, RIGHT-OF-WAY, AND EASEMENT LOCATIONS.

09/25/18REV 0 - RELEASED FOR CONSTRUCTION

06/24/19REV 1 - RFI0135

WIDENING IS 0.30' MAX. BELOW THE TOP OF EXISTING PAVEMENT.
EDGE OF PAVEMENT IS LINEAR, NOT UNRAVELLING, AND THE TOP OF THE PROPOSED CSBC OF THE ADJACENT 
SAWCUTS LOCATED 6 INCHES FROM EDGE OF EXISTING PAVEMENT MAY BE ELIMINATED PROVIDED THE EXISTING 

  FROM THE EDGE OF EXISTING HMA.
2.  THE TOE OF SLOPE OF THE PROPOSED EMBANKMENT IS 3 FEET OR MORE (MEASURED HORIZONTALLY)  

  THE EXISTING HMA.
1.  FINISHED GRADE OF THE PROPOSED EMBANKMENT IS 3 FEET OR MORE (MEASURED VERTICALLY)  ABOVE

EXISTING HMA MAY BE LEFT IN PLACE IF BOTH OF THE FOLLOWING CONDITIONS ARE MET:

CALENDAR DAYS IN ADVANCE OF CLEARING OPERATIONS.
COORDINATION WITH JBLM REGARDING TIMBER HARVESTING SHALL OCCUR A MINIMUM OF 30
SALEABLE TIMBER CUT WITHIN JBLM PROPERTY SHALL REMAIN THE PROPERTY OF JBLM.

JBLM LIASON. JBLM PUBLIC WORKS WILL PROVIDE REVIEW AND COMMENT WITHIN 14 CALENDAR DAYS.
THE CONTRACTOR SHALL SUBMIT THE TREE REMOVAL PLAN TO JBLM PUBLIC WORKS THROUGH THE
REMOVAL AND METHODS FOR PROTECTING TREES TO REMAIN NEAR CONSTRUCTION ACTIVITIES.
THE PLAN SHALL DOCUMENT THE DESIGN-BUILDER'S EFFORTS TO MINIMIZE THE AMOUNT OF TREE

  OAK OR OREGON WHITE OAK), PSEUDOTSUGA MENZIESII (DOUGLAS FIR), AND "OTHER". 
  TO BE REMOVED IN EACH AREA. SPECIES TO BE IDENTIIFIED INCLUDE QUERCUS GARRYANA (GARRY 
2.  THE NUMBER, SIZE AND SPECIES OF TREES GREATER THAN 4-INCH DIAMETER AT BREAST HEIGHT

D.  THE EXHIBIT SHEETS BE AT A MINIMUM SCALE OF 1 INCH = 100FT ON 11X17 INCH PLOTS.
C.  EASEMENT AND/OR RIGHT OF WAY LINES AS APPROPRIATE.
  ACCESS FEATURES ESTABLISHING A NEED FOR TREE REMOVAL.
B.  LINE WORK SUCH AS EDGES OF PAVEMENT, CUT/FILL LINES OR TEMPORARY CONSTRUCTION
A.  AN AERIAL PHOTO BACKGROUND.

  THE EXHIBITS SHOULD INCLUDE:
1.  EXHIBITS FOR EACH AREA WITH PROPOSED TREE REMOVAL SHOWING CLEARING LIMITS.

OF SALEABLE TIMBER. THE TREE REMOVAL PLAN SHALL INCLUDE THE FOLLOWING:
APPROVAL BY JBLM PUBLIC WORKS PRIOR TO PROCEEDING WITH JBLM REGARDING HARVESTING
THE CONTRACTOR SHALL PREPARE A TREE REMOVAL PLAN FOR JBLM REVIEW, COMMENT AND

28.

27.

26.

25.

2

REV 2 - RFI0156 08/12/19

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

schmidal

8/12/2019

7:52:03 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

P
R
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S
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E
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DERETSIGE
R

S
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A
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OFWASHNIGTO
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47018
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DIMHCS EEL MADA

124
1456

AS-BUILT



M285930

M285894

279.407

280.247

90103

90607

90606

90610

90621

90622

90558

90580

TBD

TBD

TBD

TBD

TBD

TBD

TBD

TBD

288.511

283.921

283.996

283.479

283.306

283.180

287.210

287.063

20" DEC25' DRIP

28" FIR18' DRIP

30" OAK30' DRIP

26" OAK25' DRIP

14" OAK15' DRIP

28" OAK25' DRIP

30" OAK25' DRIP

26" DEC20' DRIP

90082CUL ST281.238IE 12" CONC=281.24'

1000CUL281.240FOR DIRECTION ONLY

T

SS

P

W

SS

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

185

190

195

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:30:09 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_01.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET

0 50 100

SP01

NB I-5

SB I-5

SITE PREPARATION PLAN

SR5 LINE 193+00.00

I-5 MP 120.01

BEGIN PROJECT

RAILROAD ROW

WSDOT ROW

SR5 LINE

WSDOT ROW

REV A - PRELIMINARY REVIEW 07/27/18

CLEAR AND GRUB MEDIAN

S
E

E
 

S
H

E
E

T
 
S

P
0
2

M
A

T
C

H
 

L
IN

E
 
 

S
R
5
 
1
9
8
+
0
0

AND GRUBBING

LIMITS OF CLEARING 

REV B - FINAL REVIEW 08/20/18

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

BEGIN PAVEMENT REMOVAL

BEGIN SAWCUT

SR5 193+02.90, 56.18' RT

BEGIN MEDIAN CLEARING AND GRUBBING

BEGIN TYPE 2 BARRIER REMOVAL

SR5 193+00.00, 5.00' RT

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

AP SAWCUT, 24.60' LT

BEGIN PAVEMENT REMOVAL, 18.00' & 18.50' LT

BEGIN PAVEMENT REMOVAL, 1.50' & 0.44' RT

BEGIN SAWCUT, 18.50' LT

BEGIN SAWCUT, 1.50' RT

SR5 195+00.00

BEGIN PAVEMENT REMOVAL, 18.60' & 24.87' LT

BEGIN SAWCUT, 18.60' & 24.87' LT

SR5 185+08.00

10/14/19REV C - FINAL REVIEW

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 188+09.35, 11.46 LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 187+25.00, 17.90 LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 187+00.00, 15.27 LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 190+00.00, 9.25' LT
AP PAVEMENT REMOVAL

AP SAWCUT

SR5 192+10.00, 6.50' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 192+53.95, 3.90' LT

11/11/19REV 1 - RFI0306

BEGIN FENCE REMOVAL

SR5 192+06.11, 80.23' LT

12/04/19REV 2 - RFI0334

3

REV 3 - RFI0367 12/19/19

125
1456

AS-BUILT



SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

200 205

95401

95400

95403

95402

95404

95406

95409

95408

95507

95411

95410

95413

95414

95418

95422

95426

95431

95430

95432

95435

95436

95348

95357

95356

95359

95452

95454

95364

95461

95465

95464

95467

95466

95469

95468

95471

95472

95387

95386

95389

95388

95489

95391

95390

95392

95395

95394

95396

95399

95491

95490

95493

95492

TBD

333.875

329.463

329.530

335.479

328.656

331.486

335.375

334.830

348.216

333.850

334.402

334.703

333.492

337.253

298.184

311.904

310.312

309.600

310.311

318.099

323.709

312.147

322.419

329.980

327.913

333.241

334.395

332.838

326.684

329.473

329.495

331.020

331.779

317.033

325.829

316.446

321.721

322.471

324.529

330.761

326.171

330.728

334.894

333.058

334.627

332.493

323.604

330.965

326.556

332.465

331.868

336.009

335.003

16" DEC14' DRIP

12" DEC12' DRIP

20" DEC15' DRIP

3-24" DEC20' DRIP

2-12" DEC15' DRIP

20" DEC18' DRIP

12" DEC12' DRIP

12" DEC12' DRIP

30" DEC20" DRIP

12" FIR10' DRIP

12" FIR10' DRIP

24" DEC18' DRIP

30" FIR18' DRIP

36" DEC22' DRIP

36" FIR22' DRIP

12" DEC12' DRIP

36" FIR22" DRIP

36" FIR22" DRIP

24" DEC18' DRIP

16" DEC15' DRIP

16" DEC15' DRIP

12" FIR10' DRIP

14" FIR12' DRIP

24" MADRONA15' DRIP

24" FIR18' DRIP

16" DEC12' DRIP

30" DEC18' DRIP

12" DEC15' DRIP

20" MAPLECLUSTER20' DRIP

12' DEC10' DRIP

12' DEC10' DRIP

16" DEC15' DRIP

12' DEC10' DRIP

16" DEC15' DRIP

30" DEC20' DRIP

24" DEC18' DRIP

12" DEC10' DRIP

12" DEC12' DRIP

12" FIR10' DRIP

2-30" DEC20' DRIP

20" FIR15' DRIP

20" MADRONA15' DRIP

24" MADRONA15' DRIP

12" DEC12' DRIP

30" DEC20' DRIP

16" DEC15' DRIP

30" DEC18' DRIP

24" DEC18' DRIP

12" DEC12' DRIP

42" DEC20' DRIP

20" MADRONA15' DRIP

12" DEC10' DRIP

12" DEC10' DRIP

PP

P

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/4/2019

4:51:24 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_02.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET

0 50 100

SP02

NB I-5

SB I-5

SR5 LINE

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

RAILROAD ROW

BEGIN GUARDRAIL REMOVAL

SR5 202+75.75, 59.90' RT

S
E
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E
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L
IN

E
 

S
R
5
 
1
9
8
+
0
0

S
E

E
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P
0
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T
C

H
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E
 

S
R
5
 
2
0
9
+
0
0

08/20/18REV B - FINAL REVIEW

END GUARDRAIL REMOVAL

SR5 204+53.49, 59.48' RT

SR5 208+31.47, 18.53' & 24.37' LT

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 204+21.00, 2.00' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 204+57.00, 3.50' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 204+67.00, 3.50' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 205+03.00, 2.00' RT

2

10/14/19REV C - FINAL REVIEW

11/11/19REV 1 - RFI0306

WSDOT ROW

12/04/19

CLEAR AND GRUB MEDIAN

REV 2 - RFI0334

AND GRUBBING

LIMITS OF CLEARING 

126
1456

AS-BUILT



254.351

HDWTTPEO1139

95317

95316

95329

95330

95335

95336

95341

95343

95345

95347

95346

9536195360

95363

95368

95370

95285

95286

95289

325.610

325.609

315.734

317.293

329.433

329.966

306.088

309.842

310.699

312.710

305.357

325.738326.158

328.205

330.688

327.137

322.287

326.487

12" FIR10' DRIP

20" FIR18' DRIP

36" FIR22' DRIP

30" FIR20' DRIP

36" MADRONA20' DRIP

30" FIR20' DRIP

14" FIR12' DRIP

16" DEC15' DRIP

24" FIR18' DRIP

20" FIR18' DRIP

14" DEC14' DRIP

12" MADRONA8' DRIP

16" FIR15' DRIP

24" FIR18' DRIP

16" FIR15' DRIP

20" FIR15' DRIP

36" FIR22' DRIP

14" FIR10' DRIP

N18427

N18428

N18459

N18429

N18690

N18687

N18689

N18688

T DNC

T DNC

GR ST DNC

T DNC

SGTR

263.399

264.127

268.206

262.762

266.004

267.962

266.691

267.159

14" MADRONE

19" FIR

11" MADRONE

6" X 8" WOOD

?

?

N159721

S23896DB
262.317

?

?
?

G

T

G

TTT

G
G G G G

G G G

T
TTP P

20

210

215

220
318

320

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:33:44 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_03.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

NB I-5

SR5 LINE

SP03

SITE PREPARATION PLAN

WSDOT ROW

RAILROAD ROW

WSDOT ROW

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

LINE

NBCD 

MR LINE

END GUARDRAIL REMOVAL

SR5 218+17.65, 87.71' LT

SB I-5
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AND GRUBBING

LIMITS OF CLEARING MEDIAN

CLEAR AND GRUB 

08/20/18REV B - FINAL REVIEW

S
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S
P
0
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T
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L
IN

E
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+
0
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01/04/19REV 0 - RELEASED FOR CONSTRUCTION

END PAVEMENT REMOVAL

END SAWCUT

SR5 218+58.71, 59.79' RT

AP CLEAR AND GRUBBING

SR5 220+38.72, 103.22' LT

13'

N. SCHRADER

C. CONRAD

AP SAWCUT

AP PAVEMENT REMOVAL

MR 318+00.00, 1.56' LT & 7.81' RT

10/14/19REV C -  FINAL REVIEW

11/11/19

BEGIN CLEAR AND GRUBBING

SR5 220+39.01, 90.19' LT

REV 1 - RFI0306

12/04/19

BEGIN GUARDRAIL REMOVAL

SR5 215+95.86, 81.09' LT

END FENCE REMOVAL

SR5 215+17.84, 123.43' LT

REV 2 - RFI0334

3

12/19/19REV 3 - RFI0367

127
1456

AS-BUILT



N18393

N18356

N18387

N18357

N18327

N18328

N18338

N18389

N18399

N18339

N18420

N18421

LSSM

CUL ST

CUL DIRP

CUL DIRP

CUL ST

CUL DIRP

LSSM

LSSM

264.979

264.141

265.879

266.557

263.956

266.552

264.574

264.319

265.616

266.016

265.525

264.934

-12" CON

WSDOT COMPOST FILTER STRIP

S63138

S63158

S63159

S63146

S63137

S63157

S63134

S63144

S63145

S63152

S63133

S63140

S63151

S63141

SW ST

FE ST

SSCO

267.169

268.577

268.918

268.672

267.084

268.675

267.098

268.834

268.697

268.611

266.897

267.091

268.685

267.102

6' WOOD

?

?

SAN

BSCK
BSCK

P

FL

FL

FL

FL

FL

FL

FL
FLFL

FL

FL

FL

FL

FL

T TT

425 430

25
30

225

230
325

330

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:35:57 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_04.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP04

SR5 LINE

SB I-5

NB I-5

41ST DIVISION DR SB ON-RAMP

TO WB

TO EB

FROM WB

FROM EB

SITE PREPARATION PLAN

WSDOT ROW

WSDOT ROW

SBCD LINE

NBCD LINE

MR LINE

A. SCHMIDTMAN

BEGIN BARRIER REMOVAL (TYPE 2)

SR5 223+38.82, 17.08' LT

END BARRIER REMOVAL (TYPE 2)

SR5 226+59.49, 6.38' RT

MEDIAN

CLEAR AND GRUB 

PMAR-FFO BN RD NOISIVID TS1
4
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+
0
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08/20/18REV B - FINAL REVIEW

35'

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

GRUBBING

BEGIN CLEARING AND 

NBCD 23+32.44, 21.59 RT

GRUBBING

AP CLEARING AND 

NBCD 23+32.86, 56.34 RT

BEGIN PAVEMENT REMOVAL

BEGIN SAWCUT

NBCD 23+55.50, 16.14' LT

AND GRUBBING

LIMITS OF CLEARING 

AP CLEARING AND GRUBBING

SBCD 422+98.50, 43.85 LT

13'

AP CLEARING AND GRUBBING

SBCD 429+98.36, 35.83' LT

BEGIN CLEARING AND GRUBBING

SBCD 429+98.59, 22.74' LT

N. SCHRADER

C. CONRAD

AP SAWCUT

AP PAVEMENT REMOVAL

MR 324+32.00, 0.00' & 4.67' LT

AP SAWCUT

AP PAVEMENT REMOVAL

MR 329+89.66, 4.00' & 4.67' LT

AP SAWCUT

AP PAVEMENT REMOVAL

NBCD 23+56.12, 0.00' RT

EASEMENT

TEMPORARY CONSTRUCTION AP SAWCUT

AP PAVEMENT REMOVAL

NBCD 24+25.71, 0.00' RT & 3.00' LT

BEGIN PAVEMENT REMOVAL, 18.87' & 21.50' RT

BEGIN SAWCUT, 18.87' & 21.50' RT

NBCD 23+22.41

04/04/19REV 1 - RFI0073

07/23/19REV 2 - RFI0165

10/14/19REV C - FINAL REVIEW

4

11/11/19REV 3 - RFI0306

AP CLEARING AND GRUBBING

SBCD 423+68.31, 63.06 LT

END CLEARING AND GRUBBING

SBCD 425+05.00, 32.16' LT

AP CLEARING AND GRUBBING

SBCD 425+05.00, 58.61' LT

REV 4 - RFI0367 12/19/19

128
1456

AS-BUILT



37007

37127

SLAB277.713

268.09016" DEC15' DRIP

7' CHAIN-LINK w/ BARBED WIRE ON TOP

7' CHAIN-LINK w/ BARBED WIRE ON TOP

P

PB
PB

IRR

CP MAG CP107

S63099

S63089

S63078

S63058

S63098

S63088

S63059

S63097 S63087

S63076

S63096

S63086

S63077

S63067

S63095

S63085

S63064

S63094

S63084

S63075

S63065

S63093

S63083

S63062

S63092

S63082

S63063

S63091

S63081S63070

S63060

S63090

S63061

S63118

S63119

S63136

S63116

S63106

S63127

S63117

S63107

S63124

S63114

S63104

S63135

S63125

S63115

S63105

S63112

S63123

S63120

S63111

S63180S63180_1S63180_2

SLAB

EPS

SLAB

EPS

SLAB ST

EPS CF ST

VAULT

EPS

EPS

EPS

EPS

EPS

EPS CF ST

SLAB CL

SSCO

SLAB

SLAB CL

SW1

SLAB ST

SW ST SW1ST

SLAB

FE ST

MONMONMON

267.341

267.878

268.198

268.184

267.457

267.898

268.004

267.522 267.875

268.613

267.530

267.868

268.317

267.608

267.434

267.804

267.650

267.542

267.826

268.540

267.622

267.701

268.501

267.675

267.712

268.152

267.844

267.661

267.965267.434

267.906

267.816

267.780

267.712

268.158

266.938

267.719

268.074

267.221

267.702

268.148

267.098

267.709

268.035

267.058

267.221

267.689

267.902

268.630

266.793

267.477

268.493

267.949267.969267.962

SEWER

SEWER

6' WOOD

FOUND 3.5 ALUM. DISC STRAMPED CORPS ENGENEERS US ARMY 2001

RC1 3-1 ON 1-2-2018
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ITS

ITS

FL

FLFL

FL

FL

FL

FL

FL

435 440

35 40
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335 340

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/18/2019

2:13:32 PM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_SP_05.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP05

SB I-5

NB I-5

4
1
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T
 

D
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N
 

D
R

BRIDGE NO. 005/411E

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW

WSDOT ROW

SBCD LINE

SR5 LINE

MR LINE

NBCD LINE

END BARRIER REMOVAL (TYPE 2)

SR5 238+85.57, 16.56' LT

BEGIN BARRIER REMOVAL (TYPE 2)

SR5 240+42.23, 16.54' LT

A. SCHMIDTMAN

07/27/18

MEDIAN

CLEAR AND GRUB 
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T
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E
 

S
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3
1
+
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0

BRIDGE NO. 005/411W

08/20/18REV B - FINAL REVIEW

NBCD 34+76.95, 307.98' RT
END CLEARING AND GRUBBING

35'

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

EASEMENT

TEMPORARY CONSTRUCTION 

BEGIN GUARDRAIL REMOVAL

SR5 236+84.36, 1.77' RT

BEGIN GUARDRAIL REMOVAL

SR5 236+38.28, 63.73' RT

END GUARDRAIL REMOVAL

SR5 238+95.01, 9.87' RT

AP CLEARING AND GRUBBING

NBCD 34+51.34, 332.87' RT

BE MORF
 P

MAR-
N

O
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R
D
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BE OT PMAR-FFO BS RD NOISIVID TS14

B
E
 

M
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R
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P
M

A
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N
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B
S
 

R
D
 

N
OI

SIVI
D
 TS14

AP CLEARING AND GRUBBING

SBCD 433+40.62, 35.64' LT

END CLEARING AND GRUBBING

SBCD 433+40.61, 22.74' LT

13'

ON EXISTING STRUCTURES

SEE PAVING PLANS FOR WORK 

S
E
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S
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E
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T
 
S

P
0
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T
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L
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E
 

S
R
5
 
2
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1
+
0
0

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 235+29.78, 51.65' & 61.76' RT

N. SCHRADER

C. CONRAD

END GUARDRAIL REMOVAL

SR5 238+83.47, 62.42' RT

END GUARDRAIL REMOVAL

END SAWCUT

END PAVEMENT REMOVAL AT EXISTING EXPANSION JOINT

SR5 238+79.00, 51.86' & 68.33' RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL AT EXISTING EXPANSION JOINT

SR5 240+44.69, 16.73' RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL AT EXISTING EXPANSION JOINT

SR5 240+47.43, 51.55' RT

EXISTING EXPANSION JOINT

BEGIN PAVEMENT REMOVAL AT 

SR5 240+48.32, 63.08' RT

END SAWCUT

EXISTING EXPANSION JOINT

END PAVEMENT REMOVAL AT 

SR5 238+85.17, 15.65' & 24.64' LT

BEGIN SAWCUT

EXISTING EXPANSION JOINT

BEGIN PAVEMENT REMOVAL AT 

SR5 240+42.54, 24.58' LT

EXISTING EXPANSION JOINT

BEGIN PAVEMENT REMOVAL AT 

SR5 240+42.67, 15.43' LT

EXPANSION JOINT

REMOVAL AT EXISTING 

BEGIN PAVEMENT 

SR5 240+44.20, 10.36' LT

END SAWCUT

EXISTING EXPANSION JOINT

END PAVEMENT REMOVAL AT 

SR5 238+83.27, 10.19' & 16.74' RT

END PAVEMENT REMOVAL

END SAWCUT

NBCD 34+71.93, 303.20' RT

END PAVEMENT REMOVAL

END SAWCUT

NBCD 34+73.05, 302.11' RT

04/04/19

AND GRUBBING

LIMITS OF CLEARING

REV 1 - RFI0073

3

07/23/19REV 2 - RFI0165

BEGIN PAVEMENT REMOVAL

BEGIN SAWCUT

SR5 240+42.00, 59.84' & 70.00' LT

10/14/19REV C - FINAL REVIEW

EXISTING EXPANSION JOINT

END PAVEMENT REMOVAL AT 

END SAWCUT

SR5 238+85.20, 59.91' & 69.71' LT

BEGIN PAVEMENT REMOVAL

BEGIN SAWCUT

SR5 232+68.34, 60.52' & 69.75' LT

3

11/11/19REV 3 - RFI0306

129
1456

AS-BUILT



53048265.93211" DEC17' DRIP

L256_1

N18661

N18651

N18680

N18672

N18652

N18673

N18665

N18684

N18656

N18677

N18647

N18669

LSSM

CUL ST

CUL DIRP

285.006

265.972

265.574

268.951

265.579

266.968

268.891

267.251

265.147

265.383

265.653

264.761

266.761

CP GRDBOLT

2" X 2" STEEL

?

PB

DW

? ?

P

G

G

G
G

C
GPC

T

C

440

445

450

45
50

245
250

345
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1/8/2020
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

53048265.93211" DEC17' DRIP

SCALE IN FEET

0 50 100

SP06

SB I-5

NB I-5

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

SR5 LINE

SBCD LINE

NBCD LINE

WSDOT ROW

A. SCHMIDTMAN
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END SAWCUT

END PAVEMENT REMOVAL

SR5 244+10.06, 51.61' & 61.99' RT

MR LINE

EASEMENT

TEMPORARY CONSTRUCTION 

08/20/18REV B - FINAL REVIEW

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

AP CLEARING AND GRUBBING

SR5 247+55.12, 257.80' RT

GRUBBING

AP CLEARING AND

SR5 250+54.14, 182.71' RT

MEDIAN

CLEAR AND GRUB 

GRUBBING

BEGIN CLEARING AND

SR5 247+45.32, 220.57' RT

BW MORF PMAR-NO BN RD NOISIVID TS14

AND GRUBBING

LIMITS OF CLEARING

BEGIN FENCE REMOVAL

SR5 247+49.65, 236.93' RT

N. SCHRADER

C. CONRAD

END PAVEMENT REMOVAL

END SAWCUT

SR5 243+84.01, 59.64' & 70.10' LT

2

10/14/19REV C - FINAL REVIEW

11/11/19REV 1 - RFI0306

REV 2 - RFI0367 12/19/19

130
1456

AS-BUILT



DW

MP 121.
20

Crossin
g

Transm
ission

53009

53005

53000

53015

5004

53549

53548

53544

53552

53561

52997

52986

52983

52982

267.602

267.805

269.135

268.642

270.907

271.872

272.001

271.978

271.690

270.721

268.187

268.699

269.351

269.038

17" FIR17' DRIP

16" FIR14' DRIP

12" DEC10' DRIP

10" DEC10' DRIP

SET HUB & TACK

2-8" OAK10' DRIP

5" OAK5' DRIP

5" OAK5' DRIP

5" OAK5' DRIP

40' FIR25" DRIP

10' DEC9' DRIP

17" FIR17' DRIP

9" DEC8' DRIP

3" PINE5' DRIP

??
?

?DIRP

? S63016

S63024

S63025

S63015

S63040

S63031

S63041

N18591

N18551

N18580

N18590

N18562

N18552

N18593

N18573

N18582

N18592

N18555

N18584

N18566

N18567

N18577

N18596

N18568

N18578

N18548

N18589

N18569

N18579

N18559

N18588

N18640

N18620

N18600N18610

N18601

N18632

N18602

N18634

N18614

N18635 N18605N18615

N18626

N18637

N18628

N18609

S62994

CUL ST

CUL DIRP

LSSM

LSSM

T DNC

T DNC

T DNC

T DNC

T DNC

T DNC

T DNC

T DNC

CUL ST

SGDB

CUL DIRP

T DNC

DB ST

T DNC

T DNC

T DNC

T DNC

T DNC

CUL DIRP

T DNC

T DNC

CUL ST

LSSM

CUL DIRP

CUL ST

270.675

263.570

266.239

269.332

268.487

261.981

269.128

265.961

267.996

266.071

266.051

264.177

269.116

265.775

264.748

267.034

265.199

265.688

264.092

267.098

264.309

265.993

264.198

267.351

266.157

265.662

266.715

268.806

266.046

267.936

267.366

264.325

263.326

266.286265.410

265.855

264.302

267.704

263.424

263.861

266.367 263.433263.558

265.953

263.428

264.081

262.695

265.744

12" CON

ROUND

8" FIR

12" FIR

19" FIR

11" FIR

17" FIR

16" FIR

17" FIR

14" FIR

12" CON

2" XX 2" STEEL

16" FIR

10" FIR

20" FIR

7" FIR

14" FIR

12" FIR

14" FIR

14" FIR

12" CON

12" CON

FIR

34"

455
460

55

255

260
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WASH
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1/3/2019

2:06:43 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP07

SB I-5

NB I-5

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

NBCD LINE

SR5 LINE

SBCD LINE

A. SCHMIDTMAN

WSDOT ROW

RAILROAD ROW

AND GRUBBING

LIMITS OF CLEARING 
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BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 260+94.77, 64.40' RT

08/20/18REV B - FINAL REVIEW

CLEAR AND GRUB MEDIAN

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

AP CLEARING AND GRUBBING

SR5 252+26.78, 177.85' RT

AND GRUBBING

LIMITS OF CLEARINGPMAR-NO BN RD NOISIVID TS14

PMAR-FFO BS RD NOISIVID TS14

EASEMENT

TEMPORARY CONSTRUCTION 

N. SCHRADER

C. CONRAD 131
1456

AS-BUILT



53509

53508

53506

53503

53502

53518

53514

53521

53520

53523

53535

53534

53536

53444

53447

53443

53545

53547

53546

53455

53456

53451

53450

53452

53469

53461

53460

53462

53470

53473

53489

53488

53487

53486

53495

53494

53496

53491

53490

53492

266.333

266.300

266.577

267.131

267.271

263.316

265.814

263.443

263.612

262.954

270.803

269.349

269.206

269.087

269.128

269.151

271.689

271.602

271.596

268.527

269.241

268.760

268.868

268.921

269.341

268.775

268.630

268.788

269.123

269.071

267.881

268.052

268.048

268.175

267.306

267.448

267.376

267.705

267.802

267.539

36" FIR20' DRIP

2-10" MADRONA

10' DRIP

7" FIR6' DRIP

10" FIR10' DRIP

8" FIR8' DRIP

8" OAK8' DRIP

10" MADRONA

10' DRIP

4" OAK4' DRIP

5" OAK5' DRIP

8" OAK8' DRIP

2-12" MADRONA

15' DRIP

12" MADRONA

10' DRIP

2-14" MADRONA

15' DRIP

36" FIR20' DRIP

30" FIR20' DRIP

28" OAK18' DRIP

2-5" OAK6' DRIP

5" OAK5' DRIP

6" OAK6' DRIP

10" FIR10' DRIP

36" FIR18' DRIP

28" FIR18' DRIP

24" FIR18' DRIP

28" FIR18' DRIP

8" FIR8' DRIP

12" FIR10" DRIP

8" FIR8' DRIP

4-5" MADRONA

8" DRIP

8" FIR8' DRIP

8" FIR6' DRIP

8" FIR6' DRIP

8" FIR6' DRIP

6" MADRONA

6' DRIP

12" FIR10' DRIP

12" MADRONA

12' DRIP

8" FIR8' DRIP

36" FIR20' DRIP

12" FIR12' DRIP

8" FIR8' DRIP

8" FIR8' DRIP

S62897

S62896

S62898

S62936

S62976

S62956

S62937

S62986

S62977

S62957

S62924

S62914

S62974

S62944

S62925

S62915

S62905

S62975

S62945

S62983

S62902

S62972

S62982

S62973

S62963

S62953

S62991

S62910

S62981

S62960

S62950

S62940

S62931

S62990

S62980

S62938

S62978

S62968

S62939

S62919

S62979

S62969

GR ST DNC

GR ST DNC

SLAB ST

T DNC

SLAB

T DNC

T DNC

VAULT

SCAB

CAM

SCAB

GROD

GR ST DNC

FE BKL1

GROD

SLAB

SLAB CL

SGDB

270.601

272.739

271.027

268.494

268.125

266.546

268.156

270.124

268.170

269.377

264.743

266.753

269.017

269.035

265.392

266.429

269.377

268.455

267.654

268.394

269.634

269.292

268.146

269.037

269.795

266.569

265.202

267.213

268.076

270.046

270.223

268.161

267.726

264.411

268.153

268.577

268.127

265.867

268.350

269.122

268.154

267.900

24" OAK

20" OAK

WSDOT ITS

2" X 2" STEEL

4" X Z STEEL I BEAM

53508266.3002-10" MADRONA

10' DRIP

PBPB

?

L3919

L3920

CB

CUL29

268.990

266.803

?

SS

SS

SS

SSSSSS

265

270
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WASH
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12/5/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

SP08

SBCD LINE

REV A - PRELIMINARY REVIEW

WSDOT ROW

BEGIN GUARDRAIL REMOVAL

SR5 270+54.49, 82.39' LT

END GUARDRAIL REMOVAL

SR5 271+16.98, 89.33' LT

07/27/18

AND GRUBBING

LIMITS OF CLEARING 

A. SCHMIDTMAN
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RAILROAD ROW
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08/20/18REV B - FINAL REVIEW

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

PROTECT OAK TREE IN PLACE 

BEGIN GUARDRAIL REMOVAL

SR5 266+45.38, 93.30' LT

BEGIN GUARDRAIL REMOVAL

SR5 263+16.28, 77.56' LT
END GUARDRAIL REMOVAL

SR5 266+93.66, 98.44' LT

IN PLACE

PROTECT OAK TREEIN PLACE

PROTECT OAK TREE

AP/PC CLEARING AND GRUBBING

SR5 265+27.07, 101.17' RT

N. SCHRADER

C. CONRAD

EASEMENT

TEMPORARY CONSTRUCTION 

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 269+54.32, 18.49' & 29.35' LT

06/27/19REV 1 - RFI0143

AND GRUBBING

LIMITS OF CLEARING 

AP CLEAR AND GRUBBING

SR5 271+42.47, 81.92' LT

4

REV 2 - RFI0228 09/23/19

BEGIN CLEAR AND GRUBBING

SR5 271+42.47, 71.92' LT

R=2745.00'

WSDOT ROW

PT CLEARING AND GRUBBING

SR5 268+99.97, 97.04' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 270+29.00, 1.00' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 270+65.00, 2.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 270+75.00, 2.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 271+11.00, 1.00' RT

REV 3 - RFI0269 10/17/19

REV 4 - RFI0334 12/04/19

END GUARDRAIL REMOVAL

SR5 265+02.50, 76.53' LT

BEGIN FENCE REMOVAL

SR5 265+00.00, 121.12' LT

132
1456

AS-BUILT



P39653272.864

P39627273.847

P
52815

53219

53218

5322553224
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5322353222

53252

53268

53261

52561GROD

267.447

278.843

278.353

277.418278.377

277.938

278.092

279.735

278.714

278.577

268.137

267.442

266.852

274.155

10" OAK10' DRIP

8" OAK8' DRIP

6" OAK6' DRIP8" OAK8' DRIP

9" OAK9' DRIP

10" OAK10' DRIP

10" OAK10' DRIP

8" OAK8' DRIP

6" OAK6' DRIP

24" FIR15' DRIP

38" FIR16' DRIP

42" FIR20' DRIP

S62826

S62816

S62876

S62856

S62846S62886 S62857

S62834

S62814
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S62864
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S62840
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S62868

S62848

S62839

S62819

T DNC

T DNC

T DNC

GR ST DNC

T DNC

GR ST DNC

276.636

276.632

272.400

275.070

275.350273.033 275.228

275.949

276.704

273.418

272.903

275.359

275.625

277.365

276.703

272.774

276.249

276.130273.691

273.201

275.180

272.946

271.613

274.305

275.313

277.076

31" OAK

20" OAK

29" OAK28" OAK

FIR

28"

FIR

40"

FIR

24"

10" & 12" OAK

CLUSTER OF 

G

G

G G
G G

G

G

G

?

?

EE

P39598DB ST274.333
P39609DB

273.938

P39616DB
273.868

P39634DB
273.262

P39646DB
273.284

P39667DB
272.829

SS SS

PPP P

275 280
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R
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E

S
SIONAL ENG
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N

E
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DERETSIGE
R

S
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP09

SR5 LINE

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

WSDOT ROW

BEGIN GUARDRAIL REMOVAL

SR5 280+65.71, 76.48' LT

RAILROAD ROW

A. SCHMIDTMAN
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08/20/18REV B - FINAL REVIEW

SB I-5

NB I-5

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

BEGIN GUARDRAIL REMOVAL

SR5 275+73.22, 76.05' LT

END GUARDRAIL REMOVAL

SR5 278+22.53, 87.14' LT

END GUARDRAIL REMOVAL

SR5 281+28.53, 86.25' LT

PROTECT OAK TREE IN PLACE

PROTECT OAK TREE IN PLACE TREE IN PLACE

PROTECT OAK

AND GRUBBING

LIMITS OF CLEARING 

N. SCHRADER

C. CONRAD

EASEMENT

TEMPORARY CONSTRUCTION 

06/27/19REV 1 - RFI0143

END CLEAR AND GRUBBING

SR5 274+86.02, 70.67' LT

AP CLEAR AND GRUBBING

SR5 274+86.02, 80.67' LT

BEGIN CLEAR AND GRUBBING

SR5 277+76.51, 70.29' LT

AP CLEAR AND GRUBBING

SR5 277+76.51, 80.29' LT

END CLEAR AND GRUBBING

SR5 280+01.63, 70.13' LT

AP CLEAR AND GRUBBING

SR5 280+01.63, 80.13' LT

3

REV 2 - RFI0228 09/23/19

REV 3 - RFI0334 12/04/19
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AS-BUILT



53202

53189

275.605

277.508

24" FIR15' DRIP

24" OAK18' DRIP
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S62773
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S62729
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275.853

279.146

277.072

276.200

281.023

282.325

279.464

276.857

277.535

278.205

280.836

281.705

275.536

275.010

274.787

275.294

24" OAK

3" X 3" STEEL
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R
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E

S
SIONAL ENG
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N

E
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R

S
T
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OFWASHNIGTO
N

47018
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DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP10

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN
REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

RAILROAD ROW

N. SCHRADER

A. SCHMIDTMAN
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08/20/18REV B - FINAL REVIEW

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

WSDOT ROW

BEGIN BARRIER REMOVAL (CIP)

END BARRIER REMOVAL (TYPE 2)

SR5 290+27.65, 16.96' LT

AND GRUBBING

LIMITS OF CLEARING 

AP CLEARING AND GRUBBING

SR5 293+36.96, 107.86' RT

R=2985.81'

PT/AP CLEARING AND GRUBBING

SR5 292+86.65, 102.82' RT

C. CONRAD

EASEMENT

TEMPORARY CONSTRUCTION 

PC CLEARING AND GRUBBING

SR5 283+80.10, 101.46' RT

END GUARDRAIL REMOVAL

SR5 291+28.10, 85.14' LT

PROTECT OAK TREE IN PLACE

BEGIN GUARDRAIL REMOVAL

SR5 290+63.95, 78.58' LT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 290+26.35, 17.87' & 25.01' LT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 282+83.80, 15.95' & 25.01' LT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 293+97.60, 1.11' & 6.00' RT

06/27/19REV 1 - RFI0143

2

REV 2 - RFI0334 12/04/19
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52361GROD
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GR ST DNC

GR ST DNC SGDB
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BL2
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267.885

282.375 283.107
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271.538
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281.178 268.116

282.733

280.611

271.538

281.178

275.040

269.560

267.885

281.300 269.470

280.118

280.567

279.771

267.885 267.226

272.849

271.468

269.647

268.127

268.806

274.162

271.202

281.557

281.549

281.382

282.734

282.557 282.928

282.696

282.674

39" OAK

32" OAK

30" OAK

GOES INTO GROUND

24" OAK

4" X 6" WOOD

6" X 8" WOOD

20" OAK

?
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G
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295 300 305
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP11

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN
REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

RAILROAD ROW

WSDOT ROW

BEGIN GUARDRAIL REMOVAL

SR5 295+78.96, 76.74' LT

BEGIN GUARDRAIL REMOVAL

SR5 301+79.08, 79.83' LT

A. SCHMIDTMAN
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08/20/18REV B - FINAL REVIEW

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

END GUARDRAIL REMOVAL

SR5 304+28.75, 88.26' LT

TREE IN PLACE

PROTECT OAK

END GUARDRAIL REMOVAL

SR5 298+14.09, 80.93' LT

TREE IN PLACE

PROTECT OAK

TREE IN PLACE

PROTECT OAK TREE IN PLACE

PROTECT OAK

AND GRUBBING

LIMITS OF CLEARING 

AP CLEARING AND GRUBBING

SR5 300+23.88, 107.85' RT

AP CLEARING AND GRUBBING

SR5 300+23.84, 76.24' RT

N. SCHRADER

C. CONRAD

EASEMENT

TEMPORARY CONSTRUCTION 

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 297+47.54, 0.78' & 6.00' RT

06/27/19REV 1 - RFI0143

AND GRUBBING

LIMITS OF CLEARING 

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 299+34.00, 1.00' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 299+70.00, 2.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 299+80.00, 2.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 300+16.00, 1.00' RT

3

REV 2 - RFI0269 10/17/19

REV 3 - RFI0334 12/04/19

END REMOVE FENCE

SR5 300+20.21, 86.73' RT

3

135
1456

AS-BUILT
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269.040
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269.203 269.254

60" OAK

2" X 2" STEEL

33" OAK

35" OAK

310 315
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R
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S
SIONAL ENG
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N
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E
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DERETSIGE
R
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OFWASHNIGTO
N

47018
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MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP12

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

WSDOT ROW

WSDOT ROW

RAILROAD ROW

BEGIN GUARDRAIL REMOVAL

SR5 313+18.60, 77.83' LT

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18
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08/20/18REV B - FINAL REVIEW

AND GRUBBING

LIMITS OF CLEARING

TREE IN PLACE

PROTECT OAK

01/04/19REV 0 - RELEASED FOR CONSTRUCTION

TREE IN PLACE

PROTECT OAK

END GUARDRAIL REMOVAL

SR5 315+09.05, 87.52' LT

END SAWCUT

END PAVEMENT REMOVAL

SR5 313+50.00, 1.00' LT & 1.00' RT

AND GRUBBING

LIMITS OF CLEARING 

LUMINAIRE FOUNDATION

AS REQUIRED TO REMOVE

PAVEMENT REMOVAL

EASEMENT

TEMPORARY CONSTRUCTION 

N. SCHRADER

C. CONRAD

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 312+00.00, 12.61' LT

06/27/19REV 1 - RFI0143

2

REV 2 - RFI0334 12/04/19

2
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MADIGAN HOSPITAL
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-
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SCALE IN FEET

0 50 100

SP13

SR5 LINE

SITE PREPARATION PLAN

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

WSDOT ROW

RAILROAD ROW

END SAWCUT

END PAVEMENT REMOVAL

SR5 319+49.38, 2.00' LT & RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 316+25.58, 69.94' LT

AND GRUB

LIMITS OF CLEAR 

MRBX LINE

BXML LINE

INTERCHANGE REMOVALS

SEE SHEET SP26 FOR BERKELEY 
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BE DISTURBED

WETLAND NOT TO 

BE DISTURBED

WETLAND NOT TO 

BERKELEY ST NB OFF-RAMP

BERKELEY ST SB ON-RAMP

SB I-5

NB I-5

REV B - FINAL REVIEW 08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 03/20/19

BEGIN FENCE REMOVAL

SR5 316+36.18, 82.85' RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 316+25.00, 2.00' LT & RT

AND FOUNDATIONS

REMOVE SIGN BRIDGE

CONSTRUCTION EASEMENT

TEMPORARY

CONSTRUCTION EASEMENT

TEMPORARY

CONSTRUCTION EASEMENT

TEMPORARY

BERKELEY INTERCHANGE REMOVALS

SEE SHEET SP26 AND SP30A FOR 

END PAVEMENT REMOVAL

END SAWCUT

SR5 326+50.00, 68.88' LT

END PAVEMENT REMOVAL

END SAWCUT

SR5 326+50.00, 35.62' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 318+67.36, 2.00' LT & RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 319+03.34, 3.50' LT & RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 319+13.42, 3.50' LT & RT
AP PAVEMENT REMOVAL

AP SAWCUT

SR5 324+43.67, 36.55' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 324+43.67, 51.47' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 325+42.60, 68.88' & 70.00' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 324+13.19, 70.00' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 324+12.24, 79.32' LT

AND CRUB

LIMITS OF CLEAR 

BEGIN GUARDRAIL REMOVAL

SR5 319+48.77, 78.70' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 319+47.76, 76.35' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 319+48.15, 68.91' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 317+25.83, 69.00' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 322+60.82, 49.00' RT

END FENCE REMOVAL

MRBX 12+27.81, 33.96' RT

BEGIN FENCE REMOVAL

MRBX 12+68.28, 33.36' RT

04/04/19REV 1 - RFI0066

REV 2 - RFI0334 12/04/19

2

END SAWCUT

END PAVEMENT REMOVAL

SR5 323+50.00, 2.00' LT & RT
BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 321+25.00, 2.00' LT & RT

AND GRUB

LIMITS OF CLEAR 

137
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WASH
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PLAN REF NO

ConradCS

3/18/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R
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E

S
SIONAL ENG
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N

E
E
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DERETSIGE
R

S
T
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP14

SR5 LINE

SITE PREPARATION PLAN

NO. 005413

REMOVE EXISTING BRIDGE

REV A - PRELIMINARY REVIEW 07/27/18

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

END GUARDRAIL REMOVAL

SR5 335+61.10, 70.24' LT

WSDOT ROW

WSDOT ROW

RAILROAD ROW
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REMOVALS

FOR BERKELEY INTERCHANGE 

SEE SHEETS SP26 - SP28

INTERCHANGE REMOVALS

SP30 FOR BERKELEY 

SEE SHEETS SP26 - SP28 AND 

J
A

C
K

S
O

N
 

A
V

E

BERKELEY ST NB OFF-RAMP
BERKELEY ST NB ON-RAMP

BERKELEY ST SB ON-RAMP

F
R

E
E

D
O

M
 

W
A

Y

NB I-5

SB I-5

BERKELEY ST SB OFF-RAMP

REV B - FINAL REVIEW 08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 03/20/19

CONSTRUCTION EASEMENT

TEMPORARY

END GUARDRAIL REMOVAL

SR5 334+67.70, 39.04' RT

STATION

REMOVE PUMP 

BEGIN GUARDRAIL REMOVAL

SR5 332+97.66, 50.45' RT

BEGIN BARRIER REMOVAL (CIP)

END BARRIER REMOVAL (TYPE 2)

SR5 330+24.64, 16.18' LT

BEGIN GUARDRAIL REMOVAL

SR5 334+07.82, 58.00' LT

CONSTRUCTION EASEMENT

TEMPORARY

138
1456

AS-BUILT



MM

P

15119

15118

15115

15116

MWEL

MWEL

276.831

276.759

269.196

269.208

B19p CENTER 2'X2' CONC

B19p NORTH RIM

B-18p NORTH RIM

B18p CENTER 2'X2' CONC

15134271.611NORTH RIM B-12-17

15133MWEL271.577B-12-17

B
-12-17

B
-18p-17

B
-19p-17

P

P

P

P

P

P

P

340

345

LAKEWOOD

CITY OF 

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

15

20

25

15 20
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47018
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DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP15

SR5 LINE

SB I-5

NB I-5

BERKELEY ST SB OFF-RAMP

SITE PREPARATION PLAN

AND FOUNDATION

REMOVE CANTILEVER SIGN

WSDOT ROW

WSDOT ROW

RAILROAD ROW

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

BEGIN BARRIER REMOVAL (TYPE 2)

END BARRIER REMOVAL (CIP)

SR5 338+15.13, 15.63' LT

MLBX LINE

BXMR LIN
E

SR5 348+00.00, 2.00' LT & RT

AND GRUBBING

LIMITS OF CLEARING 

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

BERKELEY INTERCHANGE REMOVALS

SEE SHEET SP28 & SP29 FOR 
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BERKELEY SITE PREP PLANS

SEE SHEET SP28 & SP29 FOR 

BERKELEY ST NB ON-RAMP

REV B - FINAL REVIEW 08/30/18

FENCE

REMOVE 

SOUND TRANSITBEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 341+69.38, 72.00' LT

SR5 346+83.23, 95.92' LT

END SAWCUT

END PAVEMENT REMOVAL

MLBX 22+88.36, 4.00' RT

02/26/19REV 0 - RELEASED FOR CONSTRUCTION

END SAWCUT

END PAVEMENT REMOVAL

SR5 344+78.81, 37.02' RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 343+00.00, 34.42' RT

2

06/25/19REV 1 - RFI0132

REV 2 - RFI0367 12/19/19

139
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WASH
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ConradCS

1/8/2020

11:47:53 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
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S
SIONAL ENG

I
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E
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DERETSIGE
R

S
T
A
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP16

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

WSDOT ROW

WSDOT ROW

RAILROAD ROW

SR5 354+73.26, 96.00' LT

A. SCHMIDTMAN

B. LADD

A. WARDHANA

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

AND GRUBBING

LIMITS OF CLEARING 

CONSTRUCTION EASEMENT

EXISTING TEMPORARY
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END GUARDRAIL REMOVAL

SR5 357+30.03, 98.31' LT

TREE IN PLACE

PROTECT OAK 

TREE IN PLACE

PROTECT OAK 

TREE IN PLACE

PROTECT OAK 

PROTECT OAK TREE IN PLACE

08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 02/26/19

SOUND TRANSIT

END FENCE REMOVAL

SR5 349+38.27, 108.03' LT

BEGIN GUARDRAIL REMOVAL

SR5 349+83.73, 94.80' LT

TREE IN PLACE

PROTECT OAK 

AND GRUBBING

LIMITS OF CLEARING 

BEGIN BARRIER REMOVAL (CIP)

END BARRIER REMOVAL (TYPE 2)

SR5 356+36.56, 34.54' LT

12/04/19REV 1 - RFI0334

REV B - FINAL REVIEW

2

12/19/19REV 2 - RFI0367

140
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DATE DATE
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WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:50:02 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_17.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
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S
SIONAL ENG

I
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E
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DERETSIGE
R

S
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A
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OFWASHNIGTO
N

47018
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DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP17

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

RAILROAD ROW

WSDOT ROW

CONSTRUCTION EASEMENT

EXISTING TEMPORARY
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PROTECT OAK TREE IN PLACE

REV B - FINAL REVIEW 08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 02/26/19

AND GRUBBING

LIMITS OF CLEARING 

SOUND TRANSIT

BEGIN GUARDRAIL REMOVAL

SR5 361+30.36, 96.73' LT

PROTECT OAK TREE IN PLACE

SR5 361+81.16, 96.00' LT

AND GRUBBING

LIMITS OF CLEARING 

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 361+34.00, 2.00' LT & 2.00' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 361+70.00, 3.50' LT & 3.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 361+80.00, 3.50' LT & 3.50' RT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 362+16.00, 2.00' LT & 2.00' RT

10/17/19REV 1 - RFI0269

REV 2 - RFI0334 12/04/19

3

REV 3 - RFI0367 12/19/19
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE
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WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:51:37 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

300

305
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S
SIONAL ENG
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47018
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SCALE IN FEET

0 50 100

SP18

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

WSDOT ROW

RAILROAD ROW

MRTX LINE

MLMX1 LINE

END GUARDRAIL REMOVAL

SR5 369+84.10, 87.60' LT

BEGIN GUARDRAIL REMOVAL

SR5 368+68.20, 52.17' LT

END GUARDRAIL REMOVAL

SR5 369+20.22, 48.78' RT

END SAWCUT

END PAVEMENT REMOVAL

SR5 367+75.00, 2.00' LT & RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 369+75.00, 2.00' LT & RT

END SAWCUT

END PAVEMENT REMOVAL

SR5 371+10.00, 2.00' LT & RT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 373+60.00, 2.00' LT & RT

BEGIN BARRIER REMOVAL (TYPE 2)

END BARRIER REMOVAL (CIP)

SR5 373+13.10, 18.84' LT

AND GRUBBING

LIMITS OF CLEARING 

THORNE LN NB OFF-RAMP

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

INTERCHANGE REMOVALS

SEE SHEET SP34 & SP35 FOR THORNE 

INTERCHANGE REMOVALS

SEE SHEET SP35 FOR THORNE 
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REV B - FINAL REVIEW 08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 02/26/19

SOUND TRANSIT
BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

MLMX1 402+31.37, 28.00' AND 36.51' LT

AP SAWCUT

SR5 372+24.33, 41.61' RT

AP SAWCUT

SR5 372+20.29, 68.53' RT

THORNE LN SB ON-RAMP

PROTECT OAK IN PLACE

AND FOUNDATION

REMOVE CANTILEVER SIGN

08/28/19REV 1 - RFI0193

REV 2 - RFI0334 12/04/19

3

REV 3 - RFI0367 12/19/19
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265.400

271.466

269.896

13" OAK

8" OAK

12" OAK

3" OAK

13" OAK

13" OAK

8" OAK

4" OAK

13" OAK

11" OAK

6" OAK

4" OAK

3" OAK

2-5" OAK CLUSTER

2" OAK

4" OAK

5" OAK

13" OAK

6" OAK

6" OAK

27" OAK

3" OAK

3" OAK

14" OAK

9" OAK

8" OAK

10" OAK

5-6" OAK CLUSTER
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R
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E

S
SIONAL ENG
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N

E
E
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DERETSIGE
R

S
T
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP19

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

NO. 005/414

REMOVE EXISTING BRIDGE

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

RAILROAD ROW

WSDOT ROW
 ROW

WSDOT

INTERCHANGE REMOVALS

SEE SHEET SP35 - SP37 FOR THORNE 

ON-RAMP
THORNE LN NB 

OFF-RAMP
THORNE LN SB 
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THORNE INTERCHANGE REMOVALS

SEE SHEET SP36 AND SP42 FOR 

REV B - FINAL REVIEW 08/30/18

THORNE LN NB OFF-RAMP

CONSTRUCTION EASEMENT

TEMPORARY

CONSTRUCTION EASEMENT

TEMPORARY

BEGIN GUARDRAIL REMOVAL

SR5 381+94.49, 61.86' LT

CONSTRUCTION EASEMENT

TEMPORARY

THORNE LN SB ON-RAMP

END GUARDRAIL REMOVAL

SR5 383+56.77, 68.96' LT

BEGIN BARRIER REMOVAL (CIP)

END BARRIER REMOVAL (TYPE 2)

SR5 378+28.73, 16.80' LT

BEGIN GUARDRAIL REMOVAL

SR5 381+07.70, 48.88' LT

REV 0 - RELEASED FOR CONSTRUCTION 03/20/19

AP SAWCUT

SR5 377+32.83, 69.50' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 377+96.08, 58.95' & 69.23' LT

END GUARDRAIL REMOVAL

SR5 382+98.00, 42.00' LTEND SAWCUT

END PAVEMENT REMOVAL

SR5 380+00.00, 2.00' LT & RT

08/28/19REV 1 - RFI0193

1

143
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AS-BUILT
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3/18/2019

1:55:17 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

605

610

SCALE IN FEET

0 50 100

SP20

SR5 LINE

SB I-5

NB I-5

THORNE LN SB OFF-RAMP

THORNE LN NB ON-RAMP

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

WSDOT ROW

RAILROAD ROW

BEGIN BARRIER REMOVAL (TYPE 2)

END BARRIER REMOVAL (CIP)

SR5 387+14.30, 17.98' LT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 387+50.00, 2.00' LT & RT

END SAWCUT

END PAVEMENT REMOVAL

SR5 390+25.00, 2.00' LT & RT
BEGIN BARRIER REMOVAL (CIP)

END BARRIER REMOVAL (TYPE 2)

SR5 394+20.45, 18.39' LT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 393+10.00, 2.00' LT & RT

BEGIN GUARDRAIL REMOVAL

SR5 395+23.00, 102.00' LT

END GUARDRAIL REMOVAL

SR5 395+74.65, 104.80' LT

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

INTERCHANGE REMOVALS

SEE SHEET SP42 FOR THORNE 

THORNE INTERCHANGE REMOVALS

SEE SHEET SP37 & SP38 FOR 
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AND GRUBBING

LIMITS OF CLEARING 

MLMX1 LINE

REV B - FINAL REVIEW 08/30/18

REV 0 - RELEASED FOR CONSTRUCTION 03/20/19

AND GRUBBING

LIMITS OF CLEARING 

CONSTRUCTION EASEMENT

TEMPORARY

END FENCE REMOVAL

SR5 395+03.57, 112.97' LT

AND FOUNDATIONS

REMOVE SIGN BRIDGE 

CONSTRUCTION EASEMENT

TEMPORARY

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+72.13, 67.03' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+69.45, 38.51' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+69.45, 33.96' RT

TXMR LINE

MLMX2 LINE

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 386+51.79, 58.45' & 69.50' LT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 386+86.69, 70.00' LT

AP SAWCUT

AP PAVEMENT REMOVAL

SR5 386+57.49, 69.50' LT

END PAVEMENT REMOVAL

END SAWCUT

SR5 392+67.39, 81.30' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+67.39, 74.95' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+02.81, 74.11' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 392+02.81, 70.00' LT

415 420 425

510

144
1456

AS-BUILT
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3/18/2019

1:57:15 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP21

SR5 LINE

SB I-5

NB I-5

SITE PREPARATION PLAN

AND FOUNDATION

REMOVE CANTILEVER SIGN

A. SCHMIDTMAN

B. LADD

A. WARDHANA

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

WSDOT ROW

WSDOT ROW

BEGIN BARRIER REMOVAL (TYPE 2)

END BARRIER REMOVAL (CIP) 

SR5 401+14.00, 2.83' LT

END SAWCUT

END PAVEMENT REMOVAL

SR5 398+50.00, 2.00' LT & RT

AND GRUBBING

LIMITS OF CLEARING 

AND GRUBBING

LIMITS OF CLEARING 

RAILROAD ROW
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BEGIN GUARDRAIL REMOVAL

SR5 405+19.75, 65.42' LT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 402+75.00, 2.00' LT & RT
BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

SR5 405+70.00, 2.00' LT & RT
END SAWCUT

END PAVEMENT REMOVAL

SR5 404+80.00, 2.00' LT & RT

REV B - FINAL REVIEW 08/30/18

03/20/19REV 0 - RELEASED FOR CONSTRUCTION 145
1456

AS-BUILT
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DATE DATE
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WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:55:07 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 50 100

SP22

SR5 LINE

1.

SB I-5

NB I-5

SITE PREPARATION PLAN

WSDOT ROW

AND GRUBBING

LIMITS OF CLEARING 

AND GRUBBING

LIMITS OF CLEARING 

RAILROAD ROW

WSDOT ROW

A. SCHMIDTMAN

N. SCHRADER

N. SCHRADER

REV A - PRELIMINARY REVIEW 07/27/18

BEGIN PAVEMENT MARKING OBLITERATION

SR5 415+00.00, 6.98' 18.98', 30.98', & 42.98' RT

REMOVE CANTILEVER SIGN

S
E

E
 

S
H

E
E

T
 
S

P
2
3

M
A

T
C

H
 

L
IN

E
 

S
R
5
 
4
1
8
+
0
0

S
E

E
 

S
H

E
E

T
 
S

P
2
1

M
A

T
C

H
 

L
IN

E
 

S
R
5
 
4
0
6
+
0
0

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

BEGIN PAVEMENT MARKING OBLITERATION

SR5 415+00.00, 6.76' 18.76', 30.76', 42.76 & 54.45' LT

REV B - FINAL REVIEW 08/30/18

END GUARDRAIL REMOVAL

SR5 406+31.85, 69.03' LT

03/20/19REV 0 - RELEASED FOR CONSTRUCTION

BEGIN GUARDRAIL REMOVAL

END SAWCUT

END PAVEMENT REMOVAL

SR5 417+78.34, 70.87' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 417+78.34, 55.94' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 412+64.85, 53.21' & 64.50' LT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 412+75.00, 53.55' & 64.72 RT

END BARRIER REMOVAL (TYPE 2)

SR5 415+00.00, 2.00' LT & RT

10/17/19REV 1 - RFI0269

2

REV 2 - RFI0367 12/19/19

146
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DATE DATE
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WASH
PLOTTED BY

PLAN REF NO

ConradCS

1/8/2020

11:58:30 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

P
R

O
F
E

S
S
IONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
AT
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OFWASHNIGTO

N

47018
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SCALE IN FEET

0 50 100

SP23

SR5 LINE

1.

SB I-5

NB I-5

GRAVELLY LAKE DR NB OFF-RAMP

SITE PREPARATION PLAN

WSDOT ROW

WSDOT ROW

AND GRUBBING

LIMITS OF CLEARING 

END SAWCUT

END PAVEMENT REMOVAL

SR5 423+71.42, 79.00' RT

RAILROAD ROW

END BARRIER REMOVAL (CIP), CL

END SAWCUT, 3.50' LT & 3.50' RT

END PAVEMENT REMOVAL, 3.50' LT & 3.50' RT

SR5 423+65.00

END PAVEMENT MARKING OBLITERATION

SR5 427+00.00, 8.27', 20.27', 32.27', 44.27', 56.27', 77.87', & 92.92' RT

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

GXML LINE

REV A - PRELIMINARY REVIEW 07/27/18
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REV B - FINAL REVIEW 08/30/18

03/20/19REV 0 - RELEASED FOR CONSTRUCTION

GRAVELLY LAKE DR SB ON-RAMP

CONSTRUCTION EASEMENT

TEMPORARY

END GUARDRAIL REMOVAL

SR5 424+47.17, 76.71' LT

BEGIN PAVEMENT MARKING OBLITERATION

SR5 423+88.36, 56.33' RT

BEGIN BARRIER REMOVAL (CIP), CL

BEGIN SAWCUT, 3.50' LT & 3.50' RT

BEGIN PAVEMENT REMOVAL, 3.50' LT & 3.50' RT

SR5 422+35.00

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 421+57.15, 56.27' RT

AP PAVEMENT REMOVAL

AP SAWCUT

SR5 423+71.95, 71.85' RT

08/30/19REV 1 - RFI0195

2

REV 2 - RFI0367 12/19/19

147
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3/18/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

SCALE IN FEET

0 50 100

SP24

SR5 LINE

SB I-5

NB I-5
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R

SITE PREPARATION PLAN

WSDOT ROW

WSDOT ROW

RAILROAD ROW

GXML LINE

GRAVELLY LAKE DR NB OFF-RAMP

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 07/27/18

S
E

E
 

S
H

E
E

T
 
S

P
2
3

M
A

T
C

H
 

L
IN

E
 

S
R
5
 
4
2
9
+
0
0

END PAVEMENT MARKING OBLITERATION

SR5 436+00.00, 7.50', 19.50', 31.50', 43.50' & 55.50' LT

REV B - FINAL REVIEW 08/30/18

GRAVELLY LAKE DR SB ON-RAMP

END PAVEMENT MARKING OBLITERATION

GXML 15+40.00, 0.00' AND 14.00' LT

03/20/19REV 0 - RELEASED FOR CONSTRUCTION 148
1456

AS-BUILT
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REV A - PRELIMINARY REVIEW

M. PANICK

07/27/18

SP25

SITE PREPARATION PLAN

NB I-5

SB I-5

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

BE DISTURBED

WETLAND NOT TO

BE DISTURBED

WETLAND NOT TO

BERKELEY ST SB ON-RAMP

BERKELEY ST NB ON-RAMP

FOR MAINLINE SITE PREP

SEE SHEET SP13

M. PANICK

N. SCHRADER

SOUND TRANSIT

08/20/18REV B - FINAL REVIEW

FOR MAINLINE SITE PREP

SEE SHEET SP13

09/25/18REV 0 - RELEASED FOR CONSTRUCTION
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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J. WYNANDS

Washington State

Department of Transportation
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SEE SHEET SPN01 FOR GENERAL NOTES.

BEGIN FENCE REMOVAL

MRBX 16+18.48, 19.71' RT

AP PAVEMENT REMOVAL

BXML 16+83.69, 12.59' RT

AND GRUBBING

LIMITS OF CLEARING

AND GRUBBING

LIMITS OF CLEARING

SB I-5

NB I-5

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

FOR MAINLINE SITE PREP

SEE SHEET SP13

FOR MAINLINE SITE PREP

SEE SHEET SP13

END GUARDRAIL REMOVAL

BXML 18+34.96, 40.38' LT

BEGIN GUARDRAIL REMOVAL

BXML 19+45.92, 7.01' LT

OFF-RAMP

BERKELEY ST NB 

OFF-RAMPBERKELEY ST NB 

M. PANICK

N. SCHRADER

INFIELD AREA

CLEAR AND GRUB 
FOR MAINLINE SITE PREP

SEE SHEET SP13

INFIELD AREA

CLEAR AND GRUB 

CLEAR AND GRUB

REMOVE GATE

08/20/18REV B - FINAL REVIEW

SEE SHEET SP30A

MATCH LINE

END GUARDRAIL REMOVAL

BXML 21+24.46, 8.25' LT

09/25/18REV 0 - RELEASED FOR CONSTRUCTION

END FENCE REMOVAL

MRBX 16+34.16, 88.20' RT

01/31/19REV 1 - RFI040

2
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BEGIN FENCE REMOVAL
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15

20

15

20

325 330

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

8:52:15 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_SP_26.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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SP27

REV A - PRELIMINARY REVIEW

M. PANICK

07/27/18

SEE SHEET SP28

MATCH LINE MLBX 12+00
SEE SHEET SP28

MATCH LINE BXMR 12+00

SITE PREPARATION PLAN

PAVEMENT REMOVAL

MLBX 11+46.83, 98.81' LT

PAVEMENT REMOVAL

MLBX 11+49.44, 88.49' LT

PAVEMENT REMOVAL

MLBX 11+00.72, 88.40' LT

AND GRUBBING

LIMITS OF CLEARING

AND GRUBBING

LIMITS OF CLEARING 

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

BEGIN GUARDRAIL REMOVAL

MLBX 11+66.55, 1.30' RT
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WETLAND BOUNDARY-
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EXISTING TEMPORARY
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EXISTING TEMPORARY

REMOVE GATE
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MLBX 11+53.73, 59.67' LT

END BARRIER REMOVAL (TYPE 2)

MLBX 11+81.78, 45.74' LT

BEGIN BARRIER REMOVAL (TYPE 2)

MLBX 11+49.09, 82.93' LT
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CONTROLLERS, CROSSING 

ELEMENTS (SIGNALS, 

PROTECT IN PLACE RAIL 

PAVEMENT REMOVAL

MLBX 10+99.63, 98.88' LT

BEGIN BARRIER REMOVAL (TYPE 2)

MLBX 11+59.77, 54.00' LT

END FENCE REMOVAL
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BEGIN FENCE REMOVAL

BXML 23+66.14, 119.86' LT
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PAVEMENT REMOVAL ANGLE 
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PAVEMENT REMOVAL 
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BRIDGE APPROACH SLAB

ANGLE POINT AT EXISTING 

PAVEMENT REMOVAL 

BXMR 11+03.68, 76.86' LT

APPROACH SLAB

EXISTING BRIDGE 

ANGLE POINT AT 

PAVEMENT REMOVAL 

MLBX 11+03.09, 24.81' RT

SITE PREP

FOR MAINLINE

SEE SHEET SP14
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BRIDGE NO. 
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STRUCTURE TO 

EXISTING 

08/20/18REV B - FINAL REVIEW
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REMOVE WALLS AND 

BRIDGE RAILS

REMOVE WALLS AND 

09/25/18REV 0 - RELEASED FOR CONSTRUCTION
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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J. WYNANDS

Washington State

Department of Transportation

C9133
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REV A - PRELIMINARY REVIEW

M. PANICK

07/27/18

SEE SHEET SPN01 FOR GENERAL NOTES.

SITE PREPARATION PLAN

AP PAVEMENT REMOVAL

BXMR 16+00.00, 4.00' LT

AND GRUBBING

LIMITS OF CLEARING

AND GRUBBING

LIMITS OF CLEARING

NB I-5

SB I-5

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

END GUARDRAIL REMOVAL

MLBX 17+71.47, 0.30' LT

ST SB OFF-RAMP

BERKELEY

BERKELEY ST NB ON-RAMP

INFIELD AREA

CLEAR AND GRUB 

INFIELD AREA

CLEAR AND GRUB 

LEGEND
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FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-

M. PANICK

N. SCHRADER

SOUND TRANSIT

FOR MAINLINE SITE PREP

SEE SHEETS SP14-SP15

08/20/18REV B - FINAL REVIEW

END SAWCUT

END PAVEMENT REMOVAL

BXMR 18+63.01, 8.37' LT

BEGIN SAWCUT

BEGIN PAVEMENT REMOVAL

BXMR 19+04.43, 25.85' RT

BEGIN SAWCUT

AP PAVEMENT REMOVAL

BXMR 16+00.00, 8.36' RT

09/25/18REV 0 - RELEASED FOR CONSTRUCTION

MATCH LINE SEE SHEET SP30

01/31/19REV 1 - RFI040

END FENCE REMOVAL

BXMR 17+90.32, 63.39' RT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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J. WYNANDS

Washington State

Department of Transportation

C9133

SEE SHEET SPN01 FOR GENERAL NOTES.
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EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-
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REV A - PRELIMINARY REVIEW

M. PANICK

07/27/18 SITE PREPARATION PLAN

AND GRUBBING

LIMITS OF CLEARING

NB I-5

SB I-5

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

AP PAVEMENT REMOVAL

AP SAWCUT LINE

MLBX 20+18.00, 20.00' LT

BERKELEY ST SB OFF-RAMP

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

FOR MAINLINE SITE PREP

SEE SHEETS SP15 & SP16

BERKELEY ST NB ON-RAMP

INFIELD AREA

CLEAR AND GRUB 

M. PANICK

N. SCHRADER

SOUND TRANSIT

08/20/18REV B - FINAL REVIEW

AP SAWCUT LINE

AP PAVEMENT REMOVAL

BXMR 20+50.16, 20.00' RT

09/25/18REV 0 - RELEASED FOR CONSTRUCTION

01/31/19REV 1 - RFI040

AP PAVEMENT REMOVAL

BEGIN SAWCUT LINE

MLBX 20+18.00, 3.01' RT
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REV A - PRELIMINARY REVIEW 07/27/18

M. PANICK

SITE PREPARATION PLAN

AND GRUBBING

LIMITS OF CLEARING

JACKSON AVE

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

AND GRUBBING

LIMITS OF CLEARING

REMOVAL

END FENCE 

END SAWCUT LINE

END PAVEMENT REMOVAL

BXE 18+79.56, 54.22' RT

END SAWCUT LINE

END PAVEMENT REMOVAL

BXE 18+81.26, 3.00' LT

ATTENUATORS

REMOVE 

BEGIN FENCE REMOVAL

BXW 305+79.55, 209.46' LT

SAWCUT LINE ANGLE POINT

AP PAVEMENT REMOVAL 

BXW 304+90.00, 6.16' RT

M. PANICK

N. SCHRADER

BEGIN BARRIER REMOVAL

BXW 304+34.55, 53.53'  LT
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ENIL WXB
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GATE

REMOVE 

08/20/18REV B - FINAL REVIEW

09/25/18REV 0 - RELEASED FOR CONSTRUCTION

AP SAWCUT LINE

AP PAVEMENT REMOVAL

BXT 401+86.86, 23.00' RT

AP SAWCUT LINE

AP PAVEMENT REMOVAL 

BXT 401+63.78, 3.31' LT

AP SAWCUT LINE

AP PAVEMENT REMOVAL 

BXT 401+45.00, 23.00' RT

AP SAWCUT LINE

AP PAVEMENT REMOVAL

BXE 16+71.09, 4.00' LT

AP SAWCUT LINE

AP PAVEMENT REMOVAL

BXW 305+55.36, 4.00' RT

END BARRIER REMOVAL

BXW 305+68.50, 33.53'  LT

AP SAWCUT LINE

AP PAVEMENT REMOVAL 
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REV A - PRELIMINARY REVIEW

M. PANICK

07/27/18

SP31

SITE PREPARATION PLAN

AND GRUBBING

LIMITS OF CLEARING

AND GRUBBING

LIMITS OF CLEARING 

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

BERKELEY ST

FREEDOM 
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AY

BEGIN FENCE REMOVAL

BXW 291+15.85, 74.91' RT

M. PANICK
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REV B - FINAL REVIEW 08/20/18

09/25/18

FOR BERKELEY ST REMOVALS

SEE SHEETS SP32

BXW 290+03.59, 210.93' RT

BXW 289+96.60, 210.39' RT

BERKELEY REMOVALS

SEE SHEET SP33 FOR

BERKELEY REMOVALS

SEE SHEET SP32 FOR

REMOVED BY OTHERS

RIGHT OF WAY TO BE

BUILDINGS WITHIN WSDOT

REV 0 - RELEASED FOR CONSTRUCTION

BXW 288+69.76, 511.39' RT

BXW 288+72.29, 517.40' RT

FOR GRADING EXTENTS

SEE DRAINAGE SHEETS

BXW 298+24.28, 296.54' RT

END FENCE REMOVAL

BXW 294+17.74, 91.61' RT

WITHIN WSDOT ROW

REMOVAL ALL FENCING

SEE SHEET SPN01 FOR GENERAL NOTES.

BEGIN FENCE REMOVAL

BXW 288+98.41, 334.28' RT END FENCE REMOVAL

BXW 289+10.77, 291.92' RT

END FENCE REMOVAL

BXW 288+42.04, 54.50' RT
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TXMR 603+35.00, 1.14' RT & 32.19' LT
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02/12/19REV 0 - RELEASED FOR CONSTRUCTION

AP SAWCUT
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SOUND TRANSIT

WSDOT ROW
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EXISTING TEMPORARY
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SB I-5

REV B - FINAL REVIEW 01/30/19

PROTECT IN PLACE.

CLEAR AND GRUB TO EXISTING NOISE WALL.

FOR MAINLINE SITE PREP

SEE SHEET SP20 

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN

S
E

E
 

S
H

E
E

T
 
S

P
4
3

M
A

T
C

H
 

L
IN

E
 

T
X

M
R
 
6
1
3
+
0
0

THORNE LANE NB ON-RAMP

THORNE LN SB OFF-RAMP

END SAWCUT
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02/12/19REV 0 - RELEASED FOR CONSTRUCTION
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TXMR 605+59.62, 38.00' LT & 8.51' RT
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AP PAVEMENT REMOVAL 

WB 10+61.71, 13.45' RT

AP PAVEMENT REMOVAL 

WB 10+61.56, 17.62' RT

BEGIN CONCRETE SIDEWALK REMOVAL 

AP PAVEMENT REMOVAL

WB 10+53.68, 17.67' RT

BEGIN CONCRETE SIDEWALK REMOVAL 

AP PAVEMENT REMOVAL

WB 10+69.57, 18.82' LT
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WB LINE

146TH ST SW

AND GRUBBING

LIMITS OF CLEARING

(PT/AP) SAWCUT

TX 29+61.00, 30.27' LT

PCC SAWCUT

TX 29+37.93, 27.37' LT

SLAB BARRIER

REMOVE MOMENT 

CURB

REMOVE 

AP SAWCUT, 15.32' RT

(AP/PC) SAWCUT, 1.25' LT 

TX 30+26.32

PT SAWCUT

TX 30+68.04, 1.25' LT

02/12/19REV 0 - RELEASED FOR CONSTRUCTION

AP SAWCUT

TX 30+89.43, 1.25' LT 23.30' RT

R=61.25'
END SAWCUT, 22.69' & 23.17' LT

TX 30+84.80

AP SAWCUT 

WB 10+50.00, 11.44' RT & 19.43' LT

BEGIN SAWCUT

WB 11+61.60, 20.50' RT

AP SAWCUT

WB 11+67.60, 14.00' & 20.50' RT

06/11/19REV 1 - RFI0126

END PAVEMENT REMOVAL

END SAWCUT

WB 12+80.00, 14.00' RT & 12.92' LT

REV 2 - RFI0143 06/27/19

END CONCRETE SIDEWALK REMOVAL

TX 30+92.83, 24.77' & 29.84' LT

4

REV 3 - RFI0461 05/18/20

REV 4 - RFI0562 10/02/20

END FENCE REMOVAL

TX 32+21.00, 44.85' RT

1313

AP PAVEMENT REMOVAL

WB 10+78.62, 14.49' & 17.87' LT
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SEE SHEET SPN01 FOR GENERAL NOTES.
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TL 13+40.09, 13.39' LT
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TL 13+11.99, 45.93' LT
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REV B - FINAL REVIEW 01/30/19

UNION AVE SW

END CONCRETE SIDEWALK REMOVAL

TL 12+89.72, 11.81' & 19.15' LT

END CONCRETE SIDEWALK REMOVAL

TL 11+48.80, 30.55' LT

END CONCRETE SIDEWALK REMOVAL

TL 11+50.77, 23.37' LT

N. SCHRADER

N. SCHRADER

BEGIN CONCRETE SIDEWALK REMOVAL

TL 11+08.52, 8.72' RT

FILLED IN 

WETLAND TO BE 

AP SAWCUT

TL 11+08.12, 9.50' RT

AP SAWCUT

SP 100+72.48, 14.55' LT

A. SCHMIDTMAN

CONSTRUCTION EASEMENT

TEMPORARY

SOUND TRANSIT

02/12/19REV 0 - RELEASED FOR CONSTRUCTION

ENIL BAR LT

BEGIN CONCRETE SIDEWALK REMOVAL, 21.87' & 27.88' LT

SP 100+51.75

1

06/11/19REV 1 - RFI0126

1

BEGIN PAVEMENT REMOVAL

BEGIN SAWCUT

TL 10+40.00, 12.19' & 19.60' RT

BEGIN PAVEMENT REMOVAL, 14.45' LT

BEGIN SAWCUT, 14.45' LT

AP CONCRETE SIDEWALK REMOVAL, 16.95' LT

SP 100+56.85
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5
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Washington State

Department of Transportation
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SEE SHEET SPN01 FOR GENERAL NOTES.
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REV B - FINAL REVIEW 01/30/19
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CURB

REMOVE CONCRETE 

CURB

REMOVE CONCRETE 

END GUARDRAIL REMOVAL

TL 16+69.13, 29.34' LT

END GUARDRAIL REMOVAL

TL 16+63.82, 62.49' LT
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TL 17+39.37, 9.88' RT
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SP42

SITE PREPARATION PLANREV A - PRELIMINARY REVIEW 07/27/18

MLMX1 LINE

MLMX2 LINE
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EXISTING CONCRETE PANELS

END PAVEMENT REMOVAL AT 

APPURTENANCES IN PLACE

PROTECT EXISTING RAILROAD 

RAILROAD ROW

SEE SHEET SP37

MATCH LINE MXTX 30+80

MATCH LINE SEE SHEET SP41

FOR MAINLINE SITE PREP

SEE SHEETS SP19 AND SP20

INFIELD AREA

CLEAR AND GRUB 
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BEGIN GUARDRAIL REMOVAL

MLMX1 412+53.30, 23.57' LT

BEGIN FENCE REMOVAL

MLMX1 412+57.84, 32.28' LT

END FENCE REMOVAL

MLMX1 411+47.26, 28.45' LT

BRIDGE RAILS

REMOVE WALLS AND 

THORNE LN SB OFF-RAMP

SB I-5

REV B - FINAL REVIEW 01/30/19

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

N. SCHRADER

N. SCHRADER

A. SCHMIDTMAN
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BEGIN CONCRETE SIDEWALK REMOVAL

MLMX1 412+40.15, 26.02' LT

UP TO CONCRETE PANELS

REMOVE CONCRETE SIDEWALK 

END CONCRETE PAVEMENT REMOVAL

MLMX1 415+38.01, 8.00' LT

AP SAWCUT

MLMX1 416+09.41, 14.00' & 14.77' RT

INFIELD AREA

CLEAR AND GRUB 

END BARRIER REMOVAL (PRECAST TYPE 2)

MLMX1 412+97.08, 23.56' RT

TO BE REMOVED

BRIDGE NO. 005/414

EXISTING STRUCTURE 

END GUARDRAIL REMOVAL

MLMX1 410+02.62, 14.07' RT

AP SAWCUT

MLMX1 410+29.89, 16.00' RT

EDGE OF EXISTING PAVEMENT

SAWCUT 0.5' INSIDE OF EXISTING 

AP SAWCUT

MLMX1 412+34.11, 8.00' LT

CURB

REMOVE CONCRETE 

AP SAWCUT

MLMX1 410+24.09, 14.00' LT

AP SAWCUT

MLMX1 413+30.25, 8.00' LT

AP SAWCUT

MLMX1 413+30.42, 15.00' RT

BEGIN CONCRETE PAVEMENT REMOVAL

MLMX1 413+63.69, 14.84' LT

AP SAWCUT

MLMX1 416+77.56, 8.00' LT

WSDOT ROW

END CONCRETE PAVEMENT REMOVAL

MLMX1 415+55.27, 16.99' LT

(PRECAST TYPE 2)

BEGIN BARRIER REMOVAL

MLMX1 412+43.08, 23.41 RT

AP SAWCUT

MLMX1 414+48.03, 8.00' RT

END GUARDRAIL REMOVAL

MLMX1 413+24.22, 18.50' LT

(PRECAST TYPE 2)

REMOVE BARRIER 

SEE SHEET SP37

AT EXISTING BRIDGE SEAT

END PAVEMENT REMOVAL 

02/12/19REV 0 - RELEASED FOR CONSTRUCTION

SOUND TRANSIT

CONSTRUCTION EASEMENT

TEMPORARY

AP SAWCUT

MLMX1 414+50.33, 14.94' & 15.94' RT

1

1

1

AP SAWCUT

MLMX1 412+15.00, 15.00' & 16.00' RT

1

06/11/19REV 1 - RFI0126

AP SAWCUT/END PAVEMENT REMOVAL

MLMX1 416+31.27, 14.63' & 20.21' RT

410
415

505
510

167
1456

AS-BUILT



400

SEE SHEET SPN01 FOR GENERAL NOTES.

LEGEND

SIDEWALK REMOVAL-

FENCE REMOVAL-

CLEARING AND GRUBBING LIMIT-

SAWCUT LINES-

CUT / FILL LINES-

EXISTING CONCRETE BARRIER-

EXISTING GUARDRAIL-

EXISTING FENCE-

WETLAND-

WETLAND BUFFER-

WETLAND BOUNDARY-

PAVEMENT REMOVAL-

BARRIER REMOVAL-
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WSDOT ROW

WSDOT ROW
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SP43

SITE PREP PLANREV A - PRELIMINARY REVIEW 07/27/18
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A.SCHMIDTMAN

SB I-5

NB I-5

FOR MAINLINE SITE PREP 

SEE SHEET SP20 AND SP21 

REV B - FINAL REVIEW 01/30/19

N. SCHRADER

N. SCHRADER
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SOUND TRANSIT

02/12/19REV 0 - RELEASED FOR CONSTRUCTION

425 430

168
1456

AS-BUILT



12/03/18

N. SCHRADER

A. SCHMIDTMAN

SECURE PERIMETER FENCE NOTES:

FN01

FENCING NOTES

C. CONRAD

REV 0 - RELEASED FOR CONSTRUCTION

QUALITY

3.

2.

1.

PRODUCTS

FENCE FABRIC

2.

1.

POSTS

1.

ACCESSORIES

1.

BRACES AND RAILS

WIRE

3.

2.

1.

CONCRETE

1.

GATES

5.

4.

3.

2.

1.

FENCE INSTALLATION

4.

3.

2.

1.

1.

THE MINIMUM AMOUNT OF WATER TO PRODUCE A WORKABLE MIX.
3000 PSI AT 28 DAYS. GROUT SHALL CONSIST OF ONE PART PORTLAND CEMENT TO THREE PARTS CLEAN, WELL-GRADED SAND AND 
ASTM C94/C94M, USING 19 MM 3/4 INCH MAXIMUM SIZE AGGREGATE, AND HAVING MINIMUM COMPRESSIVE STRENGTH OF 21 MPA 

AGAINST OXIDATION CAUSED BY GROUND CONTACT.
DELIVER MATERIALS TO SITE IN AN UNDAMAGED CONDITION. STORE MATERIALS OFF THE GROUND TO PROVIDE PROTECTION 

SHALL BE INSTALLED AND ACCEPTED BY JOINT BASE LEWIS MCCHORD DIRECTORATE OF EMERGENCY SERVICES. 
BEFORE REMOVAL OF EXISTING SECURITY FEATURES, ALL INTERIM OR FINAL SECURED PERIMETER FENCING AS APPROPRIATE 
 
EMAIL: DAVID.L.LENART.CIV@MAIL.MIL 
OFFICE: 253-967-9275 
JBLM DES 
CHIEF DAVE LENART 
  
EMAIL: WILLIAM.J.TRABUCCO.CIV@MAIL.MIL 
OFFICE: 253-967-9283 
JBLM DES
CHIEF BILL TRABUCCO 
 
OF WORK. THE CONTRACTOR SHALL SUBMIT THE PLAN TO THE FOLLOWING DES REPRESENTATIVES: 
THAT PHASE OF WORK AND WHICH PORTIONS OF THE EXISTING SECURED PERIMETER FENCE WILL BE REMOVED FOR THE PHASE 
NECESSARY FOR EACH PHASE OF WORK. THE PLAN SHALL INDICATE PLANNED SECURED PERIMETER FENCE INSTALLATION FOR 
PERIMETER PLAN TO THE JOINT BASE LEWIS MCCHORD DIRECTORATE OF EMERGENCY SERVICES (DES). A SEPARATE PLAN WILL BE 
3 WEEKS PRIOR TO MODIFICATION OF ANY EXISTING SECURITY FEATURES, THE CONTRACTOR SHALL SUBMIT A SECURED 
 
LOCATION OF GATE, CORNER, END, AND PULL POSTS, GATE ASSEMBLY, TURNSTILES, AND GATE HARDWARE AND ACCESSORIES. 
CONTRACTING OFFICER PRIOR TO SHIPMENT. DRAWING DETAILS SHALL INCLUDE, BUT ARE NOT LIMITED TO: FENCE INSTALLATION, 
SUBMIT MANUFACTURER'S INSTRUCTIONS AND COMPLETE FENCE INSTALLATION DRAWINGS FOR REVIEW AND APPROVAL BY THE 

THE FOLLOWING STANDARDS: FS RR-F-191, FS RR-F-191/1, FS RR-F-191/2, FS RR-F-191/3, AND FS RR-F-191/4.
CHEMICAL COMPOSITION AND THICKNESS OF ALUMINUM ALLOY COATING. SUBMIT REPORTS DEMONSTRATING FULL COMPLIANCE WITH 
LISTING AND ACCESSORIES REGARDING WEIGHT IN GRAMS OUNCES FOR ZINC COATING, THICKNESS OF PVC COATING, AND 
SUBMIT REPORTS, SIGNED BY AN OFFICIAL AUTHORIZED TO CERTIFY ON BEHALF OF THE MANUFACTURER, OF CHAIN-LINK FENCING 

BRACES BOTTOM RAIL; CLASS 1, STEEL PIPE, GRADE A

TO ASTM F1043, MAY BE USED AS BRACES AND RAILS IF GROUP II LINE POSTS ARE FURNISHED.
CONFORMING TO THE REQUIREMENTS OF ASTM F1043. GROUP II, FORMED STEEL SECTIONS, SIZE 42 MM 1-21/32 INCH, CONFORMING 
GROUP II, FORMED STEEL SECTIONS, SIZE 42 MM 1-21/32 INCH AND BE ZINC COATED (TYPE A) AND POLYVINYLCHLORIDE-COATED 
AND COATING REQUIREMENTS OF ASTM F1043. BRACES AND RAILS SHALL BE GROUP IA GROUP IC, STEEL PIPE, SIZE NPS 1-1/4 OR 
ASTM F1083, ZINC-COATED, GROUP IA, STEEL PIPE, SIZE NPS 1-1/4. GROUP IC STEEL PIPE, ZINC-COATED, SHALL MEET THE STRENGTH 

WIRE FOR TOP WIRE.
PROVIDE TYPE I OR TYPE II TENSION WIRE, CLASS 4 COATING, IN ACCORDANCE WITH ASTM A824. PROVIDE 7 GAUGE COIL SPRING 

GAUGE WIRE WITH 14 GAUGE, ROUND, 4-POINT BARBS SPACED NO MORE THAN 125 MM 5 INCHES APART.
PROVIDE BARBED WIRE CONFORMING TO ASTM A121 ZINC-COATED, TYPE Z, CLASS 3, OR ALUMINUM-COATED, TYPE A, WITH 12.5 

FRAMEWORK.
FABRIC. PROVIDE ACCESSORIES WITH POLYVINYL (PVC) COATINGS SIMILAR TO THAT SPECIFIED FOR CHAIN-LINK FABRIC OR 
SUBMIT SAMPLES AS SPECIFIED. FS RR-F-191/4.  PROVIDE WIRE TIES CONSTRUCTED  OF THE SAME MATERIAL AS THE FENCING 

THE OTHER MONITOR THE LOCKING TONGUE.
LIMIT SWITCHES (INTEGRAL TO THE LOCKING DEVICE) WIRED IN SERIES. ONE SWITCH SHALL MONITOR THE DEADLOCK LEVER AND 
UNLOCKABLE BY KEY AND KEYED ON BOTH SIDES. STATUS OF THE ELECTRO-MECHANICAL LOCK SHALL BE MONITORED BY TWO 
CLOSED. PROVIDE CONTINUOUS DUTY TYPE SOLENOID, RATED FOR 120V AC, 60HZ OPERATION. THE LOCKING DEVICE SHALL BE 
THE DEADBOLT RETRACTS WHEN THE SOLENOID IS ENERGIZED AND REMAINS ELECTRICALLY RETRACTED UNTIL THE GATE IS 
ELECTRO-MECHANICAL LOCKING DEVICES FOR SLIDING GATES AND PERSONNEL GATES SHALL BE SOLENOID ACTUATED SUCH THAT 

LIMIT SWITCHES.
LOCKED IN THE ENGAGED OR DISENGAGED POSITION. PROVIDE POSITIVE STOPS ON THE GATE TRACKS AS A BACKUP TO THE 
RELEASE TO ALLOW THE GATE TO BE OPERATED MANUALLY. THE EMERGENCY RELEASE MECHANISM SHALL BE CAPABLE OF BEING 
A BATH OF OIL. GATE OPERATORS WITH V-BELT PULLEYS ARE NOT ALLOWED. EQUIP GATE OPERATORS WITH AN EMERGENCY 
CONSIST OF A HARDENED STEEL MACHINE CUT WORM AND MATING BRONZE GEAR. ALL GEARS AND BEARINGS SHALL OPERATE IN 
WITH THERMAL OVERLOAD PROTECTION, AND A CHAIN-DRIVEN GEARED ROTARY-TYPE AUTOMATIC LIMIT SWITCH. GEARS SHALL 
ANGLE GEARHEAD INSTANTLY REVERSING MOTOR WITH MAGNETIC DRUM-TYPE BRAKE, FRICTION DISC CLUTCH, REVERSING STARTER 
PROVIDE ELECTRIC GATE OPERATORS FOR SLIDING GATES AS FOLLOWS: ELECTRICAL GATE OPERATORS SHALL HAVE A RIGHT 

TO CARRY THREE STRANDS OF BARBED WIRE IN HORIZONTAL ALIGNMENT WITH BARBED WIRE STRANDS ON THE FENCE.
HIGH SECURITY APPLICATIONS, EACH END MEMBER OF GATE FRAMES SHALL BE EXTENDED SUFFICIENTLY ABOVE THE TOP MEMBER 
WILL BE ACCESSIBLE FROM BOTH SIDES OF THE GATE. PROVIDE STOPS FOR HOLDING THE GATES IN THE OPEN POSITION. FOR 
HARDWARE ITEMS AS REQUIRED FOR THE OPERATION OF THE GATE. ARRANGE LATCHES FOR PADLOCKING SO THAT THE PADLOCK 
SUBMIT MANUFACTURER'S CATALOG DATA. FURNISH AND INSTALL LATCHES, HINGES, STOPS, KEEPERS, ROLLERS, AND OTHER 

THAT WELDING WILL NOT BE PERMITTED.
AN ELECTRO-MECHANICAL LOCK. ATTACH FABRIC TO THE GATE FRAME BY METHOD STANDARD WITH THE MANUFACTURER EXCEPT 
M 8 FEET WIDE SHALL HAVE TRUSS RODS OR INTERMEDIATE BRACES. PROVIDE INTERMEDIATE BRACES ON ALL GATE FRAMES WITH 
TUBULAR MEMBERS AS NECESSARY TO PROVIDE RIGID CONSTRUCTION, FREE FROM SAG OR TWIST. GATE LEAVES LESS THAN 2.44 
FOR GATE LEAVES, MORE THAN 2.44 M 8 FEET WIDE, PROVIDE EITHER INTERMEDIATE MEMBERS AND DIAGONAL TRUSS RODS OR 

PIPE SIZE ()NPS) 1-1/2, CONFORMING TO ASTM F1043. GATE FABRIC SHALL BE AS SPECIFIED FOR CHAIN LINK FABRIC.
FRAMES SHALL BE POLYVINYL CHLORIDE-COATED STEEL PIPE (GROUP IA)(GROUP IC) WITH EXTERNAL COATING TYPE A, A NOMINAL 
OF ASTM F1043, FOR GROUP IC, STEEL PIPE WITH EXTERNAL COATING TYPE A OR TYPE B, NOMINAL PIPE SIZE (NPS) 1-1/2. GATE 
COATING TYPE A, NOMINAL PIPE SIZE (NPS) 1-1/2. PROVIDE GATE FRAMES CONFORMING TO STRENGTH AND COATING REQUIREMENTS 
FRAMES CONFORMING TO STRENGTH AND COATING REQUIREMENTS OF ASTM F1083 FOR GROUP IA, STEEL PIPE, WITH EXTERNAL 
PROVIDE GATE ASSEMBLY CONFORMING TO ASTM F900 AND/OR ASTM F1184 OF THE TYPE AND SWING SHOWN. PROVIDE GATE 

OFFICER SHALL BE REPLACED BY THE CONTRACTOR WITH APPROVED MATERIALS AT NO ADDITIONAL COST TO THE GOVERNMENT.
AND CONFORMANCE WITH THE SPECIFICATIONS PRIOR TO INSTALLATION. ANY FENCE MATERIALS REJECTED BY THE CONTRACTING 
THE CONTRACTING OFFICER WILL THOROUGHLY INSPECT POLYVINYL CHLORIDE-COATED FENCE MATERIALS FOR CRACKING, PEELING, 

FROM AREA BEING SECURED.
LOOPS OF END, CORNER, PULL, AND GATE POSTS FOR FULL LENGTH OF EACH POST.  INSTALL FABRIC ON OPPOSITE SIDE OF POSTS 
USING STRETCHER BARS OR TIES SPACED 375 MM 15 INCHES ON CENTER, OR BY INTEGRALLY WEAVING TO INTEGRAL FASTENING 
SHALL BE TWISTED AND BARBED ON THE TOP SELVAGE AND KNUCKLED ON THE BOTTOM SELVAGE. SECURE FABRIC TO POSTS 
FENCE COMPONENTS SHALL BE MANUFACTURER'S STANDARD BLACK IN COLOR.  SET FABRIC HEIGHT  7 FEET AS SHOWN.  FABRIC 
WIRE WOVEN IN 50 MM 2 INCH MESH CONFORMING TO ASTM A116.  POLYVINYL CHLORIDE COATING FOR FABRIC AND ALL OTHER 
OUNCES OF ZINC COATING PER SQUARE METER FOOT IN ACCORDANCE WITH  ASTM F668.  FABRICATE FENCE FABRIC OF 9 GAUGE 
PER SQUARE METER FOOT OF COATED SURFACE, CLASS 2B POLYVINYL CHLORIDE-COATED STEEL FABRIC WITH 92 GRAMS  0.3 
PROVIDE ASTM A392, CLASS 1, ZINC-COATED STEEL WIRE WITH MINIMUM COATING WEIGHT OF 370 GRAMS 1.2 OUNCES OF ZINC 

FS RR-F-191/3 LINE POSTS; CLASS 1, STEEL PIPE, GRADE A
 
"WIND LOAD GUIDE FOR THE SELECTION OF LINE POST SPACING AND SIZE" UNLESS SPECIFIED TO EXCEED THOSE GUIDELINES. 
F900 AND/OR ASTM F1184. POST SPACING SHALL CONFORM TO THE RECOMMENDED GUIDELINES AS SET FORTH IN THE CLFMI 
THROUGHOUT THE FENCE. PROVIDE GATE POST FOR THE GATE TYPE SPECIFIED SUBJECT TO THE LIMITATION SPECIFIED IN ASTM 
DRAWINGS. LINE POSTS AND TERMINAL (CORNER, GATE, AND PULL) POSTS SELECTED SHALL BE OF THE SAME DESIGNATION 
AND POLYVINYL CHLORIDE COATED CONFORMING TO THE REQUIREMENTS OF ASTM F1043. PROVIDE SIZES AS SHOWN ON THE 
STEEL PIPE, GROUP IC, GROUP II, ROLL-FORMED STEEL SECTIONS, OR GROUP III STEEL H-SECTIONS AND BE ZINC COATED (TYPE A) 
USED FOR LINE POSTS IN LIEU OF LINE POST SHAPES SPECIFIED FOR THE OTHER CLASSES. POST SHALL BE EITHER GROUP IA 
THE STRENGTH AND COATING REQUIREMENTS OF ASTM F1043 AND ASTM A702. GROUP III, ASTM F1043 STEEL H-SECTION MAY BE 
STEEL PIPE, ZINC-COATED WITH EXTERNAL COATING TYPE A OR TYPE B AND GROUP II , ROLL-FORMED STEEL SECTIONS, MEETING 
PROVIDE POSTS CONFORMING TO ASTM F1083, ZINC-COATED. GROUP IA, WITH EXTERNAL COATING TYPE A STEEL PIPE. GROUP IC 

OR SETTING MATERIAL.
SECTIONS INTO SLEEVES THAT PROVIDE A TIGHT SLIDING JOINT AND HOLD POSTS ALIGNED AND PLUMB WITHOUT USE OF LEAD 
SLEEVE JOINT WITH LEAD, NONSHRINK GROUT, OR OTHER APPROVED MATERIAL. SET POSTS FOR SUPPORT OF REMOVABLE FENCE 
SET POSTS INTO ZINC-COATED SLEEVES, SET IN CONCRETE SLAB OR WALL, TO A MINIMUM DEPTH OF 300 MM 12 INCHES. FILL 

BOTTOM OF THE FABRIC AND FINISH GRADE.
IRREGULARITIES ALONG THE FENCE LINE TO THE EXTENT NECESSARY TO MAINTAIN A 50 MM 2 INCH CLEARANCE BETWEEN THE 
CLEAR ALL POST HOLES OF LOOSE MATERIAL. SPREAD WASTE MATERIAL WHERE DIRECTED. ELIMINATE GROUND SURFACE 

GALVANIZED SURFACES, INCLUDING WELDING, WITH PAINT CONTAINING ZINC DUST IN ACCORDANCE WITH ASTM A780/A780M.
TERMINAL POSTS; HOWEVER, RUNS BETWEEN TERMINAL POSTS SHALL NOT EXCEED 152.4 M 500 FEET. REPAIR ANY DAMAGE TO 
POSTS SHALL BE SET AT ABRUPT CHANGES IN VERTICAL AND HORIZONTAL ALIGNMENT. PROVIDE FABRIC CONTINUOUS BETWEEN 
INDICATED. SPACE LINE POSTS EQUIDISTANT AT INTERVALS NOT EXCEEDING 3 M 10 FEET. TERMINAL (CORNER, GATE, AND PULL) 
INSTALL FENCE TO THE LINES AND GRADES INDICATED.  CLEAR THE AREA ON EITHER SIDE OF THE FENCE LINE TO THE EXTENT 

PERFORM COMPLETE INSTALLATION CONFORMING TO ASTM F567.

  COATINGS SHALL CONFORM TO ASTM A153/A153M UNLESS MODIFIED. 
6.5 INCHES IN LENGTH. MISCELLANEOUS HARDWARE   16 GAGE STAINLESS STEEL. PROVIDE DOUBLE LOOP TIE WIRES 165 MM 

  THE FENCE FABRIC. TIE WIRES FOR ATTACHING FABRIC TO TENSION WIRE ON HIGH SECURITY FENCES SHALL BE 1.6 MM 
E. PROVIDE 6 GAUGE STEEL TIE WIRE FOR ATTACHING FABRIC TO RAILS, BRACES, AND POSTS AND MATCH THE COATING OF 

 
D. FURNISH POST CAPS IN ACCORDANCE WITH MANUFACTURER'S STANDARD ACCESSORIES. 

 
  BOLTING RIVETING. 
  TYPE AND OF THE DESIGN REQUIRED FOR THE POST FURNISHED. SECURE ARMS BY TOP TENSION WIRE TOPRAIL 
C. PROVIDE BARBED WIRE SUPPORTING ARMS OF THE SINGLE 45 DEGREE OUTWARD ANGLE 3-STRAND V 6 STRAND ARM 

 
  PROVISIONS FOR ADJUSTMENT. 
B. FURNISH TRUSS RODS FOR EACH TERMINAL POST. PROVIDE TRUSS RODS WITH TURNBUCKLES OR OTHER EQUIVALENT 

 
A. 0.015 INCH.  MATCH COLOR  COATING OF FITTINGS TO COLOR COATING OF THE FABRIC. 

POLYVINYL CHLORIDE-COATED, MINIMUM THICKNESS OF 0.006 INCH, MAXIMUM THICKNESS OF 0.015 INCH.
PROVIDE ACCESSORIES CONFORMING TO ASTM F626. FERROUS ACCESSORIES SHALL BE ZINC OR ALUMINUM COATED. ALSO BE 
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12/03/18

N. SCHRADER

A. SCHMIDTMAN

FN02

FENCING NOTES

C. CONRAD

REV 0 - RELEASED FOR CONSTRUCTION

POST INSTALLATION

2.

1.

RAILS

1.

FABRIC

1.

1.

SUPPORTING ARMS

1.

GATE INSTALLATION

1.

GROUNDING

1.

SECURITY

1.

CLEANUP

SHALL BE INSTALLED AND ACCEPTED BY JOINT BASE LEWIS MCCHORD DIRECTORATE OF EMERGENCY SERVICES.
BEFORE REMOVAL OF EXISTING SECURITY FEATURES, ALL INTERIM OR FINAL SECURED PERIMETER FENCING AS APPROPRIATE 
 
EMAIL: DAVID.L.LENART.CIV@MAIL.MIL 
OFFICE: 253-967-9275 
JBLM DES 
CHIEF DAVE LENART 
  
EMAIL: WILLIAM.J.TRABUCCO.CIV@MAIL.MIL 
OFFICE: 253-967-9283 
JBLM DES 
CHIEF BILL TRABUCCO 
 
OFFICER. 
SECURITY FOR FACILITY. SCHEDULE AND FULLY COORDINATE WORK WITH CONTRACTING OFFICER AND COGNIZANT SECURITY 
INSTALL NEW SECURITY FENCING, REMOVE EXISTING SECURITY FENCING, AND PERFORM RELATED WORK TO PROVIDE CONTINUOUS 

REMOVE WASTE FENCING MATERIALS AND OTHER DEBRIS FROM THE WORK SITE EACH WORKDAY.

SECURE PERIMETER FENCE NOTES CONT:

OR SETTING MATERIAL.
SECTIONS INTO SLEEVES THAT PROVIDE A TIGHT SLIDING JOINT AND HOLD POSTS ALIGNED AND PLUMB WITHOUT USE OF LEAD 
SLEEVE JOINT WITH LEAD, NONSHRINK GROUT, OR OTHER APPROVED MATERIAL. SET POSTS FOR SUPPORT OF REMOVABLE FENCE 
SET POSTS INTO ZINC-COATED SLEEVES, SET IN CONCRETE SLAB OR WALL, TO A MINIMUM DEPTH OF 300 MM 12 INCHES. FILL 

REMOVED, REPLACED, AND RETESTED AT THE CONTRACTOR'S EXPENSE. 
THIS TEST, MAKE FURTHER TESTS ON THE NEXT FOUR POSTS ON EITHER SIDE OF THE FAILED POST. ALL FAILED POSTS SHALL BE 
THAN OR EQUAL TO 19 MM 3/4 INCH FROM THE RELAXED POSITION. TEST EVERY TENTH POST FOR RIGIDITY. WHEN A POST FAILS 
AT 1.52 M 5 FEET ABOVE GROUND. POST MOVEMENT MEASURED AT THE POINT WHERE THE FORCE IS APPLIED SHALL BE LESS 
C. TEST FENCE POST RIGIDITY BY APPLYING A 222.4 NEWTONS 50 POUND FORCE ON THE POST, PERPENDICULAR TO THE FABRIC, 
 
OF 914 MM 3 FEET AND PROTECT WITH DRIVE CAPS WHEN SETTING. 
DRIVEN, FOR TEMPORARY FENCE CONSTRUCTION ONLY, IF ROCK IS NOT ENCOUNTERED. SET DRIVEN POSTS TO A MINIMUM DEPTH 
TO CURE FOR 72 HOURS PRIOR TO ATTACHMENT OF ANY ITEM TO THE POSTS. GROUP II LINE POSTS MAY BE MECHANICALLY 
CONCRETE AND GROUT AROUND EACH POST, FREE OF VOIDS AND FINISHED TO FORM A DOME.  ALLOW CONCRETE AND GROUT 
SOLID ROCK AT LEAST 25 MM 1 INCH GREATER THAN THE LARGEST CROSS SECTION OF THE POST. THOROUGHLY CONSOLIDATE 
CONCRETE SHALL BE SET IN HOLES NOT LESS THAN THE DIAMETER SHOWN ON THE DRAWINGS. MAKE DIAMETERS OF HOLES IN 
B. PORTIONS OF POSTS NOT SET IN ROCK SHALL BE SET IN CONCRETE FROM THE ROCK TO GROUND LEVEL. POSTS SET IN 

OF POSTS SET IN ROCK.
ACHIEVED BEFORE REACHING THE INDICATED DEPTH, IN WHICH CASE TERMINATE DEPTH OF PENETRATION. GROUT ALL PORTIONS 
TO THE MINIMUM DEPTH INDICATED ON THE DRAWING UNLESS A PENETRATION OF 457 MM 18 INCHES IN SOLID ROCK IS 
OF 457 MM 18 INCHES IN ROCK. WHERE SOLID ROCK IS COVERED WITH AN OVERBURDEN OF SOIL OR LOOSE ROCK, SET POSTS 
INDICATED ON THE DRAWINGS. WHERE SOLID ROCK IS ENCOUNTERED WITH NO OVERBURDEN, SET POSTS TO A MINIMUM DEPTH 
A. SET POSTS PLUMB AND IN ALIGNMENT. EXCEPT WHERE SOLID ROCK IS ENCOUNTERED, SET POSTS IN CONCRETE TO THE DEPTH    

CONTRACTOR'S EXPENSE.
OF THE FENCE; EVERY SECOND FENCE PANEL SHALL MEET THIS REQUIREMENT; RESECURE AND RETEST ALL FAILED PANELS AT THE 
PANEL SHALL CAUSE FABRIC DEFLECTION OF NOT MORE THAN 63.5 MM 2.5 INCHES WHEN PULLING FABRIC FROM THE POST SIDE 
FORCE AT THE CENTER OF THE FABRIC BETWEEN POSTS; THE USE OF A 133 NEWTONS 30 POUND PULL AT THE CENTER OF THE 
C. AFTER THE FABRIC INSTALLATION IS COMPLETE, EXERCISE THE FABRIC BY APPLYING A 222 NEWTONS 50 POUND PUSH-PULL 
 
GROUND. 
THE ROLLS TO BE JOINED. THE BOTTOM OF THE INSTALLED FABRIC SHALL BE 2 INCHES PLUS OR MINUS 1/2 INCH ABOVE THE 
B. CUT FABRIC BY UNTWISTING AND REMOVING PICKETS. ACCOMPLISH SPLICING BY WEAVING A SINGLE PICKET INTO THE ENDS OF 

TO ALL RAILS AND TENSION WIRES AT APPROXIMATELY 12 INCH INTERVALS. 
REDUCING THE FABRIC HEIGHT. FASTEN FABRIC TO LINE POSTS AT APPROXIMATELY 381 MM 15 INCH INTERVALS AND FASTENED 
PROVIDE A SMOOTH AND UNIFORM APPEARANCE FREE FROM SAG, WITHOUT PERMANENTLY DISTORTING THE FABRIC DIAMOND OR 
BARS AND TENSION BANDS. SPACE BANDS AT APPROXIMATELY 381 MM 15 INCH INTERVALS. INSTALL FABRIC AND PULL TAUT TO 
A. INSTALL CHAIN LINK FABRIC ON THE SIDE OF THE POST INDICATED. ATTACH FABRIC TO TERMINAL POSTS WITH STRETCHER 

MEANS THAT WILL PREVENT EASY REMOVAL.
MINIMUM OF TWO STUDS PER SUPPORT ARM. PULL BARBED WIRE TAUT AND ATTACH TO THE ARMS WITH CLIPS OR OTHER 
EXPLOSIVE-ACTUATED TOOL SHALL NOT BE USED WITH GRAY IRON OR OTHER MATERIAL THAT CAN BE FRACTURED. USE A 
EXPLOSIVE-ACTUATED TOOLS FOR STEEL, WROUGHT IRON, DUCTILE IRON, OR MALLEABLE IRON. STUDS DRIVEN BY AN 
9.5 MM 3/8 INCH DIAMETER PLAIN PIN RIVETS OR, AT THE CONTRACTOR'S OPTION, WITH STUDS DRIVEN BY LOW-VELOCITY 
MANUFACTURER. ANCHOR SUPPORTING ARMS TO THE POSTS IN A MANNER TO PREVENT EASY REMOVAL WITH HAND TOOLS WITH 
INSTALL BARBED WIRE SUPPORTING ARMS AND BARBED WIRE AS INDICATED ON THE DRAWINGS AND AS RECOMMENDED BY THE 

FOOTING AT MIDPOINT.
EASY REMOVAL. INSTALL BOTTOM RAIL BEFORE CHAIN LINK FABRIC. PROVIDE 3/8" DIAMETER EYE HOOK ANCHORED INTO CONCRETE 
BOLT BOTTOM RAIL TO DOUBLE RAIL ENDS AND SECURELY FASTEN DOUBLE RAIL ENDS TO THE POSTS. PEEN BOLTS TO PREVENT 

EQUIPMENT LAYOUT AND SIMPLIFIED WIRING AND CONTROL DIAGRAMS OF THE SYSTEM AS INSTALLED. 
PROCEDURES, POSSIBLE BREAKDOWNS AND REPAIRS, AND TROUBLESHOOTING GUIDE. ALSO INCLUDE THE GENERAL GATE LAYOUT, 
EQUIPMENT AND THEIR BASIC OPERATING FEATURES. INCLUDE IN THE MAINTENANCE INSTRUCTIONS ROUTINE MAINTENANCE 
SHUTDOWN. INCLUDE THE MANUFACTURER'S NAME, MODEL NUMBER, SERVICE MANUAL, PARTS LIST, AND BRIEF DESCRIPTION OF ALL 
OPERATING INSTRUCTIONS SHALL OUTLINE THE STEP-BY-STEP PROCEDURES REQUIRED FOR SYSTEM STARTUP, OPERATION, AND 
C. SUBMIT 6 COPIES OF OPERATING AND MAINTENANCE INSTRUCTIONS, A MINIMUM OF 2 WEEKS PRIOR TO FIELD TRAINING. 
 
ASSEMBLY TO PREVENT REMOVAL. 
B. ATTACH PADLOCKS TO GATES OR GATE POSTS WITH CHAINS. WELD OR OTHERWISE SECURE HINGE PINS, AND HARDWARE 
 
REQUIRED. INSTALL SLIDE LIFT GATES AS RECOMMENDED BY THE MANUFACTURER. 
A. INSTALL GATES AT THE LOCATIONS SHOWN. MOUNT GATES TO SWING AS INDICATED. INSTALL LATCHES, STOPS, AND KEEPERS AS 

GROUND RODS. TOTAL RESISTANCE OF THE FENCE TO GROUND SHALL NOT BE GREATER THAN 25 OHMS.  
ELECTRODES WITH BRONZE GROUNDING CLAMPS TO CREATE ELECTRICAL CONTINUITY BETWEEN FENCE POSTS, FENCE FABRIC, AND 
THAN 610 MM 2 FEET OR MORE THAN 2.4 M 8 FEET FROM THE FENCE. CLAMP GROUND CONDUCTOR TO THE FENCE AND 
A MINIMUM OF 305 MM 12 INCHES DEEP AND RADIALLY FROM THE FENCE. THE TOP OF THE ELECTRODE SHALL NOT BE LESS 
ELECTRODE IS AT LEAST 152 MM 6 INCHES BELOW THE GRADE. WHERE DRIVING IS IMPRACTICABLE, ELECTRODES SHALL BE BURIED 
INCH BY 3.05 M 10 FOOT LONG COPPER-CLAD STEEL ROD. DRIVE ELECTRODES INTO THE EARTH SO THAT THE TOP OF THE 
D. PROVIDE GROUND CONDUCTOR CONSISTING OF NO. 8 AWG SOLID COPPER WIRE. GROUNDING ELECTRODES SHALL BE 19 MM 3/4 
 
NOT EXCEEDING 45 M 150 FEET ON EACH SIDE OF CROSSING. 
GROUND FENCES CROSSED BY POWERLINES OF 600 VOLTS OR MORE AT OR NEAR THE POINT OF CROSSING AND AT DISTANCES 
LOCATIONS SHALL NOT EXCEED 198 M 650 FEET. BOND EACH GATE PANEL WITH A FLEXIBLE BOND STRAP TO ITS GATE POST. 
WITHIN 15 M 50 FEET OF THE FENCE, AND WHERE THE FENCE ALIGNMENT CHANGES MORE THAN 15 DEGREES. GROUNDING 
C. GROUND FENCES ON EACH SIDE OF ALL GATES, AT EACH CORNER, AT THE CLOSEST APPROACH TO EACH BUILDING LOCATED 
 
FENCE SHALL BE GROUNDED. 
B. GROUND FENCES CROSSED BY OVERHEAD POWERLINES IN EXCESS OF 600 VOLTS. ELECTRICAL EQUIPMENT ATTACHED TO THE 
 
A. GROUND FENCING AS INDICATED ON DRAWINGS AND SPECIFIED. 
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD01

NOT TO SCALE

10/26/18
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X

X

X

X

X

X

X

X

X

X

XXXXX

X

X

X

X

X

X

X

X

X

X

XXXXX

X X X X

XXXXX

XXX

X

X

X X X

XXXX

XXXX

X X X X
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3
'-
4
"

6
"

10'-0" MAXIMUM

6
"

3
'-
4
"
 

M
IN
.

16" MIN. DIA.

CONCRETE BASE

LINE POST

LINE POST

GRADE

10" MIN. DIA.

1'-0"

1
'-
0
"

1'
-6
"

1
'-
0
"

1'
-1
0"

35 DEGREES

FABRIC

MINIMUM OUTSIDE DIMENSIONS (NOMINAL)

CORNER, END & PULL POSTS

TUBULAR - ROUND

TUBULAR - SQUARE

C-SECTION (ROLL-FORMED)

LINE POSTS

TUBULAR - ROUND

H-SECTION

C-SECTION (ROLL-FORMED)

TOP, BOTTOM & BRACE RAILS

TUBULAR - ROUND

TUBULAR - SQUARE

H-SECTION

C-SECTION (ROLL-FORMED)

2.375" O.D.

2.375" O.D.

2.875" O.D.

2.875" O.D.

4.00" O.D.

2.00" SQ. 2.50" SQ. 3.00" SQ.

3.50" X 3.50" 3.50" X 3.50"

1.90" O.D.

2.25" X 1.70" 2.25" X 1.70" 2.25" X 1.70"

2.25" X 1.70"

1.66" O.D.

1.50" SQ.

1.625" X 1.50"

1.625" X 1.25"

1.875" X 1.625"

X

1'-0"

1'-0"

35 DEGREES

EXTENSION ARM DETAILS

LINE POST CORNER POST

TOP OR BRACE RAIL ATTACHMENT

H-BEAM ROUND POST

LINE POST ATTACHMENTS

RIVETED FLUSH (TYP.)

…" PLAIN PIN

RIVETED FLUSH (TYP.)

…" PLAIN PIN

ON EXTENSION ARMS

BARBED-WIRE APRON

LINE POSTS TO BE EQUALLY SPACED

10'-0" MAXIMUM

(9 GAGE, 2" MESH)

CHAIN-LINK FABRIC

HOG RINGS (TYP.)

TIE WIRES OR

(TYP.)

LOCK PIN

DEGREES

45DEGREES

45

(TYP.)

LOCK PIN

FABRIC

BOTTOM OF

FABRIC WIDTH 72" OR LESS FABRIC WIDTH 108" AND OVER

OR PULL POST

CORNER, END,

BRACE RAIL

WIRE 

OR TENSION 

BOTTOM RAIL 

(3/8" MIN. DIA.)

TRUSS ROD

6"
(T

Y
P
)

7.
5"
(T

YP
)

(TYP.)

OR CLIPS

TIE WIRES 

STEEL POST SCHEDULE

USE AND SECTION
(TYP.)

WIRE

BARBED 

7-FT CHAIN-LINK SECURITY FENCE DETAIL

7
-F

T
 
F

A
B

R
IC
 

W
ID

T
H

FABRIC WIDTH 84" TO 96"

(2'-0" O.C. MAX.)  

6-GAGE STEEL TIE WIRES

OF FABRIC)

TOP AND BOTTOM 

WITHIN 4" FROM

O.C. MAX. AND 

TIE WIRE (15"

6-GAGE STEEL

TENSION WIRE

NOT TO SCALE

X

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

2" MAX (PERM. & TEMP.)

1•" MIN (PERM.)

-4" MIN (TEMP.)
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD02

10/26/18

X

X

X

X

X

XX

X

X

X

X

XXXXX

X

X

X

X

X X

XX

XXXXX

X X X X

XXXX

X

X

XXXX

X X X X

XXXX

X

X

XX

X

X

TENSION BAR

CARRIAGE BOLT

FABRIC

TENSION BAND

PULL POSTLINE POST LINE POST

TRUSS ROD TRUSS ROD

10'-0" MAX. 10'-0" MAX.

1
0
'-
0
"

FENCE POST

BRACE RAILS

DOUBLE RAIL END

FABRIC

BOTTOM RAIL

SECURE SIDE

CONCRETE BASE

1
•
"
 
(T

Y
P
.)

H-BEAM

TENSION BAND DETAIL

FASTENING DETAILS

BOTTOM RAIL DETAILS

TRUSS ROD AND BAND

ROUND POST END OR GATE POST DETAIL

GROUNDING DETAIL

BRACE PANEL DETAIL

   …" CARRIAGE BOLTS AS SHOWN.

4. BOTTOM RAIL SHALL BE ATTACHED TO DOUBLE RAIL ENDS USING

TOP AND BOTTOM OF FABRIC)

(15" O.C. MAX. AND WITHIN 4" FROM

TENSION BAND

FABRIC LINK

ENGAGE EACH 

TENSION BAR TO 

(3/8" MIN. DIA.)

TRUSS ROD

   TO THE TOP OF THE FOUNDATION.

   INSIDE THE POST IS COMPLETELY FILLED WITH CONCRETE UP 

3. C-SECTION POSTS SHALL BE INSTALLED SO THAT THE VOID

TENSION WIRE

NOTE:

NOTES:

ROD

STEEL GROUND 

COPPER-CLAD

ƒ" DIA. 

OF COPPER

CLAMP-TYPE FITTING 

WELD OR APPROVED 

MOLDED EXOTHERMIC 

POST

LINE 

THREADS

BOLT W/PEENED 

…" CARRIAGE 

1
2
"

RUNS EXCEED 500 FEET.

WHENEVER STRAIGHT 

PROVIDE BRACE PANEL 

RAILS

BRACE

(3/8" MIN. DIA.)

TRUSS ROD

BRACE RAIL CLAMP DETAILS

OF FABRIC

TO BOTTOM 

2•" MAX

1•" MIN

TENSION WIRE

BOTTOM RAIL OR 

   SPECIFICATIONS.

   AND METHODS OF INSTALLATION THAT COMPLY WITH THE 

   NOT INTENDED TO LIMIT OTHER TYPES OF FENCE SECTIONS

1. DETAILS SHOWN ARE TO CLARIFY REQUIREMENTS AND ARE

SECURED AREA.

FABRIC SHALL BE PLACED ON THE SIDE OPPOSITE THE 

ON THE SECURE SIDE OF THE FENCE ALIGNMENT. CHAIN-LINK 

2. WIRE TIES, RAILS, POSTS, AND BRACES SHALL BE CONSTRUCTED 
(2'-0" O.C. MAX.)  

TIE WIRES

6-GAGE STEEL

TENSION WIRE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE
NOT TO SCALE

COPPER WIRE

#6 AWG SOLID

12"

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD03

6
"

 

6
"

 

PROFILE VIEW

DETAIL 1

PROPOSED POST
RETAINING WALL
NEW CONCRETE

 
 

5" MAX

5"

END POST
PROPOSED

RETAINING WALL
NEW CONCRETE
FACE OF

THIS SHEET, TYP
SEE DETAIL 1

TO POST
TIGHTEN STRAPPING
3-1•" BOLTS TO
MINIMUM OF 

THIS SHEET, TYP
SEE DETAIL 2

5" MAX

COLUMN
BRICK
EXISTING

 
 

 

6
"

NEW SECURITY FENCE CONNECTION
TO NEW RETAINING WALL

NOT TO SCALE

STEEL
MIN 12-GAUGE 
STRAPPING, 
1•" METAL 

PAD
CONCRETE 
EXISTING

@ 1" 0.C. (TYP)
PER SIDE
CONCRETE ANCHORS
MINIMUM OF 4-3"

DETAIL 2

NEW SECURITY FENCE CONNECTION
TO EXISTING BRICK POST

NOT TO SCALE

OF EXISTING POST
OUTSIDE CORNER

STEEL
MIN 12-GAUGE 
STRAPPING, 
1•" METAL 

@ 1" 0.C. (TYP)
PER SIDE
CONCRETE ANCHORS
MINIMUM OF 4-3"

PROFILE VIEW

 

6
"

MAX

POST HEIGHT
BASED ON STEEL 
EQUAL DISTANCES
SPACE AT

POST HEIGHT
BASED ON STEEL 
EQUAL DISTANCES
SPACE AT

TYP

5"

10/26/18

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

SEE SHEET FD01
ON EXTENSION ARMS 
BARBED-WIRE APRON 

SEE SHEET FD01
ON EXTENSION ARMS 
BARBED-WIRE APRON 
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD04

PROVIDED BY OTHERS

EQUALLY SPACED

12 #8's 

BOLLARD

#4 STIRRUPS @ 6" [152.4mm] O.C.

ARE INSTALLED)

CABLES AND FASTENERS

CONCRETE  (AFTER

FILL WITH 4,000 #psi

4,000 #psi CONCRETE

 [914.4mm]

36.00"

 [1041.5mm]

41.00"

 [1219.3mm]

48.00"

 [863.7mm]

34.00"

 [2438.4mm]

96.00"

 [2540.0mm]

100.00"

ARE INSTALLED)

CABLES AND FASTENERS

CONCRETE  (AFTER

FILL WITH 4,000 #psi

4,000 #psi CONCRETE

 [914.4mm]

36.00"

 [304.8mm] TYP

12.00"

 [2133.6mm]

84.00"

 [228.6mm]

9.00"

 [2133.6mm]

84.00"

BOLLARD DETAIL

CABLE RUN ELEVATION

POST SPACING ELEVATION

 [2438.4mm]

96.00"

 [914.3mm]

36.00"

[9956.8MM

32'-8"

 [1371.6mm]

54.00"

 [2540.0mm]

100.00"

 [2438.4mm]

96.00"

 [2540.0mm]

100.00"

 [228.6mm]

9.00"

 [2438.4mm]

96.00"

 [914.3mm]

36.00"

 [304.8mm] TYP

12.00"

 [2133.6mm]

84.00"

 [1219.3mm]

48.00"

 [863.7mm]

34.00"

 [1041.5mm]

41.00"

[9956.8MM

32'-8"

CABLE RUN ELEVATION

POST SPACING ELEVATION

BOLLARD

#4 STIRRUPS @ 6" [152.4mm] O.C.

EQUALLY SPACED

12 #8's 

 [1371.6mm]

54.00"

 [2540.0mm]

100.00"

 [2133.6mm]

84.00"

BOLLARD DETAIL

ASTM F-2656 M50

and Gates. Systems may also comply with 

Vehicle Crash Testing of Perimeter Barriers 

Test Methods for THE SD-STD-02.01, Rev A - 

PENETRATION DISTANCES SPECIFIED IN 

THE IMPACT CONDITIONS AND 

TESTED AND CERTIFIED TO COMPLY WITH 

THE K12 RATED SYSTEMS HAVE BEEN 

M50/K-12 FOOTING DESIGN

ANTI-RAM VEHICLE BARRIER LIST

REPORT AND AS INCLUDED IN THE DOD 

DETAILED IN THE DOD OR ASTM TEST 

WILL REPRESENT THE TEST ARTICLE AS 

THE PASSIVE VEHICLE BARRIER UTILIZED 1.

2.

TO WSDOT AND JBLM FOR APPROVAL.

CONTRACTOR SHALL SUBMIT COLOR SAMPLE 

PASSIVE VEHICLE BARRIER SHALL BE BLACK.  

10/26/18

AMERISTAR STALWART CABLE BARRIER M50/K12

NOT TO SCALE

NOTES:

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD05

TYPICAL DOUBLE SWING GATE

DROP BAR LATCH PAD
CLOSED

GATE

INCHES
42-54

OPENING

FACE TO FACE (NOT TO SCALE)

WELDED TO MAKE

ALL JOINTS

A SOLID FRAME

CHAIN LINK

FABRIC

POST TOP

DIAMETER

IN: 18"

MIN DEPTH

2 1/2"

IN:  42" 1 5/8"

INTERIOR UPRIGHT

DROP BAR IF REQUIRED

DETAIL ON SHEET
CONSTRUCT DROP BAR LATCH PAD PER 

TRUSS ROD

DRAWINGS
CONTRACTOR TO PROVIDE SHOP 

RELATED APPARATUS' AS REQUIRED
FENCE, POST, BARBED WIRE AND 
FURNISH AND INSTALL CHAIN LINK 
NOTE:

GATE ELEVATION - (6) BAYS SHOWN

1-7/8"

GATE FRAME

(TYP 4 SIDES)

GATE POST 6-5/8" OD

LATCH

PLACEMENT PRIOR TO INSTALLATION.
CONTRACTOR TO VERIFY SIZE AND 
DROP BAR.

REQUIRED.
ASPHALT PAVEMENT AS 
ASPHALT PAVEMENT, SAWCUT 
CONSTRUCTED FLUSH WITH 
CLASS 3,000 CONCRETE, 

1
.5
'

1'

1'

NOT TO SCALE

NOT TO SCALE

0.09'
0.13'

0.09'

0.08'

10/26/18

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

SEE SIGNING SHEETS.
(BOTH SIDES)
"GATE CLOSED" SIGN. 

BARBED WIRE APRON

RETROREFLECTIVE RED AND WHITE (BOTH SIDES)

SEE SIGNING SHEETS

SEE SIGNING SHEETS
AND WHITE (BOTH SIDES) 
RETROREFLECTIVE RED

6" MIN
16" TYP

7
'

8
'
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DATE
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/6/2018

12:57:19 PM
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REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD06

10/26/18

1'-1" 

7
'

8
'

UPRIGHT

2" SQ ALUM 

WIRE W/ 4 POINT BARBS

CONSISTING OF 2 STRAND LINE 

(3) STRANDS OF BARBED WIRE, EA 

TRUSS

KEEPER

FABRIC AREA

L (NOT TO SCALE)

TO OPEN

INSIDE

OUTSIDE

LINE OF FENCE

GATE PLAN

OPENING =95-FT CLEAR25'

OVERHANG

POST TOP

4"  OD DUAL POSTS

TYP

ARM 

B/W 

2" SQ 

TRACK/RAIL

ALUM 

ASSEMBLY

TRUCK 

CABLE

TRUSS 

3" BOTTOM RAIL

2" SQ ALUM 
TURNBUCKLE

ROD

TENSION 

FABRIC

CHAIN LINK 

(TYP.)

CARRIER 

WHEEL 

DOUBLE 

FABRIC

CHAIN LINK 

ROD

TENSION 

F
R

A
M

E
 

H
T

GUIDE ROLLER ASSEMBLY

MANUFACTURERS RECOMMENDATIONS 

DESIGNED PER GATE 

SUPPORT FOUNDATION TO BE 

POST TOP

4"Ã POST

ALUMINUM TRACK / RAIL

ASSEMBLY
TANDEM TRUCK

UPRIGHT
2" SQUARE ALUMINUM

TRUSS ROD

GUIDE ROLLER ASSEMBLY

TIE PLATE

48" X 18" X 42" DEEP
FOOTING

TIE PLATE 2 PLACES
32" X 6" X …"

CHAIN LINK FENCE FABRIC

24"

32"

BOX FRAME ROLLING GATE DETAIL

SLIDE ENTRY GATE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

3
.4

2
'

0.08'

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

CLOSED

GATE

16" TYP
6" MIN

SEE SIGNING SHEETS.
(BOTH SIDES)
"GATE CLOSED" SIGN. 

SEE SIGNING SHEETS
AND WHITE (BOTH SIDES) 
RETROREFLECTIVE RED
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A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FORCE PROTECTION DETAILS

FD07

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE

NOT TO SCALE

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:24:47 PM
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SCALE IN FEET
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FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

12/04/19

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

FENCING CONSTRUCTION NOTES:

1 MATCH EXISTING

BEGIN FENCE

SR5 192+06.11, 80.23' LT

SR5 LINE 193+00.00

I-5 MP 120.01

BEGIN PROJECT

F3

1

REV 1 - RFI0334

1

F3

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

190

195

M285930

M285894

279.407

280.247

90607

90606

90610

90621

90622

TBD

TBD

TBD

TBD

TBD

283.921

283.996

283.479

283.306

283.180

28" FIR18' DRIP

30" OAK30' DRIP

26" OAK25' DRIP

14" OAK15' DRIP

28" OAK25' DRIP

90082CUL ST281.238IE 12" CONC=281.24'

1000CUL281.240FOR DIRECTION ONLY

T

SS

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

5:08:29 PM
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MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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Department of Transportation
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SCALE IN FEET
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FENCING PLAN

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW 10/26/18

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

1

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

1

12/04/19REV 1 - RFI0334

1

F3

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

200 205

N159810SOILP DNC267.926TP-16-15

95401

95400

95403

95402

95404

95406

95409

95408

95507

95411

95410

95413

95414

95418

95422

95426

95431

95430

95432

95435

95436

95348

95357

95356

95359

95452

95454

95364

95461

95465

95464

95467

95466

95469

95468

95471

95472

95387

95386

95389

95388

95489

95391

95390

95392

95395

95394

95396

95399

95491

95490

95493

95492

TBD

333.875

329.463

329.530

335.479

328.656

331.486

335.375

334.830

348.216

333.850

334.402

334.703

333.492

337.253

298.184

311.904

310.312

309.600

310.311

318.099

323.709

312.147

322.419

329.980

327.913

333.241

334.395

332.838

326.684

329.473

329.495

331.020

331.779

317.033

325.829

316.446

321.721

322.471

324.529

330.761

326.171

330.728

334.894

333.058

334.627

332.493

323.604

330.965

326.556

332.465

331.868

336.009

335.003

16" DEC14' DRIP

12" DEC12' DRIP

20" DEC15' DRIP

3-24" DEC20' DRIP

2-12" DEC15' DRIP

20" DEC18' DRIP

12" DEC12' DRIP

12" DEC12' DRIP

30" DEC20" DRIP

12" FIR10' DRIP

12" FIR10' DRIP

24" DEC18' DRIP

30" FIR18' DRIP

36" DEC22' DRIP

36" FIR22' DRIP

12" DEC12' DRIP

36" FIR22" DRIP

36" FIR22" DRIP

24" DEC18' DRIP

16" DEC15' DRIP

16" DEC15' DRIP

12" FIR10' DRIP

14" FIR12' DRIP

24" MADRONA15' DRIP

24" FIR18' DRIP

16" DEC12' DRIP

30" DEC18' DRIP

12" DEC15' DRIP

20" MAPLECLUSTER20' DRIP

12' DEC10' DRIP

12' DEC10' DRIP

16" DEC15' DRIP

12' DEC10' DRIP

16" DEC15' DRIP

30" DEC20' DRIP

24" DEC18' DRIP

12" DEC10' DRIP

12" DEC12' DRIP

12" FIR10' DRIP

2-30" DEC20' DRIP

20" FIR15' DRIP

20" MADRONA15' DRIP

24" MADRONA15' DRIP

12" DEC12' DRIP

30" DEC20' DRIP

16" DEC15' DRIP

30" DEC18' DRIP

24" DEC18' DRIP

12" DEC12' DRIP

42" DEC20' DRIP

20" MADRONA15' DRIP

12" DEC10' DRIP

12" DEC10' DRIP

PP

P

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

5:06:06 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation
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254.351

HDWTTPEO1139

95317

95316

95329

95330

95335

95336

95341

95343

95345

95347

95346

9536195360

95363

95368

95370

95285

95286

95289

325.610

325.609

315.734

317.293

329.433

329.966

306.088

309.842

310.699

312.710

305.357

325.738326.158

328.205

330.688

327.137

322.287

326.487

12" FIR10' DRIP

20" FIR18' DRIP

36" FIR22' DRIP

30" FIR20' DRIP

36" MADRONA20' DRIP

30" FIR20' DRIP

14" FIR12' DRIP

16" DEC15' DRIP

24" FIR18' DRIP

20" FIR18' DRIP

14" DEC14' DRIP

12" MADRONA8' DRIP

16" FIR15' DRIP

24" FIR18' DRIP

16" FIR15' DRIP

20" FIR15' DRIP

36" FIR22' DRIP

14" FIR10' DRIP

N18500

N18502

N18503

N18513

N18544

N18524

N18534

N18514

N18525

N18505

N18515

N18526

N18527

N18537

N18528

N18538

N18529

N18470

N18491

N18490

N18493

N18473

N18492

N18495

N18494 N18476

N18497

N18427

N18496

N18478

N18428

N18489

N18469

N18479

N18459

N18429

N18488

N18690

N18687

N18689

N18688

CAM

FE ST

SLAB ST

SGDB

SLAB

SLAB

SLAB

LSSM

SLAB

SLAB CL

GROD

GROD

SLAB CL

SLAB

SCAB

LSSM

T DNC

SCAB

VAULT

T DNC

SLAB

UMP

GR ST DNC

T DNC

SLAB ST

SGTR

267.774

267.444

268.035

263.299

263.453

267.536

262.517

267.593

267.595

267.704

265.800

267.611

267.521

266.728

267.568

267.327

267.549

268.050

267.312

267.345

267.357

268.320

267.382

267.361

267.602 267.531

267.724

263.399

267.383

267.980

264.127

267.386

268.416

267.702

268.206

262.762

267.396

266.004

267.962

266.691

267.159

6" X 8" STEELK IBEAM

14" MADRONE

WSDOT ITS

19" FIR

WSDOT BURIED FIBER

11" MADRONE

6" X 8" WOOD

?

?

?

?

?

?

?
?

CP PTT

20

210

215

220
318

320

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

5:11:16 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

1

MATCH EXISTING

END FENCE

SR5 215+17.84, 123.43' LT

1

1

F3
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW 10/26/18

NO WORK THIS SHEET

NOISE WALL 4

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW 10/26/18

NO WORK THIS SHEET

NOISE WALL 4

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

MATCH EXISTING

BEGIN TEMP FENCE

BEGIN FENCE

SR5 247+49.65, 236.93' RT

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18
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FENCING CONSTRUCTION NOTES:

F2

AP TEMP FENCE

SR5 247+55.12, 252.80' RT

WSDOT ROW

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F6
FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F1

CONNECT TO NOISE WALL

END FENCE

SR5 248+29.10, 214.18' RT

NOISE WALL 5

AP TEMP FENCE

SR5 250+54.14, 182.71' RT

EASEMENT

TEMPORARY CONSTRUCTION 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

RAILROAD ROW

WSDOT ROW

WSDOT ROW

AP TEMP FENCE

SR5 252+26.78, 177.85' RT

NOISE WALL 5

EASEMENT

TEMPORARY CONSTRUCTION 

F2

FENCING CONSTRUCTION NOTES:

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

F2

184
1456

AS-BUILT



 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/4/2019

5:37:53 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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47018

NA

MT
DIMHCS EEL MADA

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FE08

FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

F2

RAILROAD ROW

WSDOT ROW

PT/AP TEMP FENCE

SR5 268+99.97, 97.04' RT

AP/PC TEMP FENCE

SR5 265+27.07, 101.17' RT R=2745'

WSDOT ROW

FENCING CONSTRUCTION NOTES:

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F2

NOISE WALL 5

CONSTRUCTION EASEMENT

TEMPORARY 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

12/04/19REV 1 - RFI0334

MATCH EXISTING

BEGIN FENCE

SR5 265+00.00, 121.12' LT
F3

F3

1

1
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

F2

WSDOT ROW

WSDOT ROW

RAILROAD ROW

NOISE WALL 5

CONSTRUCTION EASEMENT

TEMPORARY 

FENCING CONSTRUCTION NOTES:

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F2

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

12/04/19REV 1 - RFI0334

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

1

1
F3

 

FILE NAME
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

7:50:27 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN
REV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

WSDOT ROW

WSDOT ROW

RAILROAD ROW

FENCING CONSTRUCTION NOTES:

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F2

R=2985.81'PC TEMP FENCE

SR5 283+80.11, 100.85' RT

NOISE WALL 5

CONSTRUCTION EASEMENT

TEMPORARY 

PT/AP TEMP FENCE

SR5 292+86.65, 102.82' RT

AP TEMP FENCE

SR5 293+36.97, 107.86' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

12/04/19REV 1 - RFI0334

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

1

1

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

7:53:07 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

7:56:15 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

WSDOT ROW

NOISE WALL 5

CONSTRUCTION EASEMENT

TEMPORARY 

RAILROAD ROW

WSDOT ROW

AP TEMP FENCE

SR5 300+20.21, 107.85' RT

CONNECT TO NOISE WALL

BEGIN FENCE

SR5 299+86.99, 87.85' RT

F2

F1

FENCING CONSTRUCTION NOTES:

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F6
FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

MATCH EXISTING

END TEMP FENCE

END FENCE

SR5 300+20.21, 86.73' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

12/04/19REV 1 - RFI0334

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

RAILROAD ROW

WSDOT ROW

WSDOT ROW

CONSTRUCTION EASEMENT

TEMPORARY 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

1

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

1

F3
1

12/04/19REV 1 - RFI0334
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

1/26/2021

12:41:03 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW 10/26/18

FOR BERKELEY FENCING PLAN

SEE SHEETS FE25 AND FE26

BERKELEY FENCING PLAN

SEE SHEET FE26 FOR 

GENERAL NOTES:

7.

6.

5.

4.

3.

2.

1.

SEE ITS PLANS FOR FENCING AROUND ITS CABINETS.

PART OF THE SECURE PERIMETER.
CONSTRUCTED ELEMENTS PRIOR TO ACCEPTANCE AS 
ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY 
INVOLVING OR COMPROMISING SECURE PERIMETER 
OF 14 CALENDAR DAYS IN ADVANCE OF ANY WORK 
PERIMETER. CAMP MURRAY SHALL BE NOTIFIED A MINIMUM 
BREAKS OR DAMAGE TO ELEMENTS OF THE SECURE 
SECURITY STAFF IF THERE ARE ANY UNANTICIPATED 
IMMEDIATE NOTIFICATION TO THE CAMP MURRAY 
AT ALL TIMES. THE CONTRACTOR SHALL PROVIDE 
THE CAMP MURRAY SECURE PERIMETER IS PRESERVED 
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY OF 

ACCEPTANCE AS PART OF THE SECURE PERIMETER.
ANY NEWLY CONSTRUCTED ELEMENTS PRIOR TO 
SECURE PERIMETER ELEMENTS AND SHALL FIELD VERIFY 
ADVANCE OF ANY WORK INVOLVING OR COMPROMISING 
SHALL BE NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
TO ELEMENTS OF THE SECURE PERIMETER. THE DES 
IF THERE ARE ANY UNANTICIPATED BREAKS OR DAMAGE 
THE JBLM DIRECTORATE OF EMERGENCY SERVICES (DES) 
CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO 
JBLM SECURE PERIMETER IS PRESERVED AT ALL TIMES. 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE 

TO REMOVAL OF TEMPORARY SECURITY FENCING.
FENCING AND/OR NOISE WALL MUST BE INSTALLED PRIOR 
PERIMETER FENCING. PERMANENT SECURE PERIMETER 
INSTALLED PRIOR TO REMOVAL OF EXISTING SECURE 
TEMPORARY SECURE PERIMETER FENCING MUST BE 

UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY PLANS.

LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND GRUB 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

12/04/19REV 1 - RFI0334

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

F3

AP FENCE

SR5 319+02.56, 92.94' LT

AP FENCE

SR5 320+21.51, 89.91' LT

AP FENCE

SR5 320+70.85, 94.76' LT

AP FENCE

SR5 321+10.39, 96.28' LT

AP FENCE

SR5 321+39.82, 100.51' LT

2

REV 2 - RFI0605 01/26/21
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SOUND TRANSIT

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FILE NAME
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:27:56 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

BERKELEY SB ON-RAMP
THORNE-BERKELEY CONNECTOR

BERKELEY NB ON-RAMPBERKELEY NB OFF-RAMP

BERKELEY FENCING PLAN

SEE SHEET FE27 FOR 

WSDOT ROW

RAILROAD ROW

WSDOT ROW

FENCING PLAN

FE30-FE30A FOR BERKELEY 

SEE SHEET FE26-FE28 AND 

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
191

1456

AS-BUILT
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SOUND TRANSIT
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

1/31/2019

10:29:42 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_FE_15.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

REV A - PRELIMINARY REVIEW 10/26/18

FOR BERKELEY FENCING PLAN

SEE SHEETS FE28 - FE29

FOR BERKELEY FENCING PLAN

SEE SHEETS FE28 - FE29

BERKELEY NB ON-RAMP

THORNE-BERKELEY CONNECTOR

BXMR LIN
E

MLBX LINE

WSDOT ROW

WSDOT ROW

RAILROAD ROW

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

1
FENCE

EXISTING SECURITY

1

NO WORK THIS SHEET
11

01/31/19REV 1 - RFI040

2019
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

8:01:37 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_FE_16.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

RAILROAD ROW

WSDOT ROW

THORNE-BERKELEY CONNECTOR

WSDOT ROW

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

FENCE

EXISTING SECURITY

01/31/19REV 1 - RFI040

12/04/19REV 2 - RFI0334

2

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

2

F3
2
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AS-BUILT
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

WSDOT ROW

RAILROAD ROW

WSDOT ROW

AP FENCE

SR5 361+94.63, 88.50' RT

THORNE-BERKELEY CONNECTOR

EASEMENT

CONSTRUCTION 

TEMPORARY 

FENCING CONSTRUCTION NOTES:

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

FENCE

EXISTING SECURITY

01/31/19REV 1 - RFI040

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

MATCH EXISTING

BEGIN FENCE

SR5 358+50.54, 92.15' RT

12/04/19REV 2 - RFI0334

2

F3
F3

F3

194
1456

AS-BUILT
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2-15" OAK CLUSTER

24" OAK SPLIT TRUNK
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/5/2019

8:17:37 AM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_FE_18.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

THORNE NB OFF-RAMP

FOR THORNE FENCING PLAN

SEE SHEETS FE34 - FE35 

MRTX LINE

MLMX1 LINE

RAILROAD ROW THORNE FENCING PLAN

SEE SHEET FE35 FOR 

WSDOT ROW

THORNE-BERKELEY CONNECTOR
MLMX2 LINE

WSDOT ROW NOISE WALL 6

FENCING CONSTRUCTION NOTES:

AP FENCE

SR5 368+48.93, 105.66' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

EASEMENT

CONSTRUCTION 

TEMPORARY 

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

F6
FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

CONNECT TO NOISE WALL

END FENCE

SR5 367+90.08, 107.26' LT

01/31/19REV 1 - RFI040

12/04/19REV 2 - RFI0334

2

F3

F6

F3

195
1456

AS-BUILT
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

1/31/2019

10:40:18 AM

c:\pwworking\jacobs_b&i\schmidal\dms20633\PS_FE_19.dgn
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

ON-R
AMPTHORNE L

N NB 

THORNE LN NB OFF-RAMP

FOR THORNE FENCING PLAN

SEE SHEETS FE35 - FE37

FOR THORNE FENCING PLAN

SEE SHEETS FE36 AND FE42 
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REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:29:17 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SOUND TRANSIT
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

FOR THORNE FENCING PLAN

SEE SHEETS FE38 AND FE42 

THORNE LN SB OFF-RAMP

RAILROAD ROW

WSDOT ROW

WSDOT ROW

TXMR LINE

MLMX2 LINE

MLMX1 LINE

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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SOUND TRANSIT

430

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:29:32 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

THORNE FENCING PLAN

SEE SHEET FE43 FOR 

WSDOT ROW

RAILROAD ROW

WSDOT ROW

MLMX1 LINE

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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FIBER OPTIC MARKER POST

WOOD POLE w. SOLAR PANEL

AND 2 POWER PANELS

P

410 415

SOUND TRANSIT

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:29:44 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

WSDOT ROW

RAILROAD ROW

WSDOT ROW

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
199
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SOUND TRANSIT

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:29:53 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

SR5 LINE 427+00.00

I-5 MP 124.45

END PROJECT

GRAVELLY LAKE DR SB ON-RAMP

WSDOT ROW

RAILROAD ROW

WSDOT ROW

GXML LINE

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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SOUND TRANSIT

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

11/29/2018

2:30:05 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

SCALE IN FEET
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FENCING PLAN

NO WORK THIS SHEET

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

GRAVELLY LAKE DR NB OFF-RAMP

GXML LINE

PMAR-NO BS RD EKAL YLLEVARG

WSDOT ROW

RAILROAD ROW

WSDOT ROW

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18
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SOUND TRANSIT

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

4/4/2019

12:36:54 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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C. CONRAD

FE25

NB I-5

SB I-5

FENCING PLAN

A. SCHMIDTMAN

SOUND TRANSIT

REV A - PRELIMINARY REVIEW 10/26/18

F1
AP FENCE

MRBX 13+47.26, 47.01' RT

F1

AP FENCE

MRBX 13+88.69, 50.23' RT
MATCH EXISTING

BEGIN FENCE

SR5 316+36.18, 82.85' RT

F1

FENCING CONSTRUCTION NOTES:

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

AP FENCE

MRBX 10+77.82, 49.76' RT

BERKELEY ST NB OFF-RAMP

BERKELEY ST SB ON-RAMP

12/03/18REV 0 - RELEASED FOR CONSTRUCTIONM. PANICK

AP FENCE

MRBX 11+97.44, 50.77' RT

AP FENCE

MRBX 12+99.12, 49.02' RT

01/31/19REV 1 - RFI040

MATCH EXISTING

END FENCE

MRBX 12+27.81, 33.96' RT

MATCH EXISTING

BEGIN FENCE

MRBX 12+68.28, 33.36' RT
F1

2

04/04/19REV 2 - RFI0066

202
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AS-BUILT
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FENCING PLAN

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 10/26/18

SOUND TRANSIT

F1

FENCING CONSTRUCTION NOTES:

F1

MATCH LINE SEE SHEET FE30A

AP FENCE

MRBX 15+26.83, 40.43' RT

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

GENERAL NOTES:

AP FENCE

MRBX 21+74.49, 47.13' RT

EASEMENT

CONSTRUCTION 

TEMPORARY

BERKELEY ST NB OFF-RAMP

BERKELEY ST SB ON-RAMP

CONSTRUCTION EASEMENT

TEMPORARY

AP TEMP FENCE

BXML 14+49.75, 60.03' LT

F3
TEMP

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

7.

6.

5.

4.

3.

2.

1.

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
PERIMETER ELEMENTS AND SHALL FIELD 
INVOLVING OR COMPROMISING SECURE 
CALENDAR DAYS IN ADVANCE OF ANY WORK 
MURRAY SHALL BE NOTIFIED A MINIMUM OF 14 
ELEMENTS OF THE SECURE PERIMETER. CAMP 
UNANTICIPATED BREAKS OR DAMAGE TO 
SECURITY STAFF IF THERE ARE ANY 
NOTIFICATION TO THE CAMP MURRAY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
IN ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS 
SECURE PERIMETER. THE DES SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
(DES) IF THERE ARE ANY UNANTICIPATED 
JBLM DIRECTORATE OF EMERGENCY SERVICES 
PROVIDE IMMEDIATE NOTIFICATION TO THE 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

FENCING.
PRIOR TO REMOVAL OF TEMPORARY SECURITY 
AND/OR NOISE WALL MUST BE INSTALLED 
PERMANENT SECURE PERIMETER FENCING 
EXISTING SECURE PERIMETER FENCING. 
MUST BE INSTALLED PRIOR TO REMOVAL OF 
TEMPORARY SECURE PERIMETER FENCING 

UTILITY PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE 

AND GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

M. PANICK

F1
BEGIN FENCE

MRBX 14+72.13, 45.07' RT

MATCH EXISTING

END FENCE

MRBX 16+34.16, 88.20' RT

F1

SEE WALL PLANS

8' SECURITY WALL

F3

01/31/19REV 1 - RFI040

CONNECT TO SECURITY WALL

END FENCE, 30.15' LT

AP FENCE, 37.05' LT

BXML 15+53.44, 

F6 FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F6

BEGIN TEMP FENCE

BXML 14+50.12, 35.03' LT

12/04/19REV 2 - RFI0334

2

2

15

20

15

20

325 330
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE
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WASH
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PLAN REF NO

SchmidAL

12/19/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS
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LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

203
1456

AS-BUILT



P

P

C

1
0
0
6

U
S
T

2
6
5
.6
4
1

2
4
" 

D
I

 

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

1/31/2019

10:50:13 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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SEE SHEET FE28
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FENCING PLAN

A. SCHMIDTMAN

REV A - PRELIMINARY REVIEW 10/26/18
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F1

R=79.51'

FENCING CONSTRUCTION NOTES:

F1

F6

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F6

F3

WALL CONNECTION

BEGIN FENCE

BXML 22+13.50, 37.08' LT B
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EASEMENT

CONSTRUCTION 

TEMPORARY

F3
TEMP

END TEMP FENCE

MLBX 10+80.88, 68.63' LT

BEGIN TEMP FENCE

MLBX 11+78.09, 68.50' LT
F3

TEMP
F3

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18M. PANICK

1

1

01/31/19REV 1 - RFI040

PC FENCE

MRBX 22+99.24, 48.21' RT

2019
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DATE DATE
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WASH
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PLAN REF NO
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FE28

C. CONRAD

NB I-5

SB I-5

FENCING PLAN

SOUND TRANSIT

MATCH LINE SEE SHEET FE30

REV A - PRELIMINARY REVIEW 10/26/18

F2

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

F1

FENCING CONSTRUCTION NOTES:

THORNE-BERKELEY CONNECTOR

AP FENCE

BXMR 16+85.23, 103.34' RT

AP FENCE

BXMR 16+90.11, 65.13' RT

F2

F3

MATCH EXISTING

BEGIN TEMP FENCE

BXMR 13+71.93, 46.73' RT

F2F1

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

EASEMENT

TEMPORARY CONSTRUCTION

GENERAL NOTES:

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

5.

4.

3.

2.

1.

A. SCHMIDTMAN

BERKELEY ST NB ON-RAMP

CONSTRUCTION EASEMENT

TEMPORARY

F3
TEMP

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

7.

6.

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18M. PANICK

06/25/19REV 1 - RFI0132

1

MATCH EXISTING SECURITY FENCE

END FENCE

BXMR 17+90.32, 63.39' RT

AP FENCE

BXMR 13+61.67, 96.88' RT

1
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AS-BUILT
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET
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SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

12/4/2019

5:31:32 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

ONLY

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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FE29

C. CONRAD

NB I-5

SB I-5

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

THORNE-BERKELEY CONNECTOR

SOUND TRANSIT

MAINLINE FENCING PLAN

SEE SHEET FE15 FOR 

WSDOT ROW

F3

FENCING CONSTRUCTION NOTES:

F1
PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

CONSTRUCTION EASEMENT

TEMPORARY

CONSTRUCTION EASEMENT

TEMPORARY

BERKELEY ST NB ON-RAMP

F3
TEMP

AP TEMP FENCE

SR5 349+38.47, 133.03' LT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18M. PANICK

FENCE

EXISTING SECURITY

01/31/19REV 1 - RFI040

FENCE

EXISTING SECURITY

3

06/25/19REV 2 - RFI0132

12/04/19REV 3 - RFI0334

END TEMP FENCE

SR5 349+38.41, 108.03' LT

F3

3
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

TENSION STRUT BACKUP

5 BAY 90"
QUADGUARD ELITE 

TENSION STRUT BACKUP
5 BAY 90"
QUADGUARD ELITE 

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

SCALE IN FEET

0 30 60

BXW 
LIN

E

BXE LINE

WSDOT ROW

TURNBACK LINE

S
E
E
 
S

H
E
E
T
 
F
E
2
7

M
A
T
C

H
 
L
IN

E
 

M
R

B
X
E
 
1
1
+
0
3
.8
3

FE30

C. CONRAD

JACKSON AVE

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

B
X
T
 
L
IN

E

ENIL RMWXB

ENIL EXBRM

MATCH LINE SEE SHEET FE30A

M
A

T
C

H
 

L
IN

E
 

S
E

E
 

S
H

E
E

T
 
F

E
2
8

BEGIN FENCE

BXT 400+66.87, 343.63' RT
F1

F1

AP TEMP FENCE

BXE 18+79.38, 60.07' RT

AP TEMP FENCE

BXW 308+63.38, 48.28' LT

AP TEMP FENCE

BXW 305+92.97, 212.97' LT

AP TEMP FENCE

BXW 303+76.99, 250.69' LT

F1

F1

F1

(2' OFFSET FROM FENCE), 50.37' RT 

BEGIN PASSIVE BARRIER

MATCH FENCE

BEGIN FENCE, 48.37' RT

MRBXE 11+63.43,

S
E

E
 

S
H

E
E

T
 
F

E
2
7

B
X

E
 
1
0
+
2
9
.0

0
B

X
W
 

3
0
0
+
6
7

M
A

T
C

H
 

L
IN

E

S
E
E
 
S

H
E
E
T
 
F
E
2
7

B
X

W
M

R
 
1
1
+
3
0
.4
7

M
A
T
C

H
 

L
IN

E

PT PASSIVE BARRIER, 51.00' RT

PT FENCE, 49.00' RT

MRBXE 12+03.23,

F7

PC PASSIVE BARRIER, 71.00' RT

PC FENCE, 69.00' RT

BXE 16+27.61,

R=90'

R=92'

PT PASSIVE BARRIER, 73.97' RT

PT FENCE, 71.97' RT

BXE 17+68.09,

END TEMP FENCE, 83.47' RT

END PASSIVE BARRIER, 85.47' RT

END FENCE, 83.47' RT

BXE 18+79.33,

F2

F1

FENCING CONSTRUCTION NOTES:

F7

14' SINGLE GATE

MRBXE 11+63.43, 38.37' RT

31' DOUBLE GATE

MRBXE 11+63.43, 10.49' RT

F8

F8

F8

F8
34' DOUBLE GATE

BXE 11+00.20, 12.01' RT

34' DOUBLE GATE

BXW 301+38.53, 10.17' LT
F8

F8
31' DOUBLE GATE

BXWMR 11+81.78, 10.40' LT

(2' OFFSET FROM FENCE), 27.88' LT

BEGIN PASSIVE BARRIER

BEGIN FENCE, 25.88' LT

BXWMR 11+82.59,
F7

R=77'

R=79.51'

R=127.43'

R=129.43'

BARRIER, 47.00' LT

PCC PASSIVE

PCC FENCE, 45.00' LT

BXW 302+57.76,

BARRIER, 47.00' LT

PT PASSIVE

PT FENCE, 45.00' LT

BXW 302+71.25,

R=339'

R=341'

BARRIER, 47.00' LT

PC PASSIVE

PC FENCE, 45.00' LT

BXW 303+33.64,

PRC PASSIVE BARRIER, 43.09' LT

PRC FENCE, 41.09' LT

BXW 306+63.96,

R=645'

R=647'

PT PASSIVE BARRIER, 32.50' LT

PT FENCE, 30.50' LT

BXW 308+55.82,

F7

END PASSIVE BARRIER, 32.50' LT

AP FENCE, 30.50' LT

BXW 308+62.85,

MATCH EXISTING

END TEMP FENCE

END FENCE

BXW 308+63.24, 43.37' LT

AP TEMP FENCE

BXW 303+91.89, 317.92' LT

AP TEMP FENCE

BXWMR 11+79.82, 50.74' LT
AP TEMP FENCE

BXW 303+21.15, 86.96' LT

AP TEMP FENCE

BXW 305+64.03, 44.64' LT

AP TEMP FENCE

BXW 306+35.54, 37.33' LT

AP TEMP FENCE

BXE 17+52.12, 7.89' RT

AP TEMP FENCE

BXE 18+31.74, 55.49' RT

BEGIN TEMP FENCE

AP FENCE

BXW 302+80.84, 187.61' LT
F2

END TEMP FENCE

BXW 302+82.02, 170.08' LT

SEE MOT STAGE ON SHEET SC1-08

TEMPORARY EDGE OF PAVEMENT GENERAL NOTES:

SEE SHEET FE27 FOR GENERAL NOTES.

32' DOUBLE GATE

BXT 400+64.67, 331.41' RT 

EASEMENT

TEMPORARY CONSTRUCTION

F9
F2

F2

R=1742'

R=1744'

F7

F1

ENTRY GATE

TEMPORARY SLIDE
F9

F1

F10

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

F10

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

PASSIVE BARRIER-

SHEET FD01 AND FD02.
SECURITY FENCE PER DETAIL ON 
7-FT PERMANENT CHAIN LINK 

EASEMENT GRANTED BY JBLM).
WITHIN TEMPORARY CONSTRUCTION 
SHEET FD01 AND FD02 (LOCATED 
SECURITY FENCE PER DETAIL ON 
7-FT TEMPORARY CHAIN LINK 

DETAIL ON SHEET FD05.
SECURITY DOUBLE SWING GATE PER 

SHEET FD04.
PASSIVE BARRIER PER DETAIL ON 

SHEET FD06.
SLIDE ENTRY GATE PER DETAIL ON 

M. PANICK

DETAIL ON SHEET FD07.
SECURITY SINGLE SWING GATE PER 

SINGLE SWING GATE-

MATCH EXISTING GATE

BEGIN TEMP FENCE

BXW 304+92.27, 196.88' LT

MATCH EXISTING GATE

END TEMP FENCE

BXW 304+84.06, 180.91' LT

F2

AP FENCE

BXE 18+67.98, 260.28' RT

END FENCE

BXE 18+85.93, 251.46' RT

MATCH EXISTING

AP FENCE

BXT 400+83.96, 311.00' RT

F1

01/31/19REV 1 - RFI040

BEGIN TEMP FENCE

BXW 302+87.23, 92.51' LT

08/21/20REV 2 - RFI0534

F5

F5

F4
WSDOT STD. PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 4 PER 

WSDOT STD. PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER 

2

BEGIN FENCE

BXT 400+59.37, 9.96' LT
F4

F5F4

2

20' DOUBLE GATE

BXT 400+91.67, 9.03' LT

20' DOUBLE GATE

BXT 401+68.28, 7.09' LT
END FENCE

BXT 402+62.04, 6.50' LT

207
1456

 

08/21/20

AS-BUILT



J
O
IN

T
 
 
 
 
 
 
 
 

B
A

S
E
 
 
 
 
 
 
 
 

L
E

W
IS
 
 
 
 
 
 
 
 
 

M
C

C
H

O
R

D
 

SCALE IN FEET

0 30 60

10/26/18

C. CONRAD

EASEMENT

CONSTRUCTION

TEMPORARY

FE30A

MATCH LINE SEE SHEET FE30

M
A

T
C

H
 

L
IN

E
 

S
E

E
 

S
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E
E

T
 
F

E
2
6

M
A

T
C

H
 

L
IN

E
 

S
E

E
 

S
H

E
E

T
 
F

E
2
7

A. SCHMIDTMAN

F1

FENCING PLANREV A - PRELIMINARY REVIEW

FENCING CONSTRUCTION NOTES:

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

F1

12/03/18REV 0 - RELEASED FOR CONSTRUCTIONM. PANICK

MATCH EXISTING

BEGIN FENCE

MRBX 18+87.44, 246.07' RT
F1

AP FENCE

MRBX 19+36.43, 286.91' RT

1

AP FENCE

MRBX 20+22.98, 313.61' RT

1

1

AP FENCE

BXE 14+00.97, 286.46' RT

1
AP FENCE

BXE 15+56.29, 224.27' RT

1

1

1

1

01/31/19REV 1 - RFI040
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WASH
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PLAN REF NO

SchmidAL

1/31/2019

10:55:41 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.

2019

208
1456

AS-BUILT
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DATE DATE

LOCATION NO.CONTRACT NO.
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WASH
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
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OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

290

285 285

10 95

1
0

SCALE IN FEET

0 30 60

 

 

 

 

 

BERKELEY STBERKELEY ST

BXW LINE

BKB LINE BK LINE

WSDOT ROW

TURNBACK LINE

WSDOT ROW

WSDOT ROW
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2
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C. CONRAD

FE31

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

W
A
 

L
IN

E

AP TEMP FENCE

BXW 292+80.50, 53.95' RT

AP TEMP FENCE

BXW 291+17.92, 81.72' RT

F2

F2F1

F6

AP FENCE

BXW 291+42.32, 59.37' RTF1
FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F6

F2

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F1
PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

FENCING CONSTRUCTION NOTES:

F6

MATCH EXISTING

BEGIN TEMP FENCE

BEGIN FENCE

BXW 291+15.85, 74.91' RT8' SECURITY WALL

GENERAL NOTES:

SEE SHEET FE32

MATCH LINE BXW 287+98.62

A
V

E

W
A

S
H
IN

G
T

O
N

AP FENCE

BXW 288+03.63, 48.22' RT
AP FENCE

BXW 287+99.29, 106.17' RT

F3

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

AP FENCE

BXW 288+92.70, 76.26' LT

F3

FOR BERKELEY FENCING PLAN

SEE SHEETS FE33

FOR BERKELEY FENCING PLAN

SEE SHEETS FE32

FENCING PLAN

FOR BERKELEY

SEE SHEETS FE33

EXISTING BRICK POST 

FENCE CONNECTION TO

END TEMP FENCE

BXW 294+20.29, 91.91' RT

CITY ROW

FR
EED

O
M
 

W
AY

CONSTRUCTION EASEMENT

TEMPORARY

F5
PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT STD.

AP FENCE

BXW 288+62.40, 65.40' RT

AP FENCE

BXW 289+00.54, 102.81' RT

AP FENCE

BXW 289+05.97, 124.94' RT

20' DOUBLE GATE

BXW 288+71.00, 514.42' RT

F3

F5

MATCH EXISTING

END FENCE

BXW 290+53.66, 113.60' LT

AS NECESSARY

WALL CONNECTION

END FENCE

BXW 291+37.03, 40.58' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE SECURE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF 
PERIMETER. CAMP MURRAY SHALL BE NOTIFIED A 
OR DAMAGE TO ELEMENTS OF THE SECURE 
STAFF IF THERE ARE ANY UNANTICIPATED BREAKS 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE SECURE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
IMMEDIATE NOTIFICATION TO THE JBLM 
ALL TIMES. CONTRACTOR SHALL PROVIDE 
THE JBLM SECURE PERIMETER IS PRESERVED AT 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF 

TEMPORARY SECURITY FENCING.
BE INSTALLED PRIOR TO REMOVAL OF 
PERIMETER FENCING AND/OR NOISE WALL MUST 
SECURE PERIMETER FENCING. PERMANENT SECURE 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.

AP FENCE

BXW 289+46.37, 215.98' RT

AP FENCE

BXW 288+80.92, 80.61' RT

MATCH EXISTING

END FENCE

BXW 288+78.90, 533.79' RT

WALL AS NECESSARY

FENCE CONNECTION TO 

END FENCE

BXW 288+97.02, 49.61' RT

AP FENCE

BXW 289+13.22, 136.76' RT

AP FENCE

BXW 288+66.15, 503.66' RT

END FENCE

BXW 288+68.82, 509.52' RT

F3
BEGIN FENCE

BXW 288+73.14, 519.42' RT

F6

M. PANICK
209

1456

AS-BUILT
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

11/16/2020

4:29:56 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

P
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S
SIONAL ENG

I
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E
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290

100

SCALE IN FEET
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A
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E

BERKELEY ST

BXW LINE

BKB LINE BK LINE

WSDOT ROW

TURNBACK LINE

WSDOT ROW

WSDOT ROW

S
E

E
 
S

H
E

E
T
 
F
E
2
7

M
A

T
C

H
 

L
IN

E
 

B
X

W
 

2
9
4
+
2
5

C. CONRAD

FE32

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

W
A
 

L
IN

E

S
E

E
 

S
H

E
E

T
 
F

E
3
3

M
A

T
C

H
 

L
IN

E
 

B
K
 
9
7
+
0
0

SEE SHEET FE31

MATCH LINE BXW 287+98.62

FREEDO
M
 

W
AY

GENERAL NOTES:

FENCING CONSTRUCTION NOTES:

F5

F3

F3

FOR BERKELEY FENCING PLAN

SEE SHEETS FE31

FOR BERKELEY FENCING PLAN

SEE SHEETS FE33

MATCH EXISTING

BEGIN FENCE

BKB 10+19.78, 26.77' RT
F3

F3

AP FENCE

BXW 286+21.42, 47.55' LT

MATCH EXISTING

BEGIN FENCE

BK 96+07.77, 30.00' RT
F3

20' DOUBLE GATE

BXW 287+59.01, 94.33' LT
F5

CITY ROW

AP FENCE

BKB 10+72.94, 23.28' RT

AP FENCE

BKB 10+95.69, 31.92' RT

AP FENCE

BKB 11+43.36, 36.24' RT

14' DOUBLE GATE

BXW 287+86.50, 47.57' RT
F5

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

7.

6.

5.

4.

3.

2.

1.

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

AS PART OF THE SECURE PERIMETER.
CONSTRUCTED ELEMENTS PRIOR TO ACCEPTANCE 
ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY 
INVOLVING OR COMPROMISING SECURE PERIMETER 
CALENDAR DAYS IN ADVANCE OF ANY WORK 
MURRAY SHALL BE NOTIFIED A MINIMUM OF 14 
ELEMENTS OF THE SECURE PERIMETER. CAMP 
ANY UNANTICIPATED BREAKS OR DAMAGE TO 
CAMP MURRAY SECURITY STAFF IF THERE ARE 
SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE 
PRESERVED AT ALL TIMES. THE CONTRACTOR 
OF THE CAMP MURRAY SECURE PERIMETER IS 
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY 

AS PART OF THE SECURE PERIMETER.
CONSTRUCTED ELEMENTS PRIOR TO ACCEPTANCE 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
OF THE SECURE PERIMETER. THE DES SHALL BE 
UNANTICIPATED BREAKS OR DAMAGE TO ELEMENTS 
EMERGENCY SERVICES (DES) IF THERE ARE ANY 
NOTIFICATION TO THE JBLM DIRECTORATE OF 
ALL TIMES. CONTRACTOR SHALL PROVIDE IMMEDIATE 
THE JBLM SECURE PERIMETER IS PRESERVED AT 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF 

SECURITY FENCING.
INSTALLED PRIOR TO REMOVAL OF TEMPORARY 
PERIMETER FENCING AND/OR NOISE WALL MUST BE 
SECURE PERIMETER FENCING. PERMANENT SECURE 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

WSDOT STD. PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER 

STD. PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT 

M. PANICK

11/16/20REV 1 - RFI0582

1
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

P
R

O
F
E

S
SIONAL ENG

I
N

E
E

R

DERETSIGE
R

S
T
A
TE

OFWASHNIGTO
N

47018

NA

MT
DIMHCS EEL MADA

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.

6.

5.

4.

3.

2.

1.
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C. CONRAD

CITY ROW

RAILROAD ROW

UA LINE

UNION AVE

CM LINE

MILITIA DR

F
R
E
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D
O

M
 

W
A

Y

REV A - PRELIMINARY REVIEW

A. SCHMIDTMAN

FENCING PLAN

F2

F2

F6

SEE SHEET FE32

MATCH LINE BK 97+00

F1

F6

F8
ON SHEET FD05.
SECURITY DOUBLE SWING GATE PER DETAIL

FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F6

PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT STD.

F5

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

EASEMENT GRANTED BY JBLM).
(LOCATED WITHIN TEMPORARY CONSTRUCTION 
PER DETAIL ON SHEET FD01 AND FD02 
7-FT TEMPORARY CHAIN LINK SECURITY FENCE 

F2

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

F1

FENCING CONSTRUCTION NOTES:

F1

F1

BEGIN TEMP FENCE

CM 148+11.85, 30.38' RT

F8

26' DOUBLE GATE

CM 148+09.40, 17.65' LT
F8

F6

MATCH EXISTING

END FENCE

UA 201+06.31, 139.88' RT

F3 F6

AP FENCE

CM 149+26.79, 152.53' RT

20' DOUBLE GATE

UA 200+61.67, 151.74' RT
F5

SEE SHEET FE31

10/26/18

OR DAMAGED DURING CONSTRUCTION

BRICK POSTS THAT IS REMOVED

OF EXISTING METAL FENCE WITH

REPLACE IN KIND ANY PORTION

F6

WSDOT ROW

F1

F3

MATCH EXISTING

BEGIN FENCE

END TEMP FENCE

BXW 296+40.98, 88.77' RT

EXISTING BRICK POST AS NECESSARY

FENCE CONNECTION TO

BEGIN FENCE

CM 149+07.03, 149.44' RT

AS NECESSARY

EXISTING BRICK POST 

FENCE CONNECTION TO

END FENCE

CM 149+02.63, 149.06' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/03/18

TO WALL AS NECESSARY

FENCE CONNECTION

END FENCE

CM 149+05.54, 59.80' LT

AS NECESSARY

EXISTING BRICK POST 

FENCE CONNECTION TO

BEGIN FENCE

CM 149+03.45, 42.62' LT

F2

AS NECESSARY

EXISTING BRICK POST

FENCE CONNECTION TO

BEGIN TEMP FENCE

CM 148+15.96, 36.73' LT

AP FENCE

CM 148+04.82, 5.49' LT

M. PANICK

26' DOUBLE GATE

CM 148+09.20, 17.63' RT

211
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PLOTTED BY
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SchmidAL

1/31/2019

10:58:24 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

7.
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SCALE IN FEET
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THORNE LN NB OFF-RAMP

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

SR5 LINE

THORNE-BERKELEY CONNECTOR

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

MAINLINE FENCING PLAN

SEE SHEET FE18 FOR 

FENCING CONSTRUCTION NOTES:

NOISE WALL 6

SOUND TRANSIT

CONSTRUCTION EASEMENT

TEMPORARY

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18

MAINLINE FENCING PLAN

SEE SHEET FE18 FOR 

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

1

F3

1

01/31/19REV 1 - RFI040

2019
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WASH
PLOTTED BY
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SchmidAL

1/31/2019
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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281.346
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2" OAK

18" OAK

3-13" OAK CLUSTER

1.5" OAK

19" OAK

16" OAK

14" OAK SPLIT TRUNK

12" OAK SPLIT TRUNK

19" OAK

16" OAK SPLIT TRUNK

11" OAK

3-12" OAK CLUSTER

11" OAK

6" OAK

2-2" OAK CLUSTER

17" OAK

6" OAK

2" OAK

2" OAK

20" OAK

14" OAK

21" OAK

17" OAK

2" OAK

2" OAK

2-2" OAK CLUSTER

1" OAK

2" OAK

2" OAK

2" OAK

2-2" OAK CLUSTER

2-2" OAK CLUSTER

1" OAK

6" OAK

3" OAK

6" OAK

2" OAK

8" OAK

2-5" OAK CLUSTER

17" OAK

6" OAK

10" OAK

15" OAK

3-12" OAK CLUSTER

17" OAK

14" OAK

17" OAK

18" OAK

13" OAK

17" OAK

9" OAK

12" OAK

3" OAK

18" OAK

3-12" OAK CLUSTER

5-12" OAK CLUSTER

14" OAK

8" OAK

5-12" OAK CLUSTER

17" OAK

13" OAK

8" OAK

12" OAK

91017G276.846NO EVIDENCE OF PIPE

SHOT GROUND NEXT TO

LATHT-14-17

18" FIR
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18

MRTX LINE

SR5 LINE

THORNE LN NB OFF-RAMP

THORNE-BERKELEY CONNECTOR

NB I-5

SB I-5

MATCH L
INE S

EE S
HEET FE

39

AP FENCE

MRTX 307+26.15, 68.96' RT

AP FENCE

MRTX 310+17.54, 54.08' RT

SOUND TRANSIT

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

MLMX2 LINE

FD03.
FENCE CONNECTION PER DETAIL ON SHEET 

F6

CONSTRUCTION EASEMENT

EXISTING TEMPORARY

NOISE WALL 6

F3 F6

CONNECT TO NOISE WALL

BEGIN FENCE

MLMX1 405+73.70, 18.95' LT

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18

F3

1

1

01/31/19REV 1 - RFI040

AP FENCE

MRTX 307+96.46, 78.08' RT

2019
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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PLAN REF NO
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1/31/2019

3:38:25 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Department of Transportation
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FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18
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FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.
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REV 0 - RELEASED FOR CONSTRUCTION 12/17/18
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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5:23:29 PM

c:\pwworking\jacobs_b&i\conradcs\dms20633\PS_FE_37.dgn

10

 

 
 

 

 

 

 

 

  

 

 

 

 

 

 

 
  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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REV A - PRELIMINARY REVIEW 10/26/18 FENCING PLAN
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REV 0 - RELEASED FOR CONSTRUCTION 12/17/18

PER DETAIL ON SHEET FD01 AND FD02.
7-FT PERMANENT CHAIN LINK SECURITY FENCE 

F1

FENCING CONSTRUCTION NOTES:

1

SEE WALL PLANS
F1

SEE WALL PLANS

WALL T11
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DATE DATE
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JOB NUMBER
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NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/14/2018

11:57:46 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

SR5 LINE

NB I-5

SB I-5

SOUND TRANSIT

THORNE LN SB OFF-RAMP

THORNE LN NB ON-RAMP

F3

GENERAL NOTES:

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

FENCING CONSTRUCTION NOTES:

WSDOT ROW

EASEMENT

CONSTRUCTION

TEMPORARY 

EASEMENT

CONSTRUCTION

TEMPORARY 

AP FENCE

MLMX1 424+69.68, 13.00' LT

F3
TEMP

MATCH EXISTING

END TEMP FENCE

END FENCE

MLMX1 424+69.68, 23.21' LT

AP TEMP FENCE

MLMX1 424+69.68, 39.00' LT

7.

6.

5.

4.

3.

2.

1.

SEE ITS PLANS FOR FENCING AROUND ITS CABINETS.

CONSTRUCTED ELEMENTS PRIOR TO ACCEPTANCE AS PART OF THE SECURE PERIMETER.
COMPROMISING SECURE PERIMETER ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF ANY WORK INVOLVING OR 
BREAKS OR DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. CAMP MURRAY SHALL BE 
NOTIFICATION TO THE CAMP MURRAY SECURITY STAFF IF THERE ARE ANY UNANTICIPATED 
PERIMETER IS PRESERVED AT ALL TIMES. THE CONTRACTOR SHALL PROVIDE IMMEDIATE 
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE CAMP MURRAY SECURE 

CONSTRUCTED ELEMENTS PRIOR TO ACCEPTANCE AS PART OF THE SECURE PERIMETER.
COMPROMISING SECURE PERIMETER ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF ANY WORK INVOLVING OR 
BREAKS OR DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. THE DES SHALL BE 
JBLM DIRECTORATE OF EMERGENCY SERVICES (DES) IF THERE ARE ANY UNANTICIPATED 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE JBLM SECURE PERIMETER IS 

NOISE WALL MUST BE INSTALLED PRIOR TO REMOVAL OF TEMPORARY SECURITY FENCING.
EXISTING SECURE PERIMETER FENCING. PERMANENT SECURE PERIMETER FENCING AND/OR 
TEMPORARY SECURE PERIMETER FENCING MUST BE INSTALLED PRIOR TO REMOVAL OF 

UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY PLANS.

SEE SITE PREPARATION PLANS FOR CLEAR AND GRUB LIMITS.

SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, RIGHT-OF-WAY, AND EASEMENT LOCATIONS.

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18
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GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PERIMETER.
ACCEPTANCE AS PART OF THE SECURE 
CONSTRUCTED ELEMENTS PRIOR TO 
AND SHALL FIELD VERIFY ANY NEWLY 
COMPROMISING SECURE PERIMETER ELEMENTS 
ADVANCE OF ANY WORK INVOLVING OR 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN 
SECURE PERIMETER. CAMP MURRAY SHALL BE 
BREAKS OR DAMAGE TO ELEMENTS OF THE 
STAFF IF THERE ARE ANY UNANTICIPATED 
NOTIFICATION TO THE CAMP MURRAY SECURITY 
CONTRACTOR SHALL PROVIDE IMMEDIATE 
PERIMETER IS PRESERVED AT ALL TIMES. THE 
CONTINUITY OF THE CAMP MURRAY SECURE 
THE CONTRACTOR SHALL ENSURE THAT 

SECURE PERIMETER.
PRIOR TO ACCEPTANCE AS PART OF THE 
VERIFY ANY NEWLY CONSTRUCTED ELEMENTS 
SECURE PERIMETER ELEMENTS AND SHALL FIELD 
OF ANY WORK INVOLVING OR COMPROMISING 
MINIMUM OF 14 CALENDAR DAYS IN ADVANCE 
PERIMETER. THE DES SHALL BE NOTIFIED A 
DAMAGE TO ELEMENTS OF THE SECURE 
THERE ARE ANY UNANTICIPATED BREAKS OR 
DIRECTORATE OF EMERGENCY SERVICES (DES) IF 
PROVIDE IMMEDIATE NOTIFICATION TO THE JBLM 
PRESERVED AT ALL TIMES. CONTRACTOR SHALL 
OF THE JBLM SECURE PERIMETER IS 
CONTRACTOR SHALL ENSURE THAT CONTINUITY 

OF TEMPORARY SECURITY FENCING.
WALL MUST BE INSTALLED PRIOR TO REMOVAL 
SECURE PERIMETER FENCING AND/OR NOISE 
SECURE PERIMETER FENCING. PERMANENT 
BE INSTALLED PRIOR TO REMOVAL OF EXISTING 
TEMPORARY SECURE PERIMETER FENCING MUST 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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CHECKED BY

PROJ. ENGR.
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER
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STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

10/5/2020

12:09:56 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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FENCING PLAN

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

REV A - PRELIMINARY REVIEW 10/26/18
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FENCING CONSTRUCTION NOTES:

PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT STD.

F5

TURNBACK LINE

CITY ROW

F5
20' DOUBLE GATE

TX 30+62.25, 78.20' RT

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18

01/31/19REV 1 - RFI040

AP FENCE

TX 30+61.54, 98.18' RT

AP FENCE

TX 31+07.91, 100.18' RT

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3
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AP FENCE

TX 31+09.59, 61.10' RT

AP FENCE

 RT31+81.28, 64.18TX 

AP FENCE

TX 32+21.00, 64.27' RT

MATCH EXISTING

END FENCE

TX 32+21.00, 44.85' RT
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STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

ConradCS

7/23/2019

3:29:58 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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Department of Transportation
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REV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FENCING PLAN

SOUND TRANSIT

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

F5
PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT STD.

F3

CONNECT TO EXISTING

AP FENCE

TL 11+58.42, 109.74' RT

20' DOUBLE GATE

TL 11+62.22, 49.41' RT

F3

F5

AP FENCE

TL 11+44.32, 53.93' RT

F3
BEGIN FENCE

TL 11+52.52, 51.86' RT

BEGIN FENCE

TL 11+71.91, 46.97' RT
F3

AP FENCE

TL 11+79.96, 28.70' RT

F3

BEGIN FALL PROTECTION

END FENCE

TL 12+66.58, 29.00' RT

FALL PROTECTION DETAILS

SEE SHEET RW102A FOR 
FALL PROTECTION DETAILS

SEE SHEET RW102A FOR 

REV B - FINAL REVIEW 06/26/19

07/22/19REV 0 - RELEASED FOR CONSTRUCTION

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

4.

3.

2.

1.

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/10/2020

11:36:34 AM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133

FE41
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SEE SHEET FE40
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REV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

N. SCHRADER

C. CONRAD

FENCING PLAN

FENCING CONSTRUCTION NOTES:

F3
PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

CITY ROW

F3

F3

FALL PROTECTION DETAILS

SEE SHEET RW102A FOR 

F3

CITY ROW

CONNECT TO EXISTING

END FENCE

TL 17+60.93, 82.15' RT

REV B - FINAL REVIEW 06/26/19

FALL PROTECTION DETAILS

SEE SHEET RW102 FOR

PROTECTION

CONNECT TO FALL 

BEGIN FENCE

TL 16+80.00, 28.75' RT

07/22/19REV 0 - RELEASED FOR CONSTRUCTION

GENERAL NOTES:

LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-

4.

3.

2.

1.

CABINETS.
SEE ITS PLANS FOR FENCING AROUND ITS 

PLANS.
UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY 

GRUB LIMITS.
SEE SITE PREPARATION PLANS FOR CLEAR AND 

RIGHT-OF-WAY, AND EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, 

F3

WITH PRIVACY SLATS

BEGIN FENCE

TL 17+39.67, 37.95' RT

AP FENCE

TL 17+76.84, 42.12' RT

AP FENCE

TL 17+87.15, 31.16' RT

AP FENCE

TL 18+39.50, 26.56' RT

CONNECT TO FALL PROTECTION

TL 18+53.80, 43.95' RT

CONNECT TO EXISTING

WITH PRIVACY SLATS

END FENCE

TL 18+53.80, 49.59' RT

AP FENCE

TL 18+53.80, 25.50' RT

2' TYP.

12/07/20

1

REV 1 - RFI0589
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LEGEND

7FT TEMPORARY FENCE-

7FT PERMANENT FENCE-

WSDOT FENCE-

DOUBLE SWING GATE-
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN
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THORNE-BERKELEY CONNECTOR

REV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

FENCING PLAN

F3

GENERAL NOTES:

FENCING CONSTRUCTION NOTES:

PLAN L-20.10-03.
CHAIN LINK FENCE TYPE 3 PER WSDOT STD.

F3

F5
PLAN L-30.10-02.
CHAIN LINK DOUBLE GATE PER WSDOT STD.

CONSTRUCTION EASEMENT

TEMPORARY

SOUND TRANSIT

AP FENCE

MLMX1 412+51.71, 113.76' LTF3

F3

SB I-5

F3
TEMP

BEGIN TEMP FENCE

MLMX1 412+50.06, 38.78' LT
F3

7.

6.

5.

4.

3.

2.

1.

SEE ITS PLANS FOR FENCING AROUND ITS CABINETS.

PERIMETER.
ELEMENTS PRIOR TO ACCEPTANCE AS PART OF THE SECURE 
ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED 
ANY WORK INVOLVING OR COMPROMISING SECURE PERIMETER 
SHALL BE NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF 
OR DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. CAMP MURRAY 
MURRAY SECURITY STAFF IF THERE ARE ANY UNANTICIPATED BREAKS 
CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE CAMP 
MURRAY SECURE PERIMETER IS PRESERVED AT ALL TIMES. THE 
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE CAMP 

TO ACCEPTANCE AS PART OF THE SECURE PERIMETER.
AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED ELEMENTS PRIOR 
WORK INVOLVING OR COMPROMISING SECURE PERIMETER ELEMENTS 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF ANY 
DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. THE DES SHALL BE 
SERVICES (DES) IF THERE ARE ANY UNANTICIPATED BREAKS OR 
IMMEDIATE NOTIFICATION TO THE JBLM DIRECTORATE OF EMERGENCY 
PERIMETER IS PRESERVED AT ALL TIMES. CONTRACTOR SHALL PROVIDE 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE JBLM SECURE 

PRIOR TO REMOVAL OF TEMPORARY SECURITY FENCING.
SECURE PERIMETER FENCING AND/OR NOISE WALL MUST BE INSTALLED 
TO REMOVAL OF EXISTING SECURE PERIMETER FENCING. PERMANENT 
TEMPORARY SECURE PERIMETER FENCING MUST BE INSTALLED PRIOR 

UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY PLANS.

SEE SITE PREPARATION PLANS FOR CLEAR AND GRUB LIMITS.

EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, RIGHT-OF-WAY, AND 

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18

END FENCE

MLMX1 412+16.22, 114.54' LT

20' DOUBLE GATE

MLMX1 412+26.21, 114.32' LT
F5

BEGIN FENCE

MLMX1 412+36.21, 114.10' LT
F3

07/23/19
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REGIONAL ADM. REVISION DATE BY
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SHEETS

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

SchmidAL

12/14/2018

2:31:34 PM
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  C. MEADE

MP 120.01 TO MP 124.45

CORRIDOR IMPROVEMENTS

STEILACOOM-DUPONT RD TO THORNE LN

I-5

J. WYNANDS

Washington State

Department of Transportation

C9133
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SCALE IN FEET
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THORNE SB OFF-RAMP

FENCING PLANREV A - PRELIMINARY REVIEW 10/26/18

A. SCHMIDTMAN

C. CONRAD

N. SCHRADER

SOUND TRANSIT

GENERAL NOTES:

NO WORK THIS SHEET

7.

6.

5.

4.

3.

2.

1.

SEE ITS PLANS FOR FENCING AROUND ITS CABINETS.

PERIMETER.
ELEMENTS PRIOR TO ACCEPTANCE AS PART OF THE SECURE 
ELEMENTS AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED 
ANY WORK INVOLVING OR COMPROMISING SECURE PERIMETER 
SHALL BE NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF 
OR DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. CAMP MURRAY 
MURRAY SECURITY STAFF IF THERE ARE ANY UNANTICIPATED BREAKS 
CONTRACTOR SHALL PROVIDE IMMEDIATE NOTIFICATION TO THE CAMP 
MURRAY SECURE PERIMETER IS PRESERVED AT ALL TIMES. THE 
THE CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE CAMP 

TO ACCEPTANCE AS PART OF THE SECURE PERIMETER.
AND SHALL FIELD VERIFY ANY NEWLY CONSTRUCTED ELEMENTS PRIOR 
WORK INVOLVING OR COMPROMISING SECURE PERIMETER ELEMENTS 
NOTIFIED A MINIMUM OF 14 CALENDAR DAYS IN ADVANCE OF ANY 
DAMAGE TO ELEMENTS OF THE SECURE PERIMETER. THE DES SHALL BE 
SERVICES (DES) IF THERE ARE ANY UNANTICIPATED BREAKS OR 
IMMEDIATE NOTIFICATION TO THE JBLM DIRECTORATE OF EMERGENCY 
PERIMETER IS PRESERVED AT ALL TIMES. CONTRACTOR SHALL PROVIDE 
CONTRACTOR SHALL ENSURE THAT CONTINUITY OF THE JBLM SECURE 

PRIOR TO REMOVAL OF TEMPORARY SECURITY FENCING.
SECURE PERIMETER FENCING AND/OR NOISE WALL MUST BE INSTALLED 
TO REMOVAL OF EXISTING SECURE PERIMETER FENCING. PERMANENT 
TEMPORARY SECURE PERIMETER FENCING MUST BE INSTALLED PRIOR 

UTILITIES NOT SHOWN FOR CLARITY.  SEE UTILITY PLANS.

SEE SITE PREPARATION PLANS FOR CLEAR AND GRUB LIMITS.

EASEMENT LOCATIONS.
SEE ALIGNMENT PLANS FOR ALIGNMENT DATA, RIGHT-OF-WAY, AND 

REV 0 - RELEASED FOR CONSTRUCTION 12/17/18
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